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BBP®85 Label Materials

View all BBP®85 Print Ribbon parts on page 396.
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Create Your Own Rigid Signs!

Pre-Printed Right-To-Know Chemical Labels (B-595)
For quickly creating NFPA and color bar labels.

• Blank die cut labels pre-printed with chemical diamonds and color bars
• Indoor/outdoor grade material withstands exposure to moisture, chemicals and handling
• Allows printer to produce 5-color chemical labels in a single print pass
Service temp: -40ºF to 180ºF   Application temp: 0ºF to 180ºF    
Average Outdoor Durability: 8 to 10 years outdoor vinyl label durability

Pre-Printed Pre-Cut Blank Sign Headers (B-595, B-7569)
For creating arc flash and safety warning labels in seconds.

• Faster way to design commonly used safety signs and labels
• Create custom, colorful safety labels using only a black ribbon
• Headers meet NFPA 70E, OSHA 1910.145 and ASME/ANSI Z535 

standards
• Indoor/outdoor grade material conforms to rough, highly 

textured, and “difficult to adhere to” surfaces 
Service temp: -40ºF to 180ºF   Application temp: 0ºF to 180ºF 
Average Outdoor Durability: 8-10 years outdoor vinyl durability
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Pair Pre-Printed Pre-Cut Blank Sign Headers with rigid sign 
blanks to create custom rigid signs in minutes.

View page 400 for available blank rigid sign panels.
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Fits Printer 
Model(s) Diagram Catalog # B# Header Label Height A 

Inch (mm)
Label Width B 
Inch (mm)

Labels  
Per Roll Rec. Ribbon

BBP85 Fig. 70 140886 B-7569 10.000 (254.0) 14.000 (355.6) 40 13510

BBP85 Fig. 70 130750 B-595 7.000 (177.8) 10.000 (254.0) 60 13510
BBP85 Fig. 70 130749 B-595 4.000 (101.6) 6.000 (152.4) 95 13511
BBP85 Fig. 70 140887 B-7569 10.000 (254.0) 14.000 (355.6) 40 13510

BBP85 Fig. 70 130753 B-595 7.000 (177.8) 10.000 (254.0) 60 13510
BBP85 Fig. 70 130752 B-595 4.000 (101.6) 6.000 (152.4) 95 13511
BBP85 Fig. 70 140888 B-7569 10.000 (254.0) 14.000 (355.6) 40 13510
BBP85 Fig. 70 130756 B-595 7.000 (177.8) 10.000 (254.0) 60 13510
BBP85 Fig. 70 130755 B-595 4.000 (101.6) 6.000 (152.4) 95 13511
BBP85 Fig. 70 140889 B-7569 10.000 (254.0) 14.000 (355.6) 40 13510
BBP85 Fig. 70 130759 B-595 7.000 (177.8) 10.000 (254.0) 60 13510
BBP85 Fig. 70 130758 B-595 4.000 (101.6) 6.000 (152.4) 95 13511
BBP85 Fig. 70 140885 B-7569 10.000 (254.0) 14.000 (355.6) 40 13510
BBP85 Fig. 70 130762 B-595 7.000 (177.8) 10.000 (254.0) 60 13510
BBP85 Fig. 70 130761 B-595 4.000 (101.6) 6.000 (152.4) 95 13511
BBP85 Fig. 70 140890 B-7569 10.000 (254.0) 14.000 (355.6) 40 13510
BBP85 Fig. 70 130765 B-595 7.000 (177.8) 10.000 (254.0) 60 13510
BBP85 Fig. 70 130764 B-595 4.000 (101.6) 6.000 (152.4) 95 13511
BBP85 Fig. 70 140883 B-7569 10.000 (254.0) 14.000 (355.6) 40 13510
BBP85 Fig. 70 132393 B-595 7.000 (177.8) 10.000 (254.0) 60 13510
BBP85 Fig. 70 140884 B-7569 10.000 (254.0) 14.000 (355.6) 40 13510
BBP85 Fig. 70 132395 B-595 7.000 (177.8) 10.000 (254.0) 60 13510

 

Fits Printer 
Model(s) Catalog # B# Legend Label Height 

Inch (mm)
Label Width 
Inch (mm)

Labels 
Per Row

Labels 
Per Roll Rec. Ribbon

BBP85 130808 B-595 Diamond + Text 4.000 (101.6) 6.000 (152.4) 1 95 13511

BBP85 130809 B-595 Diamond + Text 7.000 (177.8) 10.000 (254.0) 1 60 13510

BBP85 130810 B-595 Diamond Only 6.000 (152.4) 6.000 (152.4) 1 95 13511

BBP85 130811 B-595 Color Bar + Text 4.000 (101.6) 6.000 (152.4) 1 95 13511

BBP85 130812 B-595 Color Bar + Text 7.000 (177.8) 10.000 (254.0) 1 60 13510
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