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SOLAR POWER INVERTER
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LOCKNUTS FASTEN AND 2

GROUND BRIDGEPORT

CONNECTORS, THREADED

HUBS AND NIPPLES. .
RIGID RACEWAY SEAL

¥

i oy
160-G SERIE OUNDING T

SGB SERIES MIGHTY-RITE® SPLIT GROUNDING
BUSHINGS INSTALL BEFORE OR AFTER WIRE IS
PULLED AND TERMINATIONS ARE MADE.

J 190 SERIES
.*_ . LOCK-A-LINER BUSHINGS

INSULATE CONNECTORS,

140 SERIES SEALING LOCKNUTS
PROVIDE RAINTIGHT SEAL
VWHEN FASTENING THREADED
RIGID TO ENCLOSURE.

NIPPLES AND BUSHINGS WITH
-4 CONDUCTORS TERMINATED.



THICK UWALLED PV COMBINER BOX

200-RT2XL SERIES EXTRA LONG
MIGHTY-SEAL® RAINTIGHT CONNECTORS
EXTRA LONG THREADS MAKE FOR EASY
CONNECTIONS TO THICKER ENCLOSURES.

290-RT SERIES
MIGHTY-MERGE® RAINTIGHT
TRANSITION COUPLINGS s |

HUBS OR TRANSITION EMT -
THREADED CONDUIT BODIES
TO RIGID IN WET LOCATIONS. | FOR RACEWAY DIRECTION CHANGE.

250-RT2 SERIES

RAINTIGHT EMT CONNECTORS
INTERNAL SEAL RING AND
KNOCKOUT GASKET PROVIDES
LISTED WET LOCATION SEAL.
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MIGHTY-RITE®
oPLIT GROUNDING
BUSHINGS 3
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- POLYOLEFIN-COAT
.ZINC LIQUID TIGHT-‘- 4
 DONNECTORS .+«

‘. : ’IBBU RT-SERlE’S‘
_ MIGHTY-SEAL®
« BAINTIGHT REQUC"ING
WASHERS « ..:

SAGRE] EL VI GIGAB LE UUL‘ EGHIUNAND SUPELRT

595 SERIES' JSS SERIES

VIGH MIGHTY-SEAL VIIGHTY-HOLD®
;Jrnr OLEFIN-COATED STAINLESS STEEL STRAPS
MG CONNECTORS




EMT T0 MC CABLE TRANSITION
WITH DUPLEX STRAP

| USD-4461 MIGHTY-HOLD®

DUPLEX UNIVERSAL STRAPS
1 &
4157-DC
MIGHTY-MERGE® [
TRANSITION ¢
COUPLINGS
PREFABRICATED MULTIPLE
I.IGHTING I:I]NNEI:TIIJNS
MIGHTY-MERGE®
ST i
,’Q 590-DC2 CABLE SNAP
COUPL'“GS CONNECTORS
| JABKETED MC CABLE -
CONNECTION ANI] SUPPI]HT |
' USS SERIES |
MIGHTY-HOLD®

STAINLESS STEEL
STRAPS '

999 SERIES
MIGHTY-SEAL® -
POLYOLEFIN COATED

MC CONNECTORS . !IJ'



SINGLE AND DUPLEX STEEL
QUICK INSTALL CONNECTIONS

AMC-304l
E-Z LOCK®
CONNECTORS

AMC-52QI E-Z LOCK®
| DUPLEX CONNECTORS

EMT TO MC CABLE
TRANSITION COUPL

2805PMB
MIGHTY-MERGE®
SNAP-IN
MC/PUSH-ON
EMT TRANSITION
COUPLINGS

| 4057-DC V\*GHTY-MERGE@
TRANSITION COUPLINGS

| %

L _‘-\.N-
281-DCG SAUEEZE
TRANSITION
COUPLINGS WITH
GROUNDING LUG

407-DC2G SQUEEZE
CONNECTORS WITH
GROUNDING LUG




MANAGE MULTIPLE MG CABLES AND PROVIDE
ABBESSIBI.E INTERSYSTEM GROUNDING

{ MBG SERIES
. INTERSYSTEM
" BONDING BRIDGES
| WITH ENCLOSURE
GROUNDING
| CONNECTORS

MIGHTY.MERGE®
‘m iRANSITIDN COUPLINGS |

TRANéi | FRON VUR
 T0 OVERHERD LIGHTING

,. AMG-5001 STEF i1
&\ QuICK INSTAIJ_'GOI\mECTORS’ ‘_r_
'.*r ¥ MIGHTY-MERGE® 4157-DC

EMT TO MC CABLE

~ ;ﬁ ‘ TRANSITION COUPLINGS

= e S50 A

4370-LT SERIES RIGID TO LT TRANSITIONS

470-SLT SERIES LT CONNECTORS




PRE-BENT EMT FOR
OFFICE POUWER AND DATA

~

L—

Bl mGHTYBTE 380MB ;‘5
|SERIES PUSHEMT®
= CROUNDNGBUSHNGS

ONCRETE- mmﬁmﬁjvsnwi'

l MIGHTY-BITE®
" 950.MB 8 250-MIB SEREES
USH-EMT® CONNECTORS |

AND COUPLINGS! .
.. L -

, "I\IM CABLES FOR TEMPORARY OR .
PERMANENT INSTALLATIONS

| MIGHTY-MERGE® 4357-NM AND 630-NM2 MULTIPORT
1 NONMETALLIC COUPLINGS AND CONNECTORS




E-Z LOCK®
STEEL DUPLEX CONNECTORS

SQUEEZF e

!
\ MIGHTY-ALIGN®
—— . '\ SLIP EMT CONNECTORS

MIGHTY-MERGE®
MULTH-PORT CONNECTORS '\ " e

MIGHTY-BITE® PUSH-EMT®
GROUNDING BUSHINGS

SAVE TII\/IE BDDST QUALITY
AND JUICE YOUR PRODUCTIVITY.
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30-DC2
31-DC2
32-DC2

38ACDS

38ASP
39ASP

40-DC
41-DC
42-DC

51-DC2
52-DC2

61-DC
62-DC
63-DC
64-DC

71-DCA
72-DCA

71-DC2
72-DC2

74ASP

81-DC
82-DC
83-DC
84-DC

81-DCA
82-DCA
83-DCA
84-DCA

91-DC2
92-DC2
93-DC2

100

101-DC
102-DC
103-DC
104-DC
105-DC
106-DC
107-DC
108-DC
109-DC
110-DC

101-S
102-S
103-S
104-S
105-S
106-S
107-S
108-S
109-S
110-S
111-S
112-S

121-S
122-S
123-S
124-S
125-S
126-S

20
20
20

136, 162, 176

136, 162, 176
136, 176

21
21
21

65
65

25
25

136, 162, 176

127-S
128-S
129-S
130-S
131-S
132-S

141
142
143
144
145
146
147
148
149
150

151-DC
152-DC
153-DC
154-DC
155-DC
156-DC
157-DC
158-DC
159-DC
160-DC

166-DCG
167-DCG
168-DCG
169-DCG
170-DCG

161-G
162-G
163-G
164-G
165-G
166-G
167-G
168-G
169-G
170-G

162-Gl
163-Gl

191
192
193
194
195
196

225-DC
226-DC

230
231
232
233
234
235
236
237
238
239

230-DC2
231-DC2
232-DC2
233-DC2
234-DC2
235-DC2

28, 122, 254
28, 122, 254
28,122, 254
28,122, 254
28, 122, 254

7,27
7,27
7,27
7,27
7,27
7,27
7,27
7,27
7,27
7,27

20, 52
20, 52

20, 52

236-DC2
237-DC2
238-DC2
239-DC2

230-DCI2
231-DCI2
232-DCI2
233-DCI2
234-DCI2
235-DCI2
236-DCI2
237-DCI2
238-DCI2
239-DCI2

232-DC2SLP
233-DC2SLP
234-DC2SLP
235-DC2SLP
237-DC2SLP
239-DC2SLP

230-1
231-1
232-1
233-1
234-1
235-1
236-1
237-1
238-1
239-1

231-SLP
232-SLP
235-SLP
237-SLP
239-SLP

230-US
231-US
232-US
233-US
234-USs
235-US
236-US
237-US
238-US
239-Us

230-UslI
231-USlI
232-UsI
233-Usl
234-UsI
235-UsI
236-USI
237-UsI
238-Usl
239-UslI

230-SBLU
231-SBLU
232-SBLU
233-SBLU
234-SBLU
235-SBLU
236-SBLU
237-SBLU
238-SBLU
239-SBLU

20, 52
20, 52

20, 52



230-SR 81, 264
231-SR 81, 264
232-SR 81, 264
233-SR 81, 264
234-SR 81, 264
235-SR 81, 264
236-SR 81, 264
237-SR 81, 264
238-SR 81, 264
239-SR 81, 264
230-SBLK 80
231-SBLK 80
232-SBLK 80
233-SBLK 80
234-SBLK 80
235-SBLK 80
236-SBLK 80
237-SBLK 80
238-SBLK 80
239-SBLK 80
230-SG 80
231-SG 80
232-SG 80
233-SG 80
234-SG 80
235-SG 80
236-SG 80
237-SG 80
238-SG 80
239-SG 80
230-SO 81
231-SO 81
232-S0 81
233-SO 81
234-S0O 81
235-S0O 81
236-SO 81
237-S0O 81
238-SO 81
239-SO 81
230-SW 81
231-SW 81
232-SW 81
233-SW 81
234-SW 81
235-SW 81
236-SW 81
237-SW 81
238-SW 81
239-SW 81
230-SY 82
231-SY 82
232-SY 82
233-SY 82
234-SY 82
235-SY 82
236-SY 82
237-SY 82
238-SY 82
239-SY 82
240 53
241 53
242 53
243 53
244 53
245 53

246
247
248
249

240-DC
241-DC
242-DC
243-DC
244-DC
245-DC
246-DC
247-DC
248-DC
249-DC

241-DCSLP
242-DCSLP
243-DCSLP
244-DCSLP
245-DCSLP
246-DCSLP
247-DCSLP
248-DCSLP
249-DCSLP

240-SBLU
241-SBLU
242-SBLU
243-SBLU
244-SBLU
245-SBLU
246-SBLU
247-SBLU
248-SBLU
249-SBLU

241-SLP
242-SLP
243-SLP
244-SLP
245-SLP
246-SLP
247-SLP
248-SLP
249-SLP

240-SR
241-SR
242-SR
243-SR
244-SR
245-SR
246-SR
247-SR

240-US
241-US
242-US
243-US
244-US
245-US
246-US
247-US
248-US
249-US

240-SBLK
241-SBLK
242-SBLK
243-SBLK
244-SBLK
245-SBLK
246-SBLK
247-SBLK
248-SBLK
249-SBLK

240-SG
241-SG
242-SG
243-SG
244-SG
245-SG
246-SG
247-SG
248-SG
249-SG

240-SO
241-SO
242-S0O
243-SO
244-S0O
245-SO
246-SO
247-SO
248-SO
249-SO

240-SW
241-SW
242-SW
243-SW
244-SW
245-SW
246-SW
247-SW
248-SW
249-SW

240-SY
241-SY
242-SY
243-SY
244-SY
245-SY
246-SY
247-SY
248-SY
249-SY

250
251
252
253
254
255
256
257
258
259

250-1
251-1
252-1
253-1
254-1
255-1
256-1
257-1
258-1
259-1

250-DC2
251-DC2
252-DC2
253-DC2
254-DC2
255-DC2
256-DC2
257-DC2
258-DC2
259-DC2



250-DCI2
251-DCI2
252-DCI2
253-DCI2
254-DCI2
255-DCI2
256-DCI2
257-DCI2
258-DCI2
259-DCI2

250-MB
251-MB

250-MBI
251-MBI

250-MSRT
251-MSRT

250-MSRTI
251-MSRTI

250-RT2
251-RT2
252-RT2
253-RT2
254-RT2
255-RT2

250-RT2US
251-RT2US

250-RTI2
251-RTI2
252-RTI2
253-RTI2
254-RTI2
255-RTI2
256-RTI2
257-RTI2
258-RTI2
259-RTI2

250-RTI2US
251-RTI2US

250-RTNPT
251-RTNPT
252-RTNPT

250-RT2XL
251-RT2XL
252-RT2XL

250-SRT
251-SRT
252-SRT
253-SRT
254-SRT
255-SRT
256-SRT
257-SRT
258-SRT
259-SRT

250-SRTI
251-SRTI
252-SRTI
253-SRTI
254-SRTI
255-SRTI
256-SRTI
257-SRTI
258-SRTI
259-SRTI

iv

58, 97,114
58, 97,114
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250-US
251-US
252-US
253-US
254-US
255-US
256-US
257-US
258-US
259-US

250-UslI
251-Usl
252-USI
253-UsI
254-USI
255-USI
256-UsI
257-USI
258-USI
259-UslI

260
261
262
263
264
265
266
267
268
269

260-DC
261-DC
262-DC
263-DC
264-DC
265-DC
266-DC
267-DC
268-DC
269-DC

260-MB
261-MB

260-MSRT
261-MSRT

260-SRT
261-SRT
262-SRT
263-SRT
264-SRT
265-SRT
266-SRT
267-SRT
268-SRT
269-SRT

260-RT
261-RT
262-RT
263-RT
264-RT
265-RT
266-RT
267-RT
268-RT
269-RT

260-RTUS
261-RTUS
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260-US 61
261-US 61
262-US 61
263-US 61
264-US 61
265-US 61
266-US 61
267-US 61
268-US 61
269-US 61
270-DC2 73
276-XS 208
277-XS 208
278-XS 208
279-XS 208
280-XS 208
280 71,171,208
281 71,171, 208
280-DC 67, 206, 221
280-DCX 67,171,197, 206, 221
280SP 67,149,171, 197, 206
280SPMB 67, 98, 149, 171, 197, 206
281SPMB 67, 98, 149, 197, 206
281-DC 67,171, 206
281-DCG 153, 209
282-DC 67,171, 206
282-DCX 67,171, 206
283-DC 67,171, 206
284-DC 67,171, 206
285-DC 67,171, 206
286-DC 67,171, 206
282-DCR 30, 171, 206
283-DCR 30, 171, 206
284-DCR 30, 171, 206
285-DCR 30, 171, 206
286-DCR 30, 171, 206
287-XS 67,171, 206
288-XS 67,171, 206
289-XS 67,171, 206
290-XS 67,171, 206
291-CDC 29, 68, 204
292-CDC 29, 68, 204
295-CDC 29, 68, 204
290-DC 29, 67,204
291-DC 29, 67,204
292-DC 29, 67,204
290-MS 30, 68, 205
291-MS 30, 68, 205
292-MS 30, 68, 205
290-RT 29, 68, 119, 205
291-RT 29, 68, 119, 205
292-RT 29, 68, 119, 205
293-RT 29, 68, 119, 205
294-RT 29, 68, 119, 205
295-RT 29, 68, 119, 205
299-RT 29, 68, 119, 205



290-S
291-S
292-S

321
322
323
324
325
326
327
328
329
330
331
332

321-B
322-B
323-B
324-B
325-B
326-B
327-B
328-B
329-B
330-B

341
342
343
344
345
346

361
362
363
364
365
366
367
368
369
370
371
372

361-DC
362-DC
363-DC
364-DC
365-DC
366-DC
367-DC
368-DC
369-DC
370-DC

381
382

29, 67,204
29, 67,204
29, 67,204

32,131
32,131
32,131
32,131
32, 131
32,131
32,131
32,131
32,131
32,131
32,131
32,131

32,131
32, 131
32,131
32,131
32,131
32,131
32, 131
32,131
32,131
32,131

31,133
31,133
31,133
31,133
31,133
31,133

33, 132
33, 132
33, 132
33, 132
33, 132
33, 132
33,132
33, 132
33, 132
33, 132
33, 132
33, 132

33,132
33, 132
33, 132

390
390-40
391
392

381-DC
382-DC
383-DC
384-DC
384-DC14
385-DC
385-DC14
386-DC
386-DC14
387-DC
387-DC40
388-DC
388-DC40
389-DC
389-DC40
390-DC
390-DC40

381-MB
382-MB
383-MB

403
403-DC2
407
408
410
412
414
416
417
418
419
420

403-1
407-1
408-1
410-1
412-|
414-|
416-1
417-1
418-1
419-|
420-1

407-DC2
408-DC2
410-DC2
412-DC2
414-DC2
416-DC2
417-DC2
418-DC2
419-DC2
420-DC2

407-DC2G

407-DCI2
408-DCI2
410-DCI2
412-DCI2
414-DCI2
416-DCI2

429-LT2
430-LT2
431-LT2
432-LT2

34, 131
34,131
34,131
34,131
34, 131
34,131
34,131
34,131
34,131
34, 131
34,131
34,131
34,131

58, 98, 236
58, 98, 236
58, 98, 236

152
152, 190
152
152
152
152
152
152
152
152
152
152

152, 190
152
152
152
152
152
152
152
152
152
152

152, 190
152
152
152
152
152
152
152
152
152

153, 190

152, 190
152
152
152
152
152

100
100
100
100

433-LT2
434-LT2
435-LT2
436-LT2
437-LT2
438-LT2
439-LT2

431-LT2C
432-LT2C
433-LT2C

429-LTI2
430-LTI2
431-LTI2
432-LTI2
433-LTI2
434-LTI2
435-LTI2
436-LTI2
437-LTI2
438-LTI2
439-LTI2

429-NMLT
430-NMLT
431-NMLT
432-NMLT
433-NMLT
434-NMLT
435-NMLT

430-NMLTS
431-NMLTS

429-SLT
430-SLT
431-SLT
432-SLT
433-SLT
434-SLT
435-SLT
436-SLT
437-SLT
438-SLT
439-SLT
440-SLT
441-SLT

429-SLTUS
430-SLTUS
431-SLTUS
432-SLTUS
433-SLTUS
434-SLTUS
435-SLTUS
436-SLTUS
437-SLTUS
438-SLTUS
439-SLTUS

429-SLTI
430-SLTI
431-SLTI
432-SLTI
433-SLTI
434-SLTI
435-SLTI
436-SLTI
437-SLTI
438-SLTI
439-SLTI
440-SLTI
441-SLTI

100
100
100
100
100
100
100

101
101
101

100
100
100
100
100
100
100
100
100
100
100

109
109
109
109
109
109
109

109
109

102
102
102
102
102
102
102
102
102
102
102
102
102

103
103
103

103
103
103
103

103
103

102
102
102
102
102
102
102
102
102
102
102
102
102



429-SLTIUS 103 | 473-LTI2 106 | 5619-DC2 159
430-SLTIUS 103 | 474-LTI2 106 | 520-DC2 159
431-SLTIUS 103 | 475-LTI2 106 | 521-DC2 159
432-SLTIUS 103 | 476-LTI2 106 | 522-DC2 159
433-SLTIUS 103 | 477-LTI2 106 | 523-DC2 159
434-SLTIUS 103 | 478-LTI2 106 | 524-DC2 159
435-SLTIUS 103 | 479-LTI2 106 | 525-DC2 159
436-SLTIUS 103
437-SLTIUS 103 | 469-NMLT 109 | 5619-DCI2 159
438-SLTIUS 103 | 470-NMLT 109 | 520-DCI2 159
439-SLTIUS 103 | 471-NMLT 109 | 621-DCI2 159
472-NMLT 109 | 522-DCI2 159
449-SLT 104 | 473-NMLT 109 | 523-DCI2 159
450-SLT 104 | 474-NMLT 109 | 524-DCI2 159
451-SLT 104 | 475-NMLT 109 | 525-DCI2 159
452-SLT 104
453-SLT 104 | 470-NMLTS 109 | 530-DC 160
454-SLT 104 | 471-NMLTS 109 | 531-DC 160
455-SLT 104 532-DC 160
456-SLT 104 | 469-SLT 107 | 533-DC 160
457-SLT 104 | 470-SLT 107 | 534-DC 160
458-SLT 104 | 471-SLT 107 | 535-DC 160
459-SLT 104 | 472-SLT 107
473-SLT 107 | 540-SS 147,163
449-SLTUS 105 | 474-SLT 107
450-SLTUS 105 | 475-SLT 107 | 545-DC2 183
451-SLTUS 105 | 476-SLT 107
452-SLTUS 105 | 477-SLT 107 | 560-DC2 155, 184, 214
453-SLTUS 105 | 478-SLT 107 | 560-DCI2 184
454-SLTUS 105 | 479-SLT 107
455-SLTUS 105 560-MCIA2 185
456-SLTUS 105 | 469-SLTUS 108
457-SLTUS 105 | 470-SLTUS 108 | 561-DC2 184
458-SLTUS 105 | 471-SLTUS 108 | 561-DCI2 184
459-SLTUS 105 | 472-SLTUS 108
473-SLTUS 108 | 563-DC2 161, 191, 214
449-SLTI 104 | 474-SLTUS 108 | 565-DC2 191
450-SLTI 104 | 475-SLTUS 108 | 566-DC2 191, 217
451-SLTI 104 | 476-SLTUS 108
452-SLTI 104 | 477-SLTUS 108 | 670-DC2 186
453-SLTI 104 | 478-SLTUS 108 | 570-DCI2 186
454-SLTI 104 | 479-SLTUS 108
455-SLTI 104 570-Gl 187
456-SLTI 104 | 469-SLTI 107 | 570-RlI 187
457-SLTI 104 | 470-SLTI 107
458-SLTI 104 | 471-SLTI 107 | 570-DCR2 186
459-SLTI 104 | 472-SLTI 107
473-SLTI 107 | 671-DC2 156, 188
449-SLTIUS 105 | 474-SLTI 107 | 572-DC2 156, 188
450-SLTIUS 105 | 475-SLTI 107 | 573-DC2 156, 188
451-SLTIUS 105 | 476-SLTI 107
452-SLTIUS 105 | 477-SLTI 107 | 571-DCI2 156, 188
453-SLTIUS 105 | 478-SLTI 107 | 572-DCI2 156, 188
454-SLTIUS 105 | 479-SLTI 107 | 573-DCI2 156, 188
455-SLTIUS 105
456-SLTIUS 105 | 469-SLTIUS 108 | 570-S 156, 186
457-SLTIUS 105 | 470-SLTIUS 108
458-SLTIUS 105 | 471-SLTIUS 108 | 571-S 156, 188
459-SLTIUS 105 | 472-SLTIUS 108 | 572-S 156, 188
473-SLTIUS 108 | 573-S 156, 188
469-LT2 106 | 474-SLTIUS 108
470-LT2 106 | 475-SLTIUS 108 | 571-8I 156, 188
471-LT2 106 | 476-SLTIUS 108 | 572-SI 156, 188
472-LT2 106 | 477-SLTIUS 108 | 573-SI 156, 188
473-LT2 106 | 478-SLTIUS 108
474-LT2 106 | 479-SLTIUS 108 | 581-DC 69, 173, 208
475-LT2 106 582-DC 69, 173, 208
476-LT2 106 | 501-DC2 183 | 583-DC 69, 173, 208
477-LT2 106
478-LT2 106 | 507-DC2 154 | 590-DC2 143, 164, 182
479-LT2 106 | 507-DCI2 154 | 591-DC2 143, 182
508-DC2 154 | 592-DC2 143, 164, 182
469-LTI2 106 | 508-DCI2 154
470-LTI2 106
471-LTI2 106
472-LTI2 106




590-DCI2

595-DC2
595-DC2C
595-DCI2

596-DC2
596-DC2C
596-DCI2
597-DC2

600-DC2
601-DC2
602-DC2

616-NMD
617-NMD

620-NM
621-DC2
621-NM

630
630-DC2

630-NM2

642
643
644
645

650-DC2
651-DC2
653-DC2
655-DC2
657-DC2

650-HD2
651SP

660-DC2
662-DC2
664-DC2
665-DC2
666-DC2
670-DC2
672-DC2
674-DC2
675-DC2
676-DC2

682-DC2
683-DC2
684-DC2
685-DC2
686-DC2
687-DC2
688-DC2
689-DC2

683-DCI2
684-DCI2
685-DCI2
686-DCI2
687-DCI2
688-DCI2
689-DCI2

143, 164, 182

124,145,194
124,145,194
124,145,194

124,145,194
124,145,194
124,145,194
124,145, 194

157
157, 189, 220
157

146, 215
146, 215

146, 215
157,189
146, 215

157
157

220

147,219
147,219
147,219
147,219

217
216
161, 192
161, 192
161, 192

217
137,216

217,254
217,254
217,254
217,254
217,254
217,254
217,254
217,254
217,254
217,254

192
192
192
192
192
192
192
192

192
192
192
192
192
192
192

683-DCX2
684-DCX2
685-DCX2
686-DCX2
687-DCX2
688-DCX2
689-DCX2

683-UlI
684-UI
685-Ul
686-UlI
687-Ul
688-UlI
688-UIX

683-XM
684-XM
685-XM
686-XM
687-XM
688-XM
689-XM

691-DC2
695-DC2

701
703
705
722

732-SP
735-SP

761-UF
762-UF

763-4
763-6
763-8

764-2
764-2N
764-3

765-2
765-3

766-2
766-3
766-4
766-4N

770-22
770-32
770-42
770-52
770-62
770-72
771-32
771-42
771-52
771-62
772-32
772-42
772-52
772-62

800
800-DC2
801

801-1

157,

121,
121,

121,
121,
121,

121,
121,
121,

121,
121,

121,
121,
121,
121,

192
192
192
192
192
192
192

193
193
193
193
193
193
193

193
193
193
193
193
193
193

189
195

272
272
272
245

272
272

218
218

255
255
255

255
255
255

255
255

255
255
255
255

225
225
225
225
225
225
225
225
225
225
225
225
225
225

166
166
166
166

801-DC2
801-DCI2
802-DC2
802-DCI2
802SP
802-MCIA2

803
803-DC2
804

804-I1
804-DC2
804-DCI2

806
807
808
809
810
811
812
813
814

806-I
807-1
808-1
809-I
810-1
811-I
812-
813-I
814-1

806-DC2
807-DC2
808-DC2
809-DC2
810-DC2
811-DC2
812-DC2
813-DC2
814-DC2

806-DCI2
807-DCI2
808-DCI2
809-DCI2
810-DCI2

830
830-DC2
840SP
850SP
851ASP
851-DC2
851-DCI2
851SP

881-SE
882-SE
883-SE
884-SE

890-MC
891-MC

895-DC2
895-DC2C
895-DCI2

895-MC

167, 196
167, 196
168, 179
168, 179
140, 168, 179
179

166
166
166
166
167, 196
167, 196

166
166
166
166
166
166
166
166
166

166
166
166
166
166
166
166
166
166

167, 196
167, 196
167, 196
167
167
167
167
167
167

167, 196
167, 196
167, 196
167
167

169

169, 196
137,163, 177
140, 167,179
141, 168

168

168
141, 168
240, 255
240, 255
240, 255
240, 255

199, 240
199, 240

124,145,194
124,145,194
124,145,194

201, 250

vii



900
900-F

901
902
903
904
905
906
907
908
909
910
912
913

901-AL
902-AL
903-AL
904-AL
905-AL
906-AL

901-NS
902-NS
903-NS

901-S
902-S
903-S
904-S
905-S
906-S
907-S
908-S
909-S
910-S

920
921
922
923
924
925

920-NS
921-NS
922-NS

920-S
921-S
922-S
923-S
924-S
925-S

933

935
936

938-C
938-PVC

941
942

944
945
946
947

949
950

viii

38, 242
174,199, 240

38, 242
38, 242
38, 242
38, 242
38, 242
38, 242
38, 75, 242, 243
38, 75, 242, 243
38, 75, 242, 243
38, 75, 242, 243
38, 242
38, 242

38, 242
38, 242
38, 242
38, 242
38, 242
38, 242

39, 244
39, 244
39, 244

38, 242
38, 242
38, 242
38, 242
38, 242
38, 242
38, 75, 242, 243
38, 75, 242, 243
38, 75, 242, 243
38, 75, 242, 243

75,243
75,243
75, 243
75,243
75,243
75,243

75,244
75,244
75,244

75,243
75,243
75,243
75,243
75,243
75,243

241, 255
241, 255
241, 255
241, 255

256
256

40, 76, 245
40, 76, 245
40, 76, 245
40, 76, 245
40, 76, 245
40, 76, 245
40, 76, 245
40, 76, 245
40, 76, 245
40, 76, 245

941-AL
942-AL
943-AL
944-AL
945-AL
946-AL

951
951-S
952
953
953-S
954

961
962
963

965
966
967

969
970
971
972
973
974
975
976
977
978

981
982
983
984

986
987

989
990

1000
1001
1002
1003
1004
1005
1006
1007
1008

1025
1026
1027
1028
1028-XL
1029
1030
1030-XL

1061
1062
1063
1064
1065
1066
1067
1068
1069

1061-RT
1062-RT
1063-RT
1064-RT
1065-RT
1066-RT
1071-RT
1072-RT
1073-RT
1074-RT

1070
1071
1072
1073
1074
1075
1076
1077
1078
1079

1080
1081
1082
1083
1084
1085
1086
1087
1088

1089-1
1089-2
1089-3
1089-4
1089-5
1089-6
1089-7
1089-8

1090-1
1090-2
1090-3
1090-4
1090-5
1090-6
1090-7
1090-8
1090-9

1102
1103
1104
1105
1106
1107
1108
1109
1110
1111
1112
1113

1102-1
1103-1
1104-1
1105-1
1106-1
1107-1
1108-1
11009-1
1110-1
11111



1102-DC 44
1103-DC 44
1104-DC 44
1105-DC 44
1106-DC 44
1107-DC 44
1108-DC 44
1109-DC 44
1110-DC 44
1111-DC 44
1102-DCI 44
1103-DCI 44
1104-DCI 44
1105-DCI 44
1106-DCI 44
1107-DCI 44
1108-DCI 44
1109-DCI 44
1110-DCI 44
1111-DCI 44
1121 46
1122 46
1123 46
1124 46
1125 46
1126 46
1127 46
1128 46
1129 46
1130 46
1131 46
1132 46
1121-AL 46
1122-AL 46
1123-AL 46
1124-AL 46
1125-AL 46
1126-AL 46
1127-AL 46
1128-AL 46
1129-AL 46
1130-AL 46
1121-RT 46, 123
1122-RT 46, 123
1123-RT 46, 123
1124-RT 46, 123
1125-RT 46, 123
1126-RT 46, 123
1127-RT 46, 123
1128-RT 46, 123
1129-RT 46, 123
1130-RT 46, 123
1160 47
1161 47
1162 47
1163 47
1164 47
1165 47
1166 47
1167 47
1168 47
1169 47
1170 47
1171 47
1172 47
1173 47
1174 47
1175 47

1176
1179
1182
1185

1191-DC2

1201
1202
1203
1204
1205
1206
1207
1208
1209
1210
1211
1212

1220
1221

1240-PVC
1241-PVC
1242-PVC

1246-MT
1257-MT

1251
1252
1253
1254
1255
1256
1257
1258
1259
1260

1251-PVC
1252-PVC
1253-PVC
1254-PVC
1255-PVC
1256-PVC

1253-S
1254-S
1255-S
1256-S
1257-S
1258-S
1259-S
1260-S

1306-B
1307-B
1308-B
1309-B
1312-B
1313-B
1315-B

1308-DC
1309-DC

1325-B
1326-B
1328-B
1330-B
1331-B

256

257
257

257
257
257

257
257

258
258

258
258
258
258

258
258

258
258
258
258
258
258

259
259
259
259
259
259
259
259

228
228
228
228
228
228
228

228
228

229
229
229
229
229

1325-BH
1330-BH
1345-BH

1520-DC
1521-DC
1522-DC
1523-DC
1524-DC
1525-DC
1526-DC
1527-DC

1520-RT
1521-RT
1522-RT

1620-DC2
1621-DC2
1622-DC2

1661
1662
1663
1664
1665
1666
1667
1668
1669
1670
1671

1691
1692
1693
1694
1695
1696

1701-DC
1702-DC

1701-DCI
1702-DCI

1791-DC
1792-DC
1793-DC

1881-SE
1882-SE
1883-SE
1884-SE

1901
1902
1903
1904
1905
1906
1907
1908
1909
1910

1920
1921
1922
1923
1924
1925

274

72,148
72,148

72,148
72,148

44
44
44

247,255
247, 255
247,255
247, 255

39, 247
39, 247
39, 247
39, 247
39, 247
39, 247
39, 76, 247
39, 76, 247
39, 76, 247
39, 76, 247

76,247
76, 247
76,247
76, 247
76,247
76, 247



2100 248 | 3100-US 23 | 4369-LT 30, 110, 120, 210
2110 248 | 3101-US 23 | 4370-LT 30, 110, 120, 210
2120 248 | 3102-US 23 | 4371-LT 30, 110, 120, 210
2125 248 | 3103-US 23 | 4372-LT 30, 110, 120, 210
2130 248 | 3104-US 23 | 4373-LT 30, 110, 120, 210
2140 248 | 3105-US 23 | 4374-LT 30, 110, 120, 210
2150 248 4375-LT 30, 110, 120, 210
2160 248 | 3161 28
2170 248 | 3162 28 | 4457-DC 70,172, 198, 207
2180 248
2190 248 | 3500 20 | 5157-DC 70,172, 198, 207
3501 20
2100-BN 248 | 3502 20 | 5195-DC 71,211
2110-BN 248 | 3503 20
2120-BN 248 | 3504 20 | 84690SP 141, 169, 180
2125-BN 248 | 3505 20
2130-BN 248 9791 132, 225, 266
2140-BN 248 | 3510 20 | 9792 132, 225, 266
3511 20 | 9793 132, 225, 266
2100-S 248 9794 132, 225, 266
2110-S 248 | 3500-US 20 | 9795 132, 225, 266
2120-S 248 | 3501-US 20 | 9796 132, 225, 266
2125-S 248 | 3502-US 20 | 9797 132, 225, 266
2130-S 248 | 3503-US 20
2140-S 248 | 3504-US 20 | 9882 133, 225, 267
2150-S 248 | 3505-US 20
2160-S 248 9891 274
2170-S 248 | 3510- 20 | 9892 274
2180-S 248 | 3511-I 20 | 9893 274
2190-S 248 9894 274
3600 21 | 9895 274
3000 22 | 3601 21 | 9896 274
3001 22 | 3602 21
3002 22 | 3603 21 | A-FILPLG 271
3003 22 | 3604 21
3004 22 | 3605 21 | ALI-50 231
3005 22 ALI-112 231
3006 22 | 3610 21 | ALI-252 231
3007 22 | 3611 21
3008 22 ALI-SLR 4,231
3009 22 | 3600-US 21
3601-US 21 | ALI-WMCT 231
3000-RT 24,118 | 3602-US 21
3001-RT 24,118 | 3603-US 21 | AMC-50 142,170, 181
3002-RT 24,118 | 3604-US 21 | AMC-50Ql 142,170, 181
3003-RT 24,118 | 3605-US 21 | AMC-5075 142,170, 181
3004-RT 24,118 AMC-52 142,170, 181
3005-RT 24,118 | 3838ASP 139, 165, 178 | AMC-52Ql 142,170, 181
3838SP 139, 165,178 | AMC-75 142,170, 181
3000-US 22
3001-US 22 | 3838-DC2 144,158,189 | B-FILPLG 271
3002-US 22 | 3838-DCI2 144, 158, 189
3003-US 22 BJ-100 229
3004-US 22 | 4057-DC 69, 173,197,207 | BJ-200 229
3005-US 22 | 4058-DC 69, 173, 197,207 | BJ-400 229
3100 23 | 4156-DC 70,172,198, 207 | BL-17 155, 185
3101 23 | 4157-DC 70,172,198, 207 | BL-18 155, 185
3102 23 BL-19 155, 185
3103 23 | 4195-DC 31, 211
3104 23 BL-171 155, 185
3105 23 | 4256-DC 70,209 | BL-18I 155, 185
3106 23 | 4258-DC 70,209 | BL-191 155, 185
3107 23
3108 23 | 4357-DC 70,172,198, 207 | BR-150 267
3109 23 BR-200 267
4360-DC 71,110, 120,210 | BR-400 267
3100-RT 24,118 | 4361-DC 71,110,120, 210
3101-RT 24,118 | 4362-DC 71,110, 120,210 | BRI-150 267
3102-RT 24,118 | 4363-DC 71,110, 120,210 | BRI-200 267
3103-RT 24,118 | 4364-DC 71,110, 120, 210
3104-RT 24,118 | 4365-DC 71,110, 120,210 | BRW-150 267
3105-RT 24,118 BRW-200 267
4357-NM 70, 207, 221



BRWI-150
BRWI-200

BS-050
BS-075

BXE-100
BXE-200
BXE-300

C-FILPLG
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C-41CGC
C-42CGC
C-43CGC
C-44CGC
C-45CGC
C-46CGC

C-61
C-62
C-63
C-64
C-65
C-66
C-67
C-68
C-69
C-70

CA-101-24
CA-101-120

CA-PS
CC-25

CC-31
CC-37
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275
275
241, 268

241, 268
241, 268

CE-50
CE-75

CG770-250
CG770-350
CG770-450
CG770-560
CG770-650
CG771-250
CG771-350
CG771-450
CG771-560
CG771-650
CG771-750
CG771-850
CG772-560
CG772-650
CG772-750
CG772-850
CG772-950
CG772-1050

CG773-850

CG773-950

CG773-1050
CG773-1150
CG773-1250
CG773-1375
CG774-1050
CG774-1150
CG774-1250
CG774-1375

CGA770250
CGA770350
CGA770450
CGA770560
CGA770650
CGA771250
CGA771350
CGA771450
CGA771560
CGA771650
CGA771750
CGA771850
CGA772560
CGA772650
CGA772750
CGA772850
CGA772950
CGA7721050

CLI-20

CSE-050
CSE-075
CSE-100

CSS-050
CSS-075
CSS-100

DB-1308
DB-1309

DR-200
DR-300
DR-500

DS-100
DS-500

66
66

222
222
222
222
222
222
222
222
222
222
222
222
222
222
222
222
222
222

223
223
223
223
223
223
223
223
223
223

224
224
224
224
224
224
224
224
224
224
224
224
224
224
224
224
224
224

231
48
48
48
48

229
229

269
269
269

276
276

EC-075
EC-100
EC-125
EC-150
EC-200
EC-250
EC-300
EC-350
EC-400

EC-075R
EC-100R
EC-125R
EC-150R
EC-200R

FA-400
FA-401
FA-402
FA-403
FA-404
FA-411

FS-1000

GF38SP
GF50SP

GRC-50
GRC-63
GRC-75

ICE-050
ICE-075
ICE-100

IGB-050
IGB-075

IGB-WM

IGBC-063
IGBC-075

LB-31
LB-32
LB-33
LB-34
LB-35
LB-36
LB-37
LB-38
LB-39
LB-40

LB-41
LB-42
LB-43
LB-44
LB-45
LB-46
LB-47
LB-48
LB-49
LB-50

LB-41CG
LB-42CG
LB-43CG
LB-44CG
LB-45CG
LB-46CG
LB-47CG
LB-48CG
LB-49CG
LB-50CG



LB-41CGC
LB-42CGC
LB-43CGC
LB-44CGC
LB-45CGC
LB-46CGC

LB-42RT
LB-43RT

LB-61
LB-62
LB-63
LB-64
LB-65
LB-66
LB-67
LB-68
LB-69
LB-70

LB-61CG
LB-62CG
LB-63CG
LB-64CG
LB-65CG
LB-66CG
LB-67CG
LB-68CG
LB-69CG
LB-70CG

LL-31
LL-32
LL-33
LL-34
LL-35
LL-36

LL-41
LL-42
LL-43
LL-44
LL-45
LL-46
LL-47
LL-48
LL-49
LL-50

LL-41CG
LL-42CG
LL-43CG
LL-44CG
LL-45CG
LL-46CG
LL-47CG
LL-48CG
LL-49CG
LL-50CG

LL-41CGC
LL-42CGC
LL-43CGC
LL-44CGC
LL-45CGC
LL-46CGC

LL-61
LL-62
LL-63
LL-64

Xii

12, 88
12, 88
12, 88
12, 88
12, 88
12, 88

6, 92, 126
6,92, 126

LL-65 13
LL-66 13
LL-67 13
LL-68 13
LL-69 13
LL-70 13
LLR-41 14, 89
LLR-42 14, 89
LLR-43 14, 89
LLR-44 14, 89
LLR-45 14, 89
LLR-46 14, 89
LLR-42RT 6, 92, 126
LLR-43RT 6,92, 126
LR-31 89
LR-32 89
LR-33 89
LR-34 89
LR-35 89
LR-36 89
LR-41 14
LR-42 14
LR-43 14
LR-44 14
LR-45 14
LR-46 14
LR-47 14
LR-48 14
LR-49 14
LR-50 14
LR-41CG 14
LR-42CG 14
LR-43CG 14
LR-44CG 14
LR-45CG 14
LR-46CG 14
LR-47CG 14
LR-48CG 14
LR-49CG 14
LR-50CG 14
LR-41CGC 14, 89
LR-42CGC 14, 89
LR-43CGC 14, 89
LR-44CGC 12, 89
LR-45CGC 14, 89
LR-46CGC 14, 89
LR-61 14
LR-62 14
LR-63 14
LR-64 14
LR-65 14
LR-66 14
LR-67 14
LR-68 14
LR-69 14
LR-70 14
LvB-1 269
MBG-050 237
MBG-075 237

MC-050
MC-075
MC-100

MCC-050
MCC-075
MCC-100

MCH-075
MCH-100

MCH-125
MCH-150
MCH-200

MK-10020
MK-20025
MK-20025R

MLB-44
MLB-45
MLB-46
MLB-47
MLB-48
MLB-49
MLB-50

MWH-1

NMCB-1
NMCB-2
NMCB-3

NMWH-43

PB-301
PB-301N

RB-16
RB-17

RF-125
RF-150
RF-200
RF-250

RFN-125
RFN-200
RFN-250
RFN-300
RFN-400

RWH-1

SB-383NM
SB-384NM
SB-385NM
SB-386NM
SB-387NM
SB-388NM
SB-389NM
SB-390NM

SC-41
SC-42
SC-43
SC-44
SC-46
SC-47
SC-49

234
234
234

235
235
235

237
237

237
237
237

259
259
259

16, 260
16, 260
16, 260

16, 260
16, 260
16, 260

261

201, 226, 249, 270
226, 249, 270
201, 249

226, 270

277
277

230
230

261, 277
261,277
261,277
261, 277

261, 277
261,277
261, 277
261, 277
261, 277

261

35, 129
35,129
35, 129
35, 129
35, 129
35, 129
35,129
35, 129

17,91
17,91
17,91
17,91
17,91
17, 91
17, 91



SC-61
SC-62
SC-63
SC-64
SC-66
SC-67
SC-69

SDB-1300B
SDB-1301B
SDB-1302B

SE-KIT200

SFR-75
SFS-75

SG38ASP
SG3838ASP

SG-61
SG-62
SG-63
SG-64
SG-66
SG-67
SG-69

SGB-382CL
SGB-383CL
SGB-38414
SGB-384CL
SGB-38514
SGB-385CL
SGB-38614
SGB-386CL
SGB-38740
SGB-387CL
SGB-38840
SGB-388CL
SGB-38940
SGB-389CL
SGB-39040
SGB-390CL

SGBS-381CL
SGBS-382CL
SGBS-383CL
SGBS-38414
SGBS-384CL
SGBS-38514
SGBS-385CL
SGBS-38614
SGBS-386CL
SGBS-38740
SGBS-387CL
SGBS-38840
SGBS-388CL
SGBS-38940
SGBS-389CL
SGBS-39040
SGBS-390CL
SGBS-39050
SGBS-39150
SGBS-39250

SGBTL-383CL
SGBTL-384CL
SGBTL-385CL
SGBTL-386CL
SGBTL-38740
SGBTL-38840
SGBTL-38940
SGBTL-39040

278
278

138, 163, 177
138, 165, 178

17,91
17, 91
17,91
17,91
17,91
17, 91
17, 91

5,128
5,128
5,128

WWLWWWWWLWWLWULWWWW

(&)

o
—
N
®©

($)]
—_
N
[o0)

5,128
5,128
5,128

o
—
N
®©

($)]
—_
N
[o0)

5, 128
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.35, 128
5, 35, 128

36, 128
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SGN-61
SGN-62
SGN-63
SGN-64
SGN-66
SGN-67
SGN-69

SR-050
SR-075
SR-100
SR-125
SR-150
SR-200
SR-250
SR-300
SR-350
SR-400

SRC-050
SRC-075
SRC-100
SRC-125
SRC-150
SRC-200
SRC-250
SRC-300
SRC-350
SRC-400
SRC-500
SRC-600

T-31
T-32
T-33
T-34
T-35
T-36

T-41
T-42
T-43
T-44
T-45
T-46
T-47
T-48
T-49
T-50

T-41CG
T-42CG
T-43CG
T-44CG
T-45CG
T-46CG
T-47CG
T-48CG
T-49CG
T-50CG

T-41CGC
T-42CGC
T-43CGC
T-44CGC
T-45CGC
T-46CGC
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T-61
T-62
T-63
T-64
T-65
T-66
T-67
T-68
T-69
T-70

T-601
T-602
T-603
T-604

TL-381
TL-382

TWB-51
TWB-52
TWB-53
TWB-54
TWB-55
TWB-56
TWB-57
TWB-58
TWB-59
TWB-60

UCS-5075
UCS-75100
UCS-100125
UCS-125150
UCS-150200

UCSC-5075
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¢ For product dimensions, consult our on-line catalog at www.bptfittings.com.

¢ Due to ongoing product improvements, specifications and dimensions
are subject to change without prior notice.

e Underwriters Laboratories, Canadian Standards Association, Intertek and
Federal Specifications are current at time of publication but are subject to
change without prior notice. Current (@), @, and @TD listings are noted on
the smallest unit carton label. Look for the appropriate logo.

e This manual is intended for use as a guide in selection of electrical fittings
manufactured by Bridgeport Fittings, Inc. Do not use this manual as an
interpretation of the National Electrical Code or local regulations. Always
consult your local electrical inspector for requirements in your area.

Products listed or certified comply with the following certifications and specifications:

Rigid & IMC
Conduit Bodies

Rigid & IMC Conduit

Red Fire Alarm Boxes
and Fittings

EMT
Liquid Tight
Portable Cord

Flexible Metal &
AC/MC Cable

Nonmetallic Cable
Grounding Fittings
Service Entrance

Hazardous Location

UL-514A
UL-514B

UL-514A
UL-514B

UL-514B
UL-514B
UL-514B

UL-514B
UL-514B
UL-467
UL-514B
UL-886

FB-1
FB-1

0S1
FB-1

FB-1
FB-1
FB-1

FB-1
FB-1
FB-1
FB-1

A-A-50563A C22.2 18.3-04

A-A-50553 C22.2 18.3-04
A-A-50563A -
A-A-50553 -
A-A-50553 C22.2 18.3-04
A-A-50552 C22.2 18.3-04
A-A-50552 C22.2 18.3-04
A-A-50552 C22.2 18.3-04
A-A-50552 C22.2 18.3-04
A-A-50552 -

A-A-50563A C22.2 18.3-04

C22.2 30
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Solar

Liquid Tight / Wet Location

Powered By The Sun.
Connected By Bridgeport.

At Bridgeport Fittings,
we understand

SOLAR

I

the importance of renewable

energy. That's why we are dedicated
to providing you with the products
that help you be more productive and
profitable on every solar installation.
Follow the lead of some of the country's
biggest and best solar contractors and ask
for Bridgeport.

Throughout this catalog you'll find time and
money saving products that can be used on
your next installation. Simply look for the sun!

Liquid Tight Fittings

Nonmetallic

Liquid Tight Connectors 429-NMLT o 435-NMLT
Straight Zinc Liquid Tight 429-1T2 to 439-LT2 and
Connectors 429-1TI12 to 439-LTI2

Steel: 429-SLT to 432-SLT and
429-SLTl to 432-SLTI
Malleable: 433-SLT to 439-SLT
and 433-SLTI to 439-SLTI

Straight Steel and Malleable
Iron Liquid Tight Connectors

Liquid Tight Sealing Rings SR-050 to SR-400

Zinc Die Cast

" . 4360-DC to 4365-DC
Transition Couplings

Transition Couplings ST SRR

{’ Malleable Iron

N

Wet Location Fittings

Zinc Die Cast Threaded Hubs 151-DC to 160-DC

Zinc Die Cast
Grounding Hubs 166-DCG to 170-DCG
US Made Zinc EMT Raintight 250-RT2 to 256-RT2 and

Compression Connectors 250-RTI2 to 259-RTI2

US Made Zinc EMT Raintight

Compression Couplings AR A AR

Mighty-Seal® Push-EMT® 250-MSRT, 251-MSRT and

Raintight Connectors 250-MSRTI, 251-MSRTI
Mighty-Seal® Push-EMT® 260-MSRT
Raintight Couplings 261-MSRT

US Made Zinc Die Cast UF

Cable Connectors 761-UF and 762-UF

595-DC2, 596-DC2 and
595-DCl2, 596-DCI2
(Cor-Shield Polyolefin
coated versions
595-DC2C and 596-DC2C)
895-DC2 and 895-DCI2
(Cor-Shield Polyolefin
coated version 895-DC2C)

Straight PVC Jacketed MC
Cable Connectors

90° PVC Jacketed MC Cable
Connector

Mightyss ea i Bedtiong 1061-RT to 1074-RT
Sealing Washers
Mighty-Align® Self-Aligning
Raintight Three-Piece
Conduit Couplings

1121-RT to 1130-RT

Mighty-Seal®
Raintight Offset Nipples

1520-RT to 1522-RT




Solar

Grounding and Bonding Products

Mighty-Rite®
Split Grounding Bushings

Solderless Lugs

Solar Panel
Grounding Connector

Mighty-Bond® Enclosure
Grounding Connectors

Mighty-Bond® Enclosure
Grounding Couplings

Grounding Locknuts

Insulated
Grounding Locknuts

Mighty-Bond® Raintight
Grounding and Bonding Hubs

Mighty-Bond®
Grounding & Bonding Bridge

Mighty-Bond® Ground
Rod or Rebar Bridge Clamp

Conduit Bodies

Threaded Rigid Conduit
Bodies Type C

Threaded Rigid Conduit
Bodies Type LB

Threaded Rigid Conduit
Bodies Type LL

k_
>

SGB Series

ALI-50 to ALI-252

ALI-SLR

MC-050, MC-075 and MC-100

MCC-050, MCC-075
and MCC-100

162-G through 170-G

162-Gl and 163-Gl

MCH-075 and MCH-100
in brass
(MCH-125 to MCH-200
in stainless steel)

IGB-050 and IGB-075

IGBC-063 and IGBC-075

C-41CG to C-50CG

LB-41CG to LB-50CG

LL-41CG to LL-50CG

Grounding and Bonding/ Conduit Body

Straps and Clamps

S

Mighty-Hold®
Universal Clamp Straps

US Made Steel EMT
One Hole Straps

Malleable Iron EMT
One Hole Straps

US Made Steel Rigid
One Hole Pipe Straps

Malleable Rigid
One Hole Pipe Straps

Aluminum Rigid
One Hole Pipe Straps

Malleable Iron Clamp Backs

Conduit Clamps

Beam Clamps

teel: UCS-5075 to UCS-150200
Stainless Steel: UCSS-5075 to
UCSS150200

Cor-Shield Polyolefin coated Steel:

UCSC-5075 to UCSC150200

920-S to 925-S and
907-S t0 910-S

920 to 925 and 907 to 910

901-S to 910-S

900 to 913

901-AL to 906-AL

941 t0 950

961 to 966

951-S and 953-S

Threaded Rigid Conduit
Bodies Type LR

Threaded Rigid Conduit
Bodies Type LL/LR

Threaded Rigid Conduit
Bodies Type T

LR-41CG to LR-50CG

LLR-41 to LLR-46

T-41CG to T-50CG




Solar

Connectors and Lugs

Extra Long Raintight Zinc Die Cast
Compression Connectors Catalog Trade Unit Std. Thread
Slll.ﬂﬂ Number Size Qty. Pkg. Length
>y 250-RT2XL  1/2" 50 500  0.995"
251-RT2XL 3/4" 25 250 1.023"
252-RT2XL 1" 15 150 1.088"
Compression style connector with internal sealing ring
and knockout gasket to create a raintight seal when
connecting EMT to box or enclosure. Extra long threads
for connecting to thicker enclosures and solar combiner
boxes. NEMA TYPE 2,3,3R & 4. NPSM Threads. These
have rubber gaskets with steel retaining rings. Patented.
US Patent D787,648; 7,976,070; 7,604,261; 7,390,027.
@ File No. E24001
Solar Panel Tin Plated Aluminum with
Grounding Connector SOLAR Stainless Steel Hardware
— Catalog Wire Unit Std.
Number Capacity Qty. Pkg.
Fime
-g{n ﬁ ALI-SLR 41to 14 25 250
=
B

Designed to prevent galvanic reactions and enhance
conductivity. The connector body has extruded
serrations for breaking the anodized finish on
photovoltaic modules and frames. The serrations in
the wire binding break corrosion on the grounding wire
which means that no surface preparation is required
for the PV module, the frame or the ground wire.

The unique clamp-on desigh means no mounting holes
are required. The connector simply clamps onto the
frame of the solar panel. The unit is UL 467 Listed

and accommodates aluminum or copper conductor.
The connectors feature stainless steel hardware.

() File No. E20412
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Solar

Split Grounding Bushings

Zinc Die Cast / Tin Plated Aluminum
Alloy Lug / Stainless Steel Hardware

Mighty-Rite®
Split Grounding Bushings

snmn Grounding Lug
R Wire Capacity

Catalog Min. Max. Trade Unit  Std.

Number Solid Strand Size Qty.  Pkg.

SGB-382CL 14to 4 3/4" 25 250

SGB-383CL 14to 4 1" 25 250

SGB-38414 14to 4 11/4" 20 200

SGB-384CL 14to 1/0 11/4" 20 200

SGB-38514 14to 4 11/2" 20 200

Install your bushings on conduit or fittings before SGB-385CL 14 to0 1/0 11/2" 20 200
or after pulling wire and making connections. SGB-38614 14 to 4 2" 10 100
Mighty-Rite’s innovative hinged design adjusts and SGB-386CL 1410 1/0 2" 10 100
aligns easier — even in tight spots. Our adjustable SGB-38740 60 250 MCM 21/2" - 25
lay-in lugs accept and position conductors for SGB-387CL 1410 1/0 2 1f 2 o 25
simple access. Mighty-Rite’s unique split design and SGB-38840 610 250 MCM 3,, o 25
s . SGB-388CL 14to 1/0 3 - 25

ease-of-use qllqws shorter facility downtime when SGB-38940 6 10 250 MCM 31/o" . o5
upgrading existing power and data systems. SGB-389CL 6 to 3/0 31/2" . 25
All Zinc Die Cast Mighty-Rites are now available with SGB-39040 6 to 250 MCM 4" --- 20
Stainless steel hardware and UV stabilized insulators, SGB-390CL 610 3/0 4 = 20

for use in outdoor applications.

150°C Captive Nylon Insulator. Patented.
US Patent 8,419,449; 7,182,611; 6,840,782.

«@)us File No. E20412




Solar

Conduit Bodies

EMT Conduit Body
With Integral Raintight
Connector, Type LB

LB Conduit Bodies with Integral Raintight Connectors
allows access to the interior of a conduit system for
inspection, pulling and maintenance, without needing
to thread connectors into a conduit body entry.

These conduit bodies come with stainless steel
screws, an aluminum cover, and a neoprene gasket.
NEMA TYPE 2,3,3R & 4.

EMT Conduit Body
With Integral Raintight
Connector, Type LLR

LLR Conduit Bodies with Integral Raintight
Connectors allows access to the interior of
a conduit system for inspection, pulling and
maintenance, without needing to thread
connectors into a conduit body entry.

These conduit bodies come with stainless
steel screws, an aluminum cover, and a
neoprene gasket. NEMA TYPE 2,3,3R & 4.

Aluminum with Cover and Gasket

EMT Max
Catalog Trade Unit Std. Volume Wire Size
Number Size Qty. Pkg. AWG.
LB-42RT 3/4" 10 60 7.7 cubic in (126 cubic cm)* 3 - #6
LB-43RT 1" 5 30 13.8 cubic in (227 cubic cm)* 3 - #4
*Refer to product label/markings for exact dimensions.
Aluminum with Cover and Gasket

EMT Max

Catalog Trade Unit Std. Volume Wire Size
Number  Size Qty. Pkg. AWG.
LLR-42RT 3/4" 10 60 9.0 cubic in (147 cubic cm)* 3 - #6
LLR-43RT 1" 5 30 15.0 cubic in (246 cubic cm)* 3 - #4

*Refer to product label/markings for exact dimensions.




Solar

Split Grounding Bushings / Locknuts

Mighty-Hold® & Stainless Steel
Universal V% snmn Catalog Trade Unit Std.
; M

Cl S ‘g Number Size Qty. Pkg.
amp Straps UCSS-5075 172" - 3/4" 50 250
o R UCSS-75100 3/4" - 1" 50 250
A UCSS100125 1" -11/4" 25 100
- UCSS125150  11/4"-11/2" - 25
o UCSS150200 1 1/2"-2" - 25

-

One piece clamp back and strap secures both
cable and conduit. Secures EMT, Rigid, IMC,
Metallic Liquid Tight, Nonmetallic Liquid Tight,
FMC, and Schedule 40 and Schedule 80 PVC
conduit, as well as steel and aluminum AC/MC
cable. Patented. US Patent 9,243,723.

@ File No. E161206

Zinc Die Cast / Zinc Plated Steel Screws /
Tin Plated Aluminum Lug

Grounding Locknuts

Catalog Trade Lug Unit Std.
Number Size Size Qty. Pkg.
161-G 1/2" 14 -4 10 50
162-G 3/4" 14 -4 10 50
Used to fasten threaded connectors or nipples to box 163-G 'E 14 -4 10 50
or enclosure. Offers an additional bonding/grounding 164-G 11/4" 14 -1/0 10 50
path. Listed for use with all of Bridgeport's Fittings 165-G 11/2" 14 -1/0 10 50
offering. 166-G 2" 14-1/0 10 50
167-G 21/2" 14-1/0 5 25
@. Listed 168-G 3" 14 -1/0 1 10
169-G 31/2" 6-3/0 - 5
170-G 4" 6-3/0 -—- 5

Insulated Zinc Die Cast - Nylon Insulator

Grounding Locknuts Catalog  Trade Lug Unit Std.
Number Size Size Qty. Pkg.
162-Gl 3/4" 14 -4 10 50
163-Gl 1" 14 -4 10 50

Used to fasten threaded connectors or nipples to box or
enclusure. Offers an additional bonding/grounding path.
Listed for use with all of Bridgeport's Fittings offering.
Patented. US Patent 9,705,256.

@). Listed
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Rigid and IMC Conduit Bodies

Die Cast Aluminum Conduit Bodies

Malleable Iron Conduit Bodies

Trade Maximum Number of Conductors
Size ' c LL LR T | LR

12" N/A N/A N/A N/A N/A -

3/4" 6AWG 6AWG 6AWG 6AWG 6AWG -

1" 3-4AWG 3-4AWG 3-4AWG 3-4AWG 3-4AWG 3-4AWG
11/4" 3-2AWG 3-2AWG 3-2AWG 3-2AWG 3-2AWG 3-2AWG
112" 3-1/0AWG 3-1/0AWG 3-1/0AWG 3-1/0AWG 3-2AWG 3-1/0AWG

2" 3-4/0AWG 3-2/0 AWG 3-4/0 AWG 3-4/0AWG 3-4/0AWG | 3-3/0AWG
212" 300 MCM 3-250MCM | 3-250MCM | 3-250MCM | 3-2/0AWG -

3" 350 MCM 3-250MCM | 3-250MCM | 3-250MCM | 3-250 MCM -
31/2" 3-400MCM | 3-250MCM | 3-250MCM | 3-250MCM | 3-250 MCM -

4" 3-400MCM | 3-250MCM | 3-250MCM | 3-250MCM | 3-250 MCM -
Trade Volume in Cu. In.

Size [ g c LL LR T | LLR
1/2" 4.25 4.25 425 425 4.25 5.5
3/4" 7.2 7.2 7.2 7.2 72 9.0

1" 10.8 10.8 10.8 10.8 10.8 15.0
11/4" 30.5 30.5 30.5 30.5 30.5 39.5
112" 30.5 30.5 30.5 30.5 30.5 40.8
2" 70.7 70.7 70.7 70.7 70.7 88.5
21/2" 152.5 157.4 157.4 157.4 157.4 -
3" 152.5 179.8 179.8 179.8 179.8 -
31/2" 311.8 323.0 323.0 323.0 323.0 -
4" 311.8 323.0 323.0 323.0 323.0 -
10

Trade Maximum Number of Conductors
Size LB c LL LR T

1/2" N/A N/A N/A N/A N/A

3/4" 3-6AWG 3-6AWG 3-6AWG 3-6AWG 3-6AWG
1" 3-4 AWG 3-4 AWG 3-4AWG 3 -4 AWG 3-4 AWG

11/4" 3-2AWG 3-2AWG 3-2AWG 3-2AWG 3-2AWG

112" 3-1/0 AWG 3-1/0 AWG 3-1/0 AWG 3-1/0 AWG 3-1AWG
2" 3-3/0 AWG 3-4/0 AWG 3-4/0 AWG 3-4/0 AWG 3-2/0 AWG

21/2" 3-250 MCM 3-300 MCM 3-300 MCM 3-300 MCM 3-4/0 AWG
3" 3-250 MCM 3-350 MCM 3-350 MCM 3-350 MCM 3-4/0 AWG

31/2" 3-350 MCM 3-350 MCM 3-350 MCM 3-500 MCM 3-350 MCM
4" 3-350 MCM 3-350 MCM 3-350 MCM 3-500 MCM 3-350 MCM

Trade Volume in Cu. In.

Size LB c LL LR T
1/2" 45 45 45 45 6.0
3/4" 7.5 75 7.5 7.5 9.5

1" 125 125 125 125 15.0

11/4" 323 32.3 323 323 33.0

112" 35.3 35.3 35.3 35.3 36.0

2" 73.0 73.0 73.0 73.0 75.0

21/2" 138.0 138.0 138.0 138.0 138.0

3" 170.0 170.0 170.0 170.0 170.0

31/2" 300.0 300.0 300.0 300.0 300.0

4" 328.0 328.0 328.0 328.0 328.0
i, Y



SOLAR

Threaded bodies for rigid conduit or IMC allow
access for inspection, pulling and maintenance.

NPT Threads. Type CG comes with neoprene gasket,
and is NEMA TYPE 2,3,3R & 4.

«@)us File No. E11077
@ File No. 702847 (C-41CG thru C-46CG)

Aluminum

Catalog Trade Unit Std.
Number Size Qty. Pkg.
C-41 172" 10 60
C-42 3/4" 10 60
C-43 1" 5 30
C-44 11/4" 2 10
C-45 11/2" 2 10
C-46 2" 1 6
C-47 21/2" 1
C-48 3" 1
C-49 31/2" 1
C-50 4" 1
Combination Type C

£

o~

Units are threaded for use with rigid or IMC as

well as set screws for use with EMT. Preassembled
with cover and neoprene gasket. NPT Threads.
NEMA TYPE 2,3,3R & 4.

@) File No. E11077
@ Listed Raintight when used with rigid conduit.

P !
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Rigid and IMC Conduit Bodies

Type C
Aluminum with
Cover and Gasket
Catalog Trade Unit Std.
Number Size Qty. Pkg.
C-41CG 1/2" 10 60
C-42CG 3/4" 10 60
C-43CG 1" 5 30
C-44CG 11/4" 2 10
C-45CG 11/2" 2 10
C-46CG 2" 1 6
C-47CG 21/2" --- 1
C-48CG 3" --- 1
C-49CG 31/2" --- 1
C-50CG 4" --- 1
Malleable Iron
Catalog Trade Unit Std.
Number Size Qty. Pkg.
C-61 1/2" 5 50
C-62 3/4" 5 50
C-63 1" 2 20
C-64 11/4" 2 10
C-65 11/2" 2 10
C-66 2" 1 6
C-67 21/2" 1
C-68 3" 1
C-69 31/2" 1
C-70 4" 1
Aluminum with
Cover and Gasket
Catalog Trade Unit Std.
Number Size Qty. Pkg.
C-41CGC 1/2" 10 60
C-42CGC 3/4" 10 60
C-43CGC 1" 5 30
C-44CGC 11/4" 2 10
C-45CGC 11/2" 2 10
C-46CGC 2" 1 6

11



Rigid and IMC Conduit Bodies

Type LB

Type LB Aluminum with
Cover and Gasket
Catalog Trade Unit Std.
Number Size Qty. Pkg.
LB-41CG 1/2" 10 60
LB-42CG 3/4" 10 60
LB-43CG 1" 5
LB-44CG 11/4" 2

Threaded bodies for rigid conduit or IMC allow LB-45GG  11/2° 2

access for inspection, pulling and maintenance. LB-46CG 2 1

LB-47CG 21/2" ---
LB-48CG 3" ---
LB-49CG 31/2" ---

¢ File No. E11077 LB-50CG 4"
@ File No. 702847 (LB-41CG thru LB-50CG)

NPT Threads. Type CG comes with neoprene gasket,
and is NEMA TYPE 2,3,3R & 4.

Malleable Iron with

Aluminum Malleable Iron Cover and Gasket
Catalog Trade Unit Std. Catalog Trade Unit Std. Catalog Trade Unit Std.
Number Size Qty. Pkg. Number Size Qty. Pkg. Number Size Qty. Pkg.
LB-41 1/2" 10 60 LB-61 172" 5 50 LB-61CG 1/2" 5 50
LB-42 3/4" 10 60 LB-62 3/4" 5 50 LB-62CG 3/4" 5 50
LB-43 1" 5 30 LB-63 1" 2 20 LB-63CG 1" 2 20
LB-44 11/4" 2 10 LB-64 11/4" 2 10 LB-64CG 11/4" 2 10
LB-45 11/2" 2 10 LB-65 11/2" 2 10 LB-65CG 11/2" 2 10
LB-46 2" 1 6 LB-66 2" 1 6 LB-66CG 2" 1 6
LB-47 21/2" - 1 LB-67 21/2" -—- 1 LB-67CG 21/2" -—- 1
LB-48 3" - 1 LB-68 3" -—- 1 LB-68CG 3" --- 1
LB-49 31/2" - 1 LB-69 31/2" -—- 1 LB-69CG 31/2" --- 1
LB-50 4" - 1 LB-70 4" -—- 1 LB-70CG 4" --- 1
Combination Type LB Aluminum with

Cover and Gasket

Catalog Trade Unit Std.

Number Size Qty. Pkg.

LB-41CGC 1/2" 10 60

LB-42CGC 3/4" 10 60

LB-43CGC 1" 5 30
Units are threaded for use with rigid or IMC LB-44CGC  11/4" 2 10
as well as set screws for use with EMT. LB-45CGC 1 1/2" 2 10
Preassembled with cover and neoprene gasket. LB-46CGC 2 1 6

NPT Threads. NEMA TYPE 2,3,3R & 4.
@) File No. E11077
@ Listed Raintight when used with rigid conduit.

Ay
' - 4 -:I



Type LL

\ o

Threaded bodies for rigid conduit or IMC allow access
for inspection, pulling and maintenance. NPT Threads.
Type CG comes with neoprene gasket, and is NEMA
TYPE 2,3,3R & 4.

«@)us File No. E11077
@ File No. 702847 (LL-41CG thru LL-50CG)

Aluminum

Catalog Trade Unit Std.
Number Size Qty. Pkg.
LL-41 172" 10 60
LL-42 3/4" 10 60
LL-43 1" 5 30
LL-44 11/4" 2 10
LL-45 11/2" 2 10
LL-46 2" 1 6
LL-47 21/2" --- 1
LL-48 3" --- 1
LL-49 31/2" --- 1
LL-50 4" --- 1

Combination Type LL

Units are threaded for use with rigid or IMC

as well as set screws for use with EMT.
Preassembled with cover and neoprene
gasket. NPT Threads. NEMA TYPE 2,3,3R & 4.

@) File No. E11077
@ Listed Raintight when used with rigid conduit.

Rigid and IMC Conduit Bodies

Type LL
Aluminum with
Cover and Gasket
Catalog Trade Unit Std.
Number Size Qty. Pkg.
LL-41CG 172" 10 60
LL-42CG 3/4" 10 60
LL-43CG 1" 5 30
LL-44CG 11/4" 2 10
LL-45CG 11/2" 2 10
LL-46CG 2" 1 6
LL-47CG 21/2" 1
LL-48CG 3" 1
LL-49CG 31/2" 1
LL-50CG 4" 1
Malleable Iron
Catalog Trade Unit Std.
Number Size Qty. Pkg.
LL-61 1/2" 5 50
LL-62 3/4" 5 50
LL-63 1 2 20
LL-64 11/4" 2 10
LL-65 11/2" 2 10
LL-66 2" 1 6
LL-67 21/2" 1
LL-68 3" 1
LL-69 31/2" 1
LL-70 4" 1
Aluminum with
Cover and Gasket
Catalog Trade Unit Std.
Number Size Qty. Pkg.
LL-41CGC 1/2" 10 60
LL-42CGC 3/4" 10 60
LL-43CGC 1" 5 30
LL-44CGC 11/4" 2 10
LL-45CGC 11/2" 2 10
LL-46CGC 2" 1 6

13



Rigid and IMC Conduit Bodies
Type LR and LLR

Combination Type LL/LR
&

Combination type LL/LR style. Units are threaded for
use with rigid or IMC as well as set screws for use with
EMT. Preassembled with cover and neoprene gasket.
NPT Threads. NEMA TYPE 2,3,3R & 4.

«@)us File No. E11077

SOLAR

Combination Type LR

Units have a threaded interior for use with rigid
or IMC as well as set screws for use with EMT.

Preassembled with cover and neoprene gasket.
NPT Threads. NEMA TYPE 2,3,3R & 4.

@) File No. E11077
@ Listed Raintight when used with rigid conduit.

Type LR

Threaded bodies for rigid conduit or IMC allow
access for inspection, pulling and maintenance.
NPT Threads. Type CG comes with neoprene
gasket, and is NEMA TYPE 2,3,3R & 4.

«(W)ws File No. E11077
@ File No. 702847 (LR-41CG thru LR-50CG)

SOLAR

o=

Aluminum

Catalog Trade Unit Std.
Number Size Qty. Pkg.
LR-41 1/2" 10 60
LR-42 3/4" 10 60
LR-43 1" 5 30
LR-44 11/4" 2 10
LR-45 11/2" 2 10
LR-46 2" 1 6
LR-47 21/2" --- 1
LR-48 3" --- 1
LR-49 31/2" --- 1
LR-50 4" 1
14

Aluminum with
Cover and Gasket

Catalog Trade Unit Std.
Number Size Qty. Pkg.
LLR-41 1/2" 10 60
LLR-42 3/4" 10 60
LLR-43 1" 5 30
LLR-44 11/4" 2 10
LLR-45 11/2" 2 10
LLR-46 2" --- 5
Aluminum with

Cover and Gasket

Catalog Trade Unit Std.
Number Size Qty. Pkg.
LR-41CGC 1/2" 10 60
LR-42CGC 3/4" 10 60
LR-43CGC 1" 5 30
LR-44CGC 11/4" 2 10
LR-45CGC 11/2" 2 10
LR-46CGC 2" 1 6
Aluminum with

Cover and Gasket

Catalog Trade Unit Std.
Number Size Qty. Pkg.
LR-41CG 1/2" 10 60
LR-42CG 3/4" 10 60
LR-43CG 1" 5 30
LR-44CG 11/4" 2 10
LR-45CG 11/2" 2 10
LR-46CG 2" 1 6
LR-47CG 21/2" 1
LR-48CG 3" --- 1
LR-49CG 31/2" --- 1
LR-50CG 4" --- 1
Malleable Iron

Catalog Trade Unit Std.
Number Size Qty. Pkg.
LR-61 1/2" 5 50
LR-62 3/4" 5 50
LR-63 1" 2 20
LR-64 11/4" 2 10
LR-65 11/2" 2 10
LR-66 2" 1 6
LR-67 21/2" --- 1
LR-68 3" --- 1
LR-69 31/2" --- 1
LR-70 4" 1
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Rigid and IMC Conduit Bodies

Type T
Type T Aluminum with
SOLAR Cover and Gasket
9 Catalog Trade Unit Std.
D — "1 Number Size Qty. Pkg.
- L T-41CG 1/2" 10 60
\ T-42CG 3/4" 10 60
- T-43CG 1" 5 30
T-44CG 11/4" 2 10
Threaded bodies for rigid conduit or IMC allow T-45CG 11/2" 2 10
access for inspection, pulling and maintenance. T-46CG 2" 1 6
NPT Threads. Type CG comes with neoprene gasket, T-47CG 21/2" 1
and is NEMA TYPE 2,3,3R & 4. T-48CG 3" 1
T-49CG 312" -—- 1
@ File No. E11077 T-50CG 4" 1
@ File No. 702847 (T-41CG thru T-50CG)
Aluminum Malleable Iron
Catalog Trade Unit Std. Catalog Trade Unit Std.
Number Size Qty. Pkg. Number Size Qty. Pkg.
T-41 1/2" 10 60 T-61 1/2" 5 50
T-42 3/4" 10 60 T-62 3/4" 5 50
T-43 1" 5 30 T-63 1" 2 20
T-44 11/4" 2 10 T-64 11/4" 2 10
T-45 11/2" 2 10 T-65 11/2" 2 10
T-46 2" 1 6 T-66 2" 1 6
T-47 21/2" 1 T-67 21/2" 1
T-48 3" 1 T-68 3" 1
T-49 31/2" 1 T-69 31/2" 1
T-50 4" 1 T-70 4" 1
Combination Type T Aluminum with
Cover and Gasket
Catalog Trade Unit Std.
Number Size Qty. Pkg.
T-41CGC 1/2" 10 60
T-42CGC 3/4" 10 60
T-43CGC 1" 5 30
. . . . . T-44CGC 11/4" 2 10
Units have a threaded interior for use with rigid or IMC T-45CGC 11/2" 2 10
as well as set screws for use with EMT. Preassembled T-46CGC o 1 6
with cover and neoprene gasket. NPT Threads.
NEMA TYPE 2,3,3R & 4.

«@)us File No. E11077
@ Listed Raintight when used with rigid conduit.

4
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Rigid and IMC Conduit Bodies

Type LB and MLB

Service Entrance LB

Allows access to the interior of a conduit
system for inspection, pulling and maintenance.
Mounts flush against structure. Raintight.

NPT Threads. Neoprene gasket.

NEMA TYPE 2,3,3R & 4.

@) File No. E11077

Mogul Conduit Bodies

%=
B

e

MLB-44 thru MLB-46

MLB-47 thru MLB-50

Allows larger access to the inside of a raceway
for wire pulling. Split diagonal cover and body

ensures ease in wire bending. Meets NEC 6X Rule.

Raintight. NPT Threads. MLB-44 through MLB-46
has a cellulose gasket. MLB-47 through MLB-50
has a neoprene gasket. NEMA TYPE 2,3,3R & 4.

@) File No. E11077
(@ File No. E11077 (MLB-47 thru MLB-50)

16

Aluminum
Catalog Trade Unit Std.
Number Size Qty. Pkg.
1025 1/2" 5 50
1026 3/4" 5 50
1027 1" --- 20
1028 11/4" - 10
1029 11/2" - 5
1030 2" - 4
1028-XL 11/4" - 10
1030-XL 2" --- 6
Aluminum
Catalog Trade Unit Std.
Number Size Qty. Pkg.
MLB-44 11/4" --- 5
MLB-45 11/2" --- 2
MLB-46 2" --- 2
MLB-47 21/2" --- 1
MLB-48 3" --- 1
MLB-49 312" --- 1
MLB-50 4" --- 1
Dim Dim Dim
A B C
31/2" 3" 91/2"
51/8" 4" 14 1/2"
51/8" 4" 14 1/2"
10 1/2" 811/16" 22 3/4"
10 1/2" 811/16" 22 3/4"
12" 10" 29 1/8"
12" 10" 29 1/8"
] |
il :
—
I I




Conduit Body Covers

*,

Encloses conduit body; supplied with screws.

@ File No. E11077 Aluminum Only
(SC-41 thru SC-49)

Conduit Body Gaskets

SG series provides dust-tight seal between
conduit body and cover.

SGN series provides both dust and
rain-tight protection.

SGN gaskets are impervious to most liquids and oil.

Rigid and IMC Conduit Bodies

Covers and Gaskets

Aluminum

Catalog Trade Unit Std.
Number Size Qty. Pkg.
SC-41 1/2" 25 100
SC-42 3/4" 25 100
SC-43 1" 25 10
SC-44 11/4"-11/2" 10 100
SC-46 2" --- 25
SC-47 21/2"-3" --- 20
SC-49 31/2"-4" --- 5
Steel

Catalog Trade Unit Std.
Number Size Qty. Pkg.
SC-61 1/2" 25 100
SC-62 3/4" 25 100
SC-63 1" 25 100
SC-64 11/4"-11/2" 10 100
SC-66 2" --- 25
SC-67 21/2"-3" --- 20
SC-69 31/2"-4" --- 5
Cellulose

Catalog Trade Unit Std.
Number Size Qty. Pkg.
SG-61 1/2" 100 1000
SG-62 3/4" 100 1000
SG-63 1" 50 500
SG-64 11/4"-11/2" --- 100
SG-66 2" --- 100
SG-67 21/2"-3" --- 25
SG-69 31/2"-4" --- 25
Neoprene

Catalog Trade Unit Std.
Number Size Qty. Pkg.
SGN-61 1/2" 100 1000
SGN-62 3/4" 100 1000
SGN-63 1" 50 500
SGN-64 11/4"-11/2" --- 100
SGN-66 2" --- 100
SGN-67 21/2"-3" --- 25
SGN-69 31/2"-4" --- 25
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Rigid and IMC Conduit Fittings

Set Screw Connectors

Set Screw Connectors

i

1/2" thru 1"

21/2" thru 4"

Set screw type fitting used to join unthreaded rigid
conduit to box or enclosure. Concrete-tight.

cus File No. E24001: 236-DC2 thru 239-DC2;
236-DCI2 thru 239-DCI2

Note: 2 1/2" thru 4" is (@) listed for rigid steel or
aluminum EMT conduit.

Set Screw Connectors

1/2" thru 1 1/2"

¢

on
2 1/2" thru 2" 5" &6"
Malleable Malleable

Set screw type fitting used to join unthreaded rigid
or IMC conduit to box or enclosure. Concrete-tight.

¢(U)us File No. E9391: 3500-US thru 3505-US;
3500 thru 3505

cus File No. E24001: 236 thru 239; 236-I thru 239-I

21/2" thru 4"

Note: UL Listing not applicable to 5" & 6" Malleable Iron.

Malleable Iron

Catalog Trade Unit Std.
Number Size Qty. Pkg.
3500 172" 50 200
3501 3/4" 25 250
3502 1" 25 100
3503 11/4" 20 120
3504 11/2" 10 60
3505 2" 5 30
3510 5" --- 1
3511 6" --- 1
20

Zinc Die Cast

Catalog Trade Unit Std.
Number Size Qty. Pkg.
30-DC2 1/2" 50 500
31-DC2 3/4" 25 250
32-DC2 1" 25 250
236-DC2 21/2" - 12
237-DC2 3" - 12
238-DC2 31/2" - 6
239-DC2 4" - 6
Zinc Die Cast / Insulated Throat - 105°C
Catalog Trade Unit Std.
Number Size Qty. Pkg.
236-DCI2 21/2" 12
237-DCI2 3" 12
238-DCI2 31/2" 6
239-DCI2 4" 6
Zinc Plated Steel

Catalog Trade Unit Std.
Number Size Qty. Pkg.
236 21/2" 2 10
237 3" 2 10
238 31/2" - 6
239 4" - 6
Zinc Plated Steel /

Insulated Throat - 105°C

Catalog Trade Unit Std.
Number Size Qty. Pkg.
236-I 21/2" 2 10
237-1 3" 2 10
238-1 31/2" --- 6
239-1 4" 6

Zinc Plated Steel (Made in the USA!)

Catalog Trade Unit Std.
Number Size Qty. Pkg.
3500-US 1/2" 50 500
3501-US 3/4" 25 250
3502-US 1" 25 250
3503-US 11/4" 20 120
3504-US 11/2" 10 60
3505-US 2" 5 30

Malleable Iron / Insulated Throat - 105°C

Catalog Trade Unit Std.
Number Size Qty. Pkg.
3510-I 5" --- 1
3511- 6" --- 1

(E) BRIDGEPORT



Rigid and IMC Conduit Fittings

Set Screw Couplings

Set Screw Couplings Zinc Die Cast
Catalog Trade Unit Std.
Number Size Qty. Pkg.
40-DC 1/2" 50 500
41-DC 3/4" 25 250
42-DC 1" 25 250
Zinc Zinc 1/2" thru 2" Malleable
172" thru1"  21/2" thru 4" Malleable 5" &6" 246-DC 21/2" 12
247-DC 3" - 12
- Y 248-DC 31/2" - 6
- @ i i 249-DC 4 6
: Zinc Plated Steel (Made in the USA!)
Steel Steel Steel Catalog Trade Unit Std.
1/2" thru 1 1/2" 2" 21/2" thru 4" Number Size Qty. Pkg.
Set screw type fitting used to join two unthreaded 3600'32 1; 2 50 500
lengths of rigid or IMC conduit. Concrete-tight. 3601- 3 4 25 250
2 1/2" thru 6" furnished with four set screws 3602-US ! 20 200
’ 3603-US 11/4" 15 90
; . . 3604-US 11/2" 10 60
¢(U)ws File No. E24001: 246 thru 249; 3005.US on 5 30
@) File No. 246-DC thru 249-DC
@) File No. E9391: 3600-US thru 3605-US; Zinc Plated Steel
3600 thru 3605 Catalog Trade Unit Std.
Numb Si ty. Pkg.
@ File No. LR39354: 246-DC thru 249-DC Jmoer ze ay 9
246 21/2" 2 10
Note: 2 1/2" thru 4" zinc die cast is @ listed for rigid steel 247 3" 2 10
or aluminum EMT conduit. gjg 3 :142" - g

Note: UL Listing not applicable to 5" & 6" Malleable Iron.
Malleable Iron

Catalog Trade Unit Std.
Number Size Qty. Pkg.
3600 1/2" 30 120
3601 3/4" 25 100
3602 1" 25 100
3603 11/4" 15 90
3604 11/2" 10 60
3605 2" 5 30
3610 5" --- 1
3611 6" --- 1



Rigid and IMC Conduit Fittings

Compression Connectors

Compression Connectors Zinc Die Cast
Catalog Trade Unit Std.
Number Size Qty. Pkg.
256-DC2 21/2" - 12
257-DC2 3" - 12
258-DC2 31/2" - 6
Zinc Steel Malleable 259-DC2 4" —_ 6

Compression type connector used to join unthreaded

steel rigid conduit to box or enclosure. 2 1/2" and larger Zinc Die Cast / Insulated Throat - 105°C

zinc die cast also suitable for steel and aluminum rigid Catalog Trade Unit Std.
and EMT conduit. UL Listed concrete-tight. Number Size Qty. Pkg.
CSA Listed concrete-tight/raintight use in Canada. 256-DCI2 21/2" - 12
(All except malleable iron.) 257-DCI2 3" - 12
. 258-DCI2 31/2" - 6
(@ File No. E9391 559-DCI2 4 6
@ File No. LR39354 (All except malleable iron.) Steel
. . Catalog Trade Unit Std.
Zinc Plated Steel (Made in the USA!) Number Size Qty. Pkg.
Catalog Trade Unit Std. 3000 1/2" 25 100
Number Size Qty. Pkg. 3001 3/4" 25 100
3000-US 1/2" 25 100 3002 ” 5 25
3001-US 3/4" 25 100 3003 11/4° 5 25
3002-US 10 5 o5 3004 1172 2 10
3003-US 11/4" 5 25 3005 2 1 5
3004-US 11/2" 2 10 Malleable Iron
8005-US 2 1 5 Catalog Trade Unit Std.
Number Size Qty. Pkg.
3006 21/2" 2 10
3007 3" 2 10
3008 31/2" 6
3009 4" --- 6



Rigid and IMC Conduit Fittings

Locknuts
Compression Couplings Zinc Die Cast
Catalog Trade Unit Std.
. . S0 Number Size Qty. Pkg.
4 b, 266-DC 21/2" - 12
267-DC 3" - 12
i 268-DC 31/2" - 6
) 269-DC 4" -—- 6
Zinc Steel Malleable
Compression type coupling used to join two lengths Steel
o_f unthreaded steel rigid conduit. 2 1/2" and_larger_ _ Catalog Trade Unit Std.
zinc die cast als_o swtat_)le for steel and_alumlnum rigid Number Size Qty. Pkg.
?:%?AELMI gond“'t' E{JL t'."sr;‘te/d .C?[.”‘;:fte't'ghg g 3100 1/2" 25 100
isted concrete-tight/raintight use in Canada. 3101 3/4" o5 100
(All except malleable iron.) 3102 1 5 25
. 3103 11/4" 5 25
«(@)ss File No. E9391 3104 1 /o0 5 s
@ File No. LR39354 (All except malleable iron.) 3105 2' 1 5
Zinc Plated Steel (Made in the USA!) Malleable Iron
Catalog Trade Unit Std. Catalog Trade Unit Std.
Number Size Qty. Pkg. Number Size Qty. Pkg.
3100-US 1/2" 25 100 3106 21728 2 10
3101-US 3/4" 25 100 3107 s 2 10
3102-US 1" 5 5 3108 3172 6
3103-US 11/4" 5 25 3109 4 6
3104-US 11/2" 2 10
3105-US 2" --- 5



Rigid and IMC Conduit Fittings

Raintight Compression Connectors

Raintight Rigid
Compression Connectors

Compression type connector used to join unthreaded
steel rigid conduit to box or enclosure in a wet location.

«(@)us File No. E9391

Raintight Rigid
Compression Couplings

Compression type connector used to join unthreaded
steel rigid conduit to box or enclosure in a wet location.

¢()us File No. E9391

24

Zinc Plated Steel

Catalog Trade Unit Std.
Number Size Qty. Pkg.
3000-RT 172" 25 100
3001-RT 3/4" 25 100
3002-RT 1" 5 25
3003-RT  11/4" 5 25
3004-RT 11/2" 2 10
3005-RT 2" 1 5
Zinc Plated Steel

Catalog Trade Unit Std.
Number Size Qty. Pkg.
3100-RT 1/2" 25 100
3101-RT 3/4" 25 100
3102-RT 1" 5 25
3103-RT  11/4" 5 25
3104-RT  11/2" 2 10
3105-RT 2" 1 5



Rigid and IMC Conduit Fittings

Pull Elbows

Pull Elbows

o Zinc Die Cast
Catalog Trade Unit Std.
Number Size Qty. Pkg.
71-DC2 1/2" 10 100
72-DC2 3/4" 5 50
Used for connecting threaded rigid or IMC to
box or enclosure. Removable aluminum cover
and neoprene gasket facilitate wire pulling.
«@)us File No. E9391
Pull Elbows Aluminum
Catalog Trade Unit Std.
L S Number Size Qty. Pkg.
71-DCA 1/2" 10 100
72-DCA 3/4" 5 50
Used for connecting threaded rigid or EMT to
box or enclosure. Removable aluminum cover
and neoprene gasket facilitate wire pulling.
«(@)us File No. E9391
Pull Elbows Zinc Die Cast
Catalog Trade Unit Std.
Qo Number Size Qty. Pkg.
81-DC 1/2" 10 100
82-DC 3/4" 5 50
83-DC 1" 5 25
84-DC 11/4" 5 20
Used for connecting threaded rigid or IMC to
form 90° bend. Removable aluminum cover
and neoprene gasket facilitate wire pulling.
«(@)us File No. E9391
Pull Elbows Aluminum
" Catalog Trade Unit Std.
- Number Size Qty. Pkg.
81-DCA 1/2" 10 100
82-DCA 3/4" 5 50
83-DCA 1" 5 25
84-DCA 11/4" 5 20

Used for connecting threaded rigid to rigid or EMT to
EMT to form 90° bend. Removable aluminum cover
and neoprene gasket facilitate wire pulling. Raintight
when used with Rigid Conduit.

«(@)us File No. E9391
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Rigid and IMC Conduit Fittings

Locknuts
Locknuts Zinc Plated Steel - Conduit Locknut
Catalog Trade Unit Std.
Number Size Qty. Pkg.
100 3/8" 200 2000
101-S 1/2" 100 1000
102-S 3/4" 100 1000
103-S 1" 100 500
104-S 11/4" 100
. 105-S 11/2" -—- 100
. Zinc 106-S o 50
107-S 21/2" - 25
Used to fasten threaded conduit to opening 108-S 3" - 25
in a box or enclosure. 109-S 31/2" - 25
110-S 4" -—- 25
@ File No. E9391: 101-S thru 112-S 111-S 5" --- 5
112-S 6" 5
@) File No. E9391: 101-DC thru 110-DC Zinc Die Cast - Conduit
@ File No. LR39354: 101-S thru 112-S and Fitting Locknut
Catalog Trade Unit Std.
Number Size Qty. Pkg.
101-DC 1/2" 100 1000
102-DC 3/4" 100 1000
103-DC 1" 100 500
104-DC 11/4" - 100
105-DC 11/2" -—- 100
106-DC 2" -—- 50
107-DC 21/2" -—- 25
108-DC 3" -—- 25
109-DC 31/2" --- 25
110-DC 4" --- 25
Vibration and Zinc Plated Steel
Bonding Locknuts Catalog Trade Unit Std.
Number Size Qty. Pkg.

121-S 1/2" 50 200
@\ 122-S 3/4" 25 100
S 123-S 1" 25 100
&l V4 124-S 11/4" 10 50
3 . 125-S 11/2" 10 50
126-S 2" 10 50
127-S 21/2" 5 25
128-S 3" 5 25
Used in harsh vibration environments to fasten 138:2 3 1/ :: g
threaded conduit to unthreaded opening in a 131-S 5 . 5
box or enclosure. 132-S 6" — 5

«@)us File No. E20412



Rigid and IMC Conduit Fittings

Grounding Locknuts

Sealing Locknuts Zinc Plated Steel / PVC Seal

Catalog Trade Unit Std.

¢ ‘\ Number Size Qty. Pkg.

141 1/2" 50 200

142 3/4" 25 100

143 1" 25 100

2 144 11/4" 25 100

b - 145 11/2" 25 100
- 146 o 25 100

147 21/2" 5 25

Used to provide raintight seal when fastening threaded 148 3" 5 o5
conduit to unthreaded opening in a box or enclosure. 149 31/2" 5 25
NPSL Thread. PVC gasket. NEMA TYPE 2,3,3R, 4. 150 4" 5 25

@) File No. E9391

Zinc Die Cast / Zinc Plated Steel Screws /
Tin Plated Aluminum Lug

Grounding Locknuts

Catalog Trade Lug Unit Std.
Number Size Size Qty. Pkg.
161-G 1/2" 14 -4 10 50
162-G 3/4" 14 -4 10 50
163-G 1" 14 -4 10 50
164-G 11/4" 14-1/0 10 50
165-G 11/2" 14 -1/0 10 50
Used to fasten threaded connectors or nipples 166-G o 14 -1/0 10 50
to box or enclosure. Offers an additional 167-G 21/2" 14-1/0 5 25
bonding/grounding path. Listed for use with 168-G 3" 14-1/0 1 10
all of Bridgeport's Fittings offering. 169-G 312" 6-3/0 - 5
170-G 4" 6-3/0 --- 5

@ Listed

Insulated Grounding Locknuts

Zinc Die Cast - Nylon Insulator

& Catalog  Trade Lug Unit Std.
Number Size Size Qty. Pkg.

Y i 162-GI  3/4" 14-4 10 50
163-Gl 1" 14-4 10 50

Used to fasten threaded connectors or nipples to box or
enclusure. Offers an additional bonding/grounding path.
Listed for use with all of Bridgeport's Fittings offering.
Patented. US Patent 9,705,256.

@). Listed

(E) BRIDGEPORT .



Rigid and IMC Conduit Fittings

Hubs
Threaded Hubs Zinc Die Cast
X Catalog Trade Unit Std.
e : Number Size Qty. Pkg.
V 151-DC 1/2" 25 100
152-DC 3/4" 25 100
153-DC 1" 10 50
154-DC 11/4" 5 25
To secure threaded rigid service entrance conduit 122‘88 1 ;/ ' g 38
. to box or enclosure. Insulated throat rated 105°C. 1 57:DC 21/ - 10
BUNA-N sealing ring completely encircles knockout 158-DC 3 . 5
to prevent contaminants from entering enclosure. 159-DC 34/2" 1 5
Concrete-tight. 151-DC through 160-DC have Female 160-DC 4" 1 5
NPT threads and Male NPSM threads. 3161 and 3162
have NPT threads. NEMA TYPE 2,3,3R & 4. Malleable Iron
c@us File No. E9391: Type 4 - Water Tight Catalog Trade Unit Std.
@ i Number Size Qty. Pkg.
File No. LR39354 3161 p — 5
Note: UL listing not applicable to 5" & 6" Malleable Iron. 3162 6" - 2
Grounding Hubs Zinc Die Cast
- n  Catalog K.O. Lug Unit  Std.

Number Size Size Qty. Pkg.
V 166-DCG 2" 14 t0 1/0 2 20
167-DCG 2 1/2" 14 t0 1/0 1 10
168-DCG 3" 14 10 1/0 1 5
169-DCG 3 1/2" 6 to 3/0 1 5
Used to secure threaded rigid service entrance conduitto ~ 170-DCG 4" 6 to 3/0 1 5

box or enclosure. Bridgeport Grounding Hubs provide a
point of attachment for a ground wire per 2014 NEC Article
250.92(B). Listed for use in wet locations.

c@“ Listed



Rigid and IMC Conduit Fittings

Transitions
Transition Couplings Zinc Die Cast
- Catalog EMT Rigid Unit Std.
Number  Trade Size Trade Size  Qty. Pkg.
290-DC 1/2" 1/2" 50 200
291-DC 3/4" 3/4" 25 100
292-DC 1" 1" 25 100

Zinc Steel

Set screw type fitting used to join EMT to rigid Zinc Plated Steel

or IMC. Concrete-tight. Furnished with Tri-Drive Catalog EMT Rigid Unit Std.
slot/Phillips/Robertson head screws. Number  Trade Size Trade Size ~ Qty.  Pkg.
Patented. US Patent D600,651. 290-S 1/2" 1/2" 25 100

. 291-S 3/4" 3/4" 25 100
@). Listed: 290-DC thru 292-DC 292-S 10 T o 50

n@us File No. E9391: 290-S thru 292-S

Compression Zinc Die Cast

Transition Couplings EMT Rigid ,
Catalog Trade Trade Unit Std.
Number Size Size Qty. Pkg.
291-CDC 3/4" 3/4" 15 150
292-CDC 1" 1" 10 100
295-CDC 2" 2" 2 10

Compression type fitting used to join

EMT to rigid or IMC. Concrete-tight.

@. Listed

Mighty-Merge® Raintight Zinc Die Cast

Transition Couplings - Catalog EMT Rigid Unit  Std.

Number  Trade Size Trade Size  Qty. Pkg.

M 290-RT 1/2" 1/2" 25 100

291-RT 3/4" 3/4" 25 100
292-RT 1" 1" 10 50
293-RT 11/4" 11/4" 5 25
294-RT 11/2" 11/2" 2 20
295-RT 2" 2" 2 20
299-RT 4" 4" 1 5

Couplings used to transition EMT to rigid for a secure
raintight/wet location seal. Female NPT Threads.
Patented. US Patent 7,390,027.

@). Listed
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Rigid and IMC Conduit Fittings

Transitions
Transition Couplings Zinc Plated Steel
Catalog EMT Rigid Unit Std.
Number  Trade Size Trade Size  Qty. Pkg.
290-MS 1/2" 1/2" 25 100
291-MS 3/4" 3/4" 25 100
292-MS 1" 1" 10 50
Used to join rigid or IMC to EMT. Coupling
internally threaded for rigid / IMC. Compression
type for EMT. Concrete-tight.
@ File No. E9391: 292-MS
Raintight Transition « Steel
lin Catalog LT Rigid Unit Std.
COUp gs Number Trade Size  Trade Size Qty. Pkg.
V 4369-LT 3/8" 1/2" 25 125
4370-LT 1/2" 172" 20 100
4371-LT 3/4" 3/4" 10 50
4372-LT 1" 1" 5 25
4373-LT 11/4" 11/4" 4 20
4374-LT 11/2" 11/2" 3 15
4375-LT 2" 2" 2 10
Used to join rigid or IMC to metallic
liquid tight conduit. Concrete-tight.
@) Listed “Raintight”
(s File No. E9391
Rigid to FMC Zinc Die Cast
Transition coup“ngs Catalog Rigid Trade Flex Trade Unit Std.
Number Size Size Qty. Pkg.
282-DCR 3/4" 3/4" 25 100
283-DCR 1" 1" 10 100
284-DCR 11/4" 11/4" 4 40
285-DCR 11/2" 11/2" 2 20
286-DCR 2" 2" 2 20

Set screw type transition coupling used to join rigid
conduit to flexible metal conduit.

«(@)ws File No. E9391

0 (E) BRIDGEPORT



Rigid and IMC Conduit Fittings

Transitions

Mighty-Seal® Zinc Die Cast
EMT to DUPLEX JMC/TECK Catalog JMe JMC JMC  Unit Std.
Number Armor O.D. Jacket O.D. Qty. Qty.

Transition Couplin
p g 4195-DC 12/2to 10/3 .480" - .640" .580" -.720" 10 40

Catalog TECK 90 TECK 90 TECK90  Unit Std.
Number Armor O.D. Jacket O.D. Qty. Qty.

4195-DC 12/2to 14/4 .480" - .640" .580" -.720" 10 40

Bridgeport's 4195-DC makes it easy to transition
between Rigid Conduit and multiple JMC/TECK
cables in wet locations.

Simply strip 7/8" to 1" of jacket from end of cable,
loosen nut, and push cable into connector until cable
reaches end stop.

NEMA TYPE 2,3,3R, 4.
Patented. US Patent D604,242; 6,737,584; 10,059,659.

c@m Listed

Pull Caps Polyethylene
Catalog Trade Unit Std.
Number Size Qty. Pkg.
341 1/2" 100 1000
342 3/4" 100 1000
343 1" 100 1000
344 11/4" 50 250
345 11/2" 25 100
346 2" 25 100

Used for capping EMT, rigid and most bushings.



Rigid and IMC Conduit Fittings

Bushings
Bushing Pennies Galvanized Steel
Catalog Trade Unit Std.
Number Size Qty. Pkg.
1661 1/2" 500 1000
_:' 1662 3/4" 250 500
g 1663 1" 100 200
1664 11/4" 50 100
1665 11/2" 50 100
L . . 1666 2" 50 100
. Used |nS|d_e bushmg_ to prevent foreign matter 1667 0 1/0" 50 100
from entering conduit. 1668 3 50 100
1669 31/2" 25 100
1670 4" 25 100
1671 5" 25 100
Bushings Polypropylene - 105°C
Catalog Trade Unit Std.
Number Size Qty. Pkg.
321 1/2" 100 1000
322 3/4" 100 1000
323 1" 50 500
324 11/4" 100
325 11/2" 100
326 2" 50
327 21/2" 25
Used with locknut to protect conductors inside 328 3" --- 25
threaded rigid or IMC conduit entering a box. 329 31/2" - 25
Rounded surface of bushing prevents damage 330 4" --- 20
to wire insulation. 331 5" - 5
332 6" - 5
@ File No. E9391: 321 thru 332 Nylon - 150°C
() File No. E11259: 321-B thru 330-B Catalog Trade Unit st
@ File No. LR39354 Number Size Qty. Pkg.
321-B 1/2" 100 1000
322-B 3/4" 100 1000
323-B 1" 50 500
324-B 11/4" --- 100
325-B 11/2" --- 100
326-B 2" --- 50
327-B 21/2" --- 25
328-B 3" -—- 25
329-B 31/2" -—- 25
330-B 4" -—- 20



Rigid and IMC Conduit Fittings

Bushings

Lock - A - Liners Polypropylene - 105°C
Catalog Trade Unit Std.
Number Size Qty. Pkg.
191 1/2" 25 100
192 3/4" 25 100
193 1" 25 100
194 11/4" 10 40
195 11/2" 10 40
196 2" 10 40

Used for converting ordinary bushings and

connectors to code approved insulating bushings

and connectors without disturbing wiring.

@) File No. E11259

Insulated Bushings Malleable Iron / Plastic Metaliner
Catalog Trade Unit Std.
Number Size Qty. Pkg.
361 1/2" 100 1000
362 3/4" 100 1000
363 1" 50 500
364 11/4" 10 100
365 11/2" 10 100
366 2" 10 100
367 21/72" 2 10

Used with locknut to protect conductors inside 368 3" 2 10

threaded rigid or IMC conduit entering a box. 369 31/2" 5

Plastic liner prevents damage to wire insulation. 370 4" --- 5

All products rated150°C except catalog numbers 371 5 5

371 and 372 which are rated 105°C. 872 6 5

@) File No. E9391 Zinc Die Cast / Plastic Metaliner
Catalog Trade Unit Std.
Number Size Qty. Pkg.
361-DC 1/2" 100 1000
362-DC 3/4" 100 1000
363-DC 1" 50 500
364-DC 11/4" 10 100
365-DC 11/2" 10 100
366-DC 2" 10 100
367-DC 21/72" 2 10
368-DC 3" 2 10
369-DC 31/2" - 5
370-DC 4" - 5



Rigid and IMC Conduit Fittings

Bushings

Insulated Grounding Bushings

Used with locknut to terminate service conduit or
fittings to cabinet. Tin Plated Aluminum alloy lug
provided for bonding jumper to neutral busbar.
Plastic liner prevents damage to wire insulation.

«@)us File No. E20412

Insulated Grounding Bushings

=
‘

Used with locknut to terminate service conduit or
fittings to cabinet. Tin Plated Aluminum alloy lug
provided for bonding jumper to neutral busbar.
Plastic liner prevents damage to wire insulation.

«@)us File No. E20412
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Malleable Iron / Zinc Plated Steel Screws /
Plastic Metaliner - 150°C

Grounding Lug

Wire Capacity
Catalog Min. Max. Trade Unit Std.
Number Solid Strand Size Qty. Pkg.
381 14to4 1/2" 50 500
382 14to4 3/4" 50 500
383 14to4 1" 25 250
384 14to 1/0 11/4" 20 200
384-14 14to4 11/4" 20 200
385 14to 1/0 11/2" 20 200
385-14 14to4 11/2" 20 200
386 14 to 1/0 2" 10 100
386-14 14to4 2" 10 100
387 14 to 1/0 21/2" --- 25
387-40 6 to 250 MCM 21/2" --- 25
388 14 to 1/0 3" --- 25
388-40 6 to 250 MCM 3" --- 25
389 14 to 1/0 31/2" --- 25
389-40 6 to 250 MCM 31/2" --- 25
390 14 to 1/0 4" --- 20
390-40 6 to 250 MCM 4" --- 20
391 6 to 250 MCM 5" --- 5
392 6 to 250 MCM 6" --- 5
Zinc Die Cast / Zinc Plated Steel Screws /
Plastic Metaliner - 150°C

Grounding Lug

Wire Capacity
Catalog Min.  Max. Trade Unit Std.
Number Solid Strand Size Qty. Pkg.
381-DC 14to 4 172" 50 500
382-DC 14to 4 3/4" 50 500
383-DC 14to 4 1" 25 250
384-DC 14 to 1/0 11/4" 20 200
384-DC14 14to 4 11/4" 20 200
385-DC 14to 1/0 11/2" 20 200
385-DC14 14to 4 11/2" 20 200
386-DC 14 to 1/0 2" 10 100
386-DC14 14to 4 2" 10 100
387-DC 14to 1/0 21/2" --- 25
387-DC40 6 to 250 MCM 21/2" --- 25
388-DC 14 to 1/0 3" --- 25
388-DC40 6 to 250 MCM 3" --- 25
389-DC 14 to 1/0 31/2" --- 25
389-DC40 6 to 250 MCM 31/2" --- 25
390-DC 14 to 1/0 4" --- 20
390-DC40 6 to 250 MCM 4" --- 20

(E) BRIDGEPORT



Rigid and IMC Conduit Fittings

Bushings

Might-Rite® Nonmetallic Nonmetallic Split Bushing

Split Bushings Catalog Trade Unit Std.
Number Size Qty. Pkg.
SB-383NM 1" 25 250
SB-384NM 11/4" 20 200
SB-385NM 11/2" 20 200
SB-386NM 2" 10 100
SB-387NM 21/2" 25
SB-388NM 3 o5
SB-389NM 31/2" 05
SB-390NM 4" 20

Patented split design allows for installation after
conductors have been pulled. Used with a locknut

to terminate threaded rigid and IMC or fittings to

a box or enclosure. Used with a connector to prevent
damage to wire insulation. Rated 105°C. Patented.
US Patent 9,012,791; 9,000,310; D721,652.

«(@)us File No. E9391

Might-Rite®
Split Grounding Bushings

Zinc Die Cast / Tin Plated Aluminum Alloy Lug /
Stainless Steel Screws

Grounding Lug

Wire Capacity
Catalog Min. Max. Trade Unit  Std.
Number Solid Strand Size Qty. Pkg.
SGB-382CL 14to 4 3/4" 25 250
SGB-383CL 14104 1" 25 250
SGB-38414 14to 4 11/4" 20 200
SGB-384CL 14to 1/0 11/4" 20 200
SGB-38514 14to 4 11/2" 20 200
SGB-385CL 14to 1/0 11/2" 20 200
Install your bushings on conduit or fittings before SGB-38614 14to 4 2" 10 100
or after pulling wire and making connections. SGB-386CL 14 t0 1/0 2" 10 100
Mighty-Rite’s innovative hinged design adjusts and SGB-38740 6 to 250 MCM 21/2" - 25
aligns easier — even in tight spots. Our adjustable SGB-387CL 1410 1/0 2172 - 25
lay-in lugs accept and position conductors for simple SGB-38840 6 t0 250 MCM 3 - 25
access. Mighty-Rite’s unique split design and ease-of- 233:2282& 6 t<1>42;% 1|\§|%M 3 ‘1?’ Jon - 22
use allows shorter facility downtime when upgrading SGB-389CL 6 to 3/0 31/0" L o5
existing power and data systems. SGB-39040 6 to 250 MCM 4" — 20
All Zinc Die Cast Mighty-Rites are now available with SGB-390CL 6to 3/0 4" - 20
Stainless steel hardware and UV stabilized insulators,
for use in outdoor applications.
150°C Captive Nylon Insulator. Patented.
US Patent 8,419,449; 7,182,611; 6,840,782.
«@)us File No. E20412
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Rigid and IMC Conduit Fittings

Mighty-Rite®
Split Grounding Bushings
{1
L {1

g

Install your bushings on conduit or fittings before

or after pulling wire and making connections.
Mighty-Rite’s innovative hinged design adjusts and
aligns easier — even in tight spots. Our adjustable
lay-in lugs accept and position conductors for simple
access. Mighty-Rite’s unique split design and ease-of-
use allows shorter facility downtime when upgrading
existing power and data systems.

150°C Captive Nylon Insulator. Patented.
US Patent 8,419,449; 7,182,611; 6,840,782.

¢()us File No. E20412

Mighty-Rite® Threadless
Split Grounding Bushings

e‘«
\

Install your bushings on threadless EMT or Rigid conduit

before or after pulling wire and making connections.

Mighty-Rite’s innovative hinged design adjusts and aligns

easier — even in tight spots. Our adjustable lay-in lugs
accept and position conductors for simple access.

Mighty-Rite’s unique split design and ease-of-use allows
shorter facility downtime when upgrading existing power

and data systems.

All Zinc Die Cast Mighty-Rites are now available with
Stainless steel hardware and UV stabilized insulators,
for use in outdoor applications.

150°C Captive Nylon Insulator. Patented.
US Patent 8,419,449; 7,182,611; 6,840,782.

«@)us File No. E20412
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Zinc Plated Steel / Tin Plated Aluminum Alloy
Lug / Zinc Plated Steel Screws

Grounding Lug

Wire Capacity
Catalog Min. Max. Trade Unit Std.
Number Solid Strand Size Qty. Pkg.
SGBS-381CL 14to 4 1/2" 25 250
SGBS-382CL 14to 4 3/4" 25 250
SGBS-383CL 14t0 4 1" 25 250
SGBS-38414 14to 4 11/4" 20 200
SGBS-384CL 1410 1/0 11/4" 20 200
SGBS-38514 14to 4 11/2" 20 200
SGBS-385CL 1410 1/0 11/2" 20 200
SGBS-38614 14t04 2" 10 100
SGBS-386CL 1410 1/0 2" 10 100
SGBS-38740 6 to 250 MCM 21/2" -- 25
SGBS-387CL 1410 1/0 21/2" -- 25
SGBS-38840 6 to 250 MCM 3" -—- 25
SGBS-388CL 1410 1/0 3" -- 25
SGBS-38940 6 to 250 MCM 31/2" - 25
SGBS-389CL 6 to 3/0 31/2" - 25
SGBS-39040 6 to 250 MCM 4" -—- 20
SGBS-390CL 6 to 3/0 4" - 20
SGBS-39050 350 to 500 MCM 4" -—- 10
SGBS-39150 350 to 500 MCM 5" -—- 10
SGBS-39250 350 to 500 MCM 6" -—- 10

Zinc Plated Steel / Tin Plated Aluminum Alloy
Lug / Zinc Plated Steel Screws

Grounding Lug

Wire Capacity
Catalog Min. Max. Trade Unit Std.
Number Solid Strand Size Qty. Pkg.
SGBTL383CL 14to 4 1" 15 150
SGBTL384CL 14to 1/0 11/4" 10 100
SGBTL385CL 14to 1/0 11/2" 10 100
SGBTL386CL 14to 1/0 2" 10 100
SGBTL38740 6 to 250 MCM 21/2" --- 25
SGBTL38840 6 to 250 MCM 3" --- 25
SGBTL38940 6 to 250 MCM 31/2" --- 25
SGBTL39040 6 to 250 MCM 4" --- 20




Rigid and IMC Conduit Fittings

Bushings
Grounding Bushings Malleable Iron / Tin Plated Aluminum Alloy Lug /
Zinc Plated Steel Screws
Grounding Lug
Wire Capacity
Catalog Min. Max. Trade Unit Std.
Number Solid Strand Size Qty. Pkg.
TL-381 14t0 4 1/2" 50 500
TL-382 14t0 4 3/4" 50 500

Used to terminate threadless rigid conduit or IMC
to a cabinet. Tin Plated Aluminum alloy lug
provided for bonding jumper to neutral busbar.
Plastic liner prevents damage to wire insulation.

«(@)us File No. E20412



Rigid and IMC Conduit Fittings

Malleable Iron

One Hole Pipe Straps

Catalog Trade Unit Std.
Number Size Qty. Pkg.
900 3/8" 100 1000
901 1/2" 100 1000
902 3/4" 100
903 1" 100
904 11/4" 50
Malleable/Aluminum 905 11/2" - 50
906 2" --- 25
o _ _ 907 21/2" 25
To support rigid conduit and IMC to mounting surface. 208 3" — 10
909 31/2" 10
«()ws File No. E161206: 901 thru 913 910 2 10
@ File No. LR39354: 900 thru 912 912 5" 5
913 6" 5
Aluminum
Catalog Trade Unit Std.
Number Size Qty. Pkg.
901-AL 1/2" 100 1000
902-AL 3/4" 100
903-AL 1" 100
904-AL 11/4" 50
905-AL 11/2" 50
906-AL 2" --- 25
One Hole Pipe Straps Zinc Plated Steel
Catalog Trade Unit Std.
Number Size Qty. Pkg.
S 901-S 1/2" 50 500
Ya. 902-S 3/4" 50 500
& 903-S 1" 50 200
- 904-S 11/4" 25 100
— 905-S 11/2" 25 100
906-S 2" -—- 25
Steel 907-S 21/2" 25
To support rigid conduit and IMC to mounting surface. 908-S 3" 25
909-S 31/2" -—- 10
@ File No. LR39354: 901-S through 903-S 910-S 4" - 10

38



Rigid and IMC Conduit Fittings

Two Hole Pipe Straps
e N
‘} { =

a5 =

Used to secure rigid conduit or IMC.

«(@)ss File No. E161206: 1907 thru 1910
@ File No. LR39354

Rigid Nail Straps

A ¥

Used to secure rigid conduit and IMC to wood.

Straps

Zinc Plated Steel

Catalog Trade Unit Std.
Number Size Qty. Pkg.
1901 1/2" 250 2500
1902 3/4" 150 1500
1903 1" 100 1000
1904 11/4" 50 500
1905 11/2" 50 500
1906 2" 25 250
1907 21/2" 25 100
1908 3" 20 80
1909 31/2" 15 60
1910 4" 10 40
Zinc Plated Steel

Catalog Trade Unit Std.
Number Size Qty. Pkg.
901-NS 1/2" 100 1000
902-NS 3/4" 100 1000
903-NS 1" 100 1000

39




Rigid and IMC Conduit Fittings

Clampbacks

Clamp Backs ‘,,u‘(y
A Catalog Trade Unit Std.
4@“‘* Number Size Qty. Pkg.
A’y-ﬁ* 941 1/2" 50 250
942 3/4" 50 250
943 1" 25 100
944 11/4" 20 100
945 11/2" 10 100
946 2" 5 50
947 21/2" 2 10
Provides space between conduit and gjg 3 :13/ . 2 150
mounting surface, for use with malleable |
- 950 4 5
or aluminum straps
@ File No. E161206: 941 thru 950 Aluminum
Catalog Trade Unit Std.
Number Size Qty. Pkg.
941-AL 172" 50 250
942-AL 3/4" 50 250
943-AL 1" 25 100
944-AL 11/4" 20 100
945-AL 11/2" 10 100
946-AL 2" 5 50
Mighty-Hold® Zinc Plated Steel
Universal Catalog Trade Unit Std.
Number Size Qty. Pkg.
CIamp Straps UCS-5075 1/2" - 3/4" 50 250
UCS-75100 3/4" - 1" 50 250
UCS-100125 1"-11/4" 25 100
UCS-125150 11/4"-11/2" - 25
UCS-150200 112" -2" - 25
Stainless Steel
Catalog Trade Unit Std.
o ) | back and st both cabl Number Size Qty. Pkg.
ne piece clamp back and strap secures both cable B A
and conduit. Secures EMT, Rigid, IMC, Metallic Liquid g e a2
Tight, Nonmetallic Liquid Tight, FMC, and Schedule UCSS100125 11 1/4" o5 100
40 arl1d Schedule 80 PVC conduit, as well as steel and UCSS125150 11/4"-11/2" - 25
aluminum AC/MC cable. Patented. UCSS150200 11/2" - 2" - o5
US Patent 9,243,723.
«@)s File No. E161206: UCS and UCSS Series Cor-Shield Polyolefin
@ UGSG Seri Coated Zinc Plated Steel
L. eries
Catalog Trade Unit Std.
Number Size Qty. Pkg.
UCSC-5075 1/2"-3/4" 50 250
UCSC-75100 3/4"-1" 50 250
UCSC100125 1" -11/4" 25 100
UCSC125150 11/4"-11/2" - 25
UCSC150200 112" -2" -- 25

40

Malleable Iron
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Rigid and IMC Conduit Fittings

Reducing Washers

Reducing Washers Galvanized Steel
Catalog Trade Unit Std.
Number Size Qty. Pkg.
1061 3/4" -1/2" 250 1000
1062 1" -1/2" 250 1000
1063 1" -3/4" 250 1000
1064 11/4" -1/2" 100 500
1065 11/4" - 3/4" 100 500
1066 11/4"-1" 100 500
1067 11/2" -1/2" 100 200
To be used in pairs to reduce the size of 1068 11/2" - 3/4" 100 200
knockout holes. 1069 112" -1" 100 200
@ File No. E11259: 1061 thru 1088 1070 11/2" -11/4" 100 200
. 1071 2" -1/2" 50 100
@ File No. LR39354: 1061 thru 1088 1072 on _3/4m 50 100
1073 2" -1" 50 100
1074 2" -11/4" 50 100
1075 2" -11/2" 50 100
1076 21/2"-1/2" 50 100
1077 21/2" - 3/4" 50 100
1078 21/2" -1" 50 100
1079 21/2"-11/4" 50 100
1080 21/2"-11/2" 50 100
1081 21/2" -2" 50 100
1082 3"-1/2" - 25
1083 3" - 3/4" - 25
1084 3"-1" -—- 25
1085 3"-11/4" - 25
1086 3"-11/2" - 25
1087 3"-2" -—- 25
1088 3"-21/2" - 25
1089-1 31/2" -1/2" - 10
1089-2 31/2" - 3/4" - 10
1089-3 31/2"-1" - 10
1089-4 31/2"-11/4" - 10
1089-5 31/2"-11/2" - 10
1089-6 31/2"-2" - 10
1089-7 31/2"-21/2" - 10
1089-8 31/2"-3" - 10
1090-1 4" -1/2" - 10
1090-2 4" - 3/4" - 10
1090-3 4" -1" -—- 10
1090-4 4" -11/4" - 10
1090-5 4" -11/2" - 10
1090-6 4" - 2" -—- 10
1090-7 4" -21/2" - 10
1090-8 4" - 3" -—- 10
1090-9 4" -31/2" - 10



Rigid and IMC Conduit Fittings

Reducing Washers

Mighty-Seal® Raintight EPDM Rubber Coated Galvanized Steel
Reducing Sealing Washers i Catalog Trade Std. Master

Number Size Qty. Pkg.

M 1061-RT 3/4" - 1/2" 20 200

1062-RT 1" - 172" 20 200

1063-RT 1" - 3/4" 20 200

1064-RT  11/4"-1/2" 20 200

1065-RT  11/4" - 3/4" 20 200

1066-RT 11/4"-1" 20 200

1071-RT 2"-1/2" 10 100

1072-RT 2" - 3/4" 10 100

1073-RT 2" -1 10 100

1074-RT 2"-11/4" 10 100

Used when a concentric knockout breaks out larger
than expected. Maintains NEMA 2,3,3R & 4 rating
on listed enclosures. Includes one coated and one
uncoated washer. Coated washer installs on the
exterior of the box. Sunlight resistant. Patented.

US Patent 9,709,171.

«(@)ws File No. E11259
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Rigid and IMC Conduit Fittings

Conduit Nipples

When used with locknut, conduit nipples

serve as a short raceway between enclosures.

All conduit nipples have NPSM threads.

(@) File No. E9391
@ File No. LR39354

Malleable Iron

Conduit Nipples

Catalog Trade Thread Unit Std.
Number Size Length Qty. Pkg.
1102 1/2" 0.50" 100 1000
1103 3/4" 0.50" 50 500
1104 1" 0.53" 25 250
1105 11/4" 0.81" 10 100
1106 11/2" 0.81" 10 100
1107 2" 0.97" 5 25
1108 21/2" 1.03" 2 10
1109 3" 1.22" 2 10
1110 31/2" 1.25" --- 5
1111 4" 1.22" --- 5
1112 5" 1.25" --- 5
1113 6" 1.63" --- 5

Malleable Iron / Insulated Throat - 105°C

Catalog Trade Thread Unit Std.
Number Size Length Qty. Pkg.
1102-1 1/2" 0.50" 100 1000
1103-1 3/4" 0.50" 50 500
1104-1 1" 0.53" 25 250
1105-1 11/4" 0.81" 10 100
1106-1 11/2" 0.81" 10 100
1107-1 2" 0.97" 5 25
1108-1 21/2" 1.03" 2 10
1109-1 3" 1.22" 2 10
1110-1 31/2" 1.25" - 5
1111-1 4" 1.22" --- 5
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Rigid and IMC Conduit Fittings

Conduit Nipples
Conduit Nipples

When used with a locknut, conduit nipples
serve as a short raceway between enclosures.
All conduit nipples have NPSM threads.

«(@)us File No. E9391

a4

1" Length Zinc Die Cast Conduit Nipples

Catalog Trade Thread Unit Std.
Number Size Length Qty. Pkg.
1791-DC 1/2" 0.81" 100 1000
1792-DC 3/4" 0.81" 50 500
1793-DC 1" 0.78" 25 250
Zinc Die Cast

Catalog Trade Thread Unit Std.
Number Size Length Qty. Pkg.
1102-DC 1/2" 0.43" 100 1000
1103-DC 3/4" 0.50" 50 500
1104-DC 1" 0.54" 25 250
1105-DC 1 1/4" 0.84" 10 100
1106-DC 1 1/2" 0.91" 10 100
1107-DC 2" 0.94" 5 50
1108-DC 2 1/2" 1.06" --- 25
1109-DC 3" 1.09" --- 10
1110-DC 3 1/2" 1.11" --- 10
1111-DC 4" 1.11" --- 10

Zinc Die Cast / Insulated Throat - 105°C

Catalog Trade Thread Unit Std.
Number Size Length Qty. Pkg.
1102-DCI  1/2" 0.43" 100 1000
1103-DCI  3/4" 0.50" 50 500
1104-DCI 1" 0.54" 25 250
1105-DCI 1 1/4" 0.84" 10 100
1106-DCI 1 1/2" 0.91" 10 100
1107-DCI 2" 0.94" 5 50
1108-DCI 2 1/2" 1.06" - 25
1109-DCl 3" 1.09" - 10
1110-DCI 3 1/2" 1.11" - 10
1111-DCI 4" 1.11" - 10



Rigid and IMC Conduit Fittings

Offset Conduit Nipples

Offset Nipples Zinc Die Cast
Catalog Trade Unit Std.
Number Size Qty. Pkg.
1520-DC 1/2" 20 200
1521-DC 3/4" 10 100
1522-DC 1" 5 50
1523-DC 11/4" 10 40
1524-DC 11/2" 10 40
1525-DC 2" 5 30
Used to offset the axis of raceway Cast Zinc .
3/4" between enclosure runs. Catalog Trade Unit Std.
@ . Number Size Qty. Pkg.
File No. E9391 1526-DC 2 12" > 10
@ File No. LR39354: 1520 thru 1525-DC 1527-DC 8 2 10
Mighty-Seal® Zinc Die Cast
. a= . B, .
Raintight Offset Nipples Catalog Trade Unit Std.
Number Size Qty. Pkg.
V 1520-RT 1/2" 20 200
1521-RT 3/4" 10 100
15622-RT 1" 5 50

Bridgeport's raintight offset nipples are used to

offset the axis of a raceway 3/4" between enclosure
runs. Rugged zinc die cast construction ensures
mechanical protection and durability. Integrated

sealing washers maintain wet location/raintight seal.
Completely assembled with locknuts and polyethylene
sealing washers. NPSM threads. NEMA TYPE 2,3,3R & 4.
Patented. US Patent D690,657.

c@m Listed

(E)) BRDGEPORT
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Rigid and IMC Conduit Fittings

Three-Piece Couplings

Three-Piece Conduit Couplings

Used to join two lengths of threaded rigid
and IMC conduit. Concrete-tight.

cus File No. E9391: 1121 thru 1130
@ File No. LR39354: 1121 thru 1132

Mighty-Align® Self-Aligning,
Raintight, Three-Piece
Conduit Couplings <8

™

Used to join two lengths of threaded rigid
and IMC conduit. NPT thread. Buna-N O-ring.
NEMA Type 2,3,3R & 4. Patented. US Patent 7,350,832.

¢()us File No. E9391
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Malleable Iron

Catalog Trade Unit Std.
Number Size Qty. Pkg.
1121 172" 25 100
1122 3/4" 10 100
1123 1" 5 50
1124 11/4" --- 25
1125 11/2" --- 20
1126 2" --- 10
1127 21/2" --- 5
1128 3" --- 5
1129 31/2" --- 4
1130 4" --- 5
1131 5" --- 2
1132 6" --- 1
Aluminum

Catalog Trade Unit Std
Number Size Qty. Pkg
1121-AL 172" 25 100
1122-AL 3/4" 10 100
1123-AL 1" 5 50
1124-AL 11/4" 5 25
1125-AL 11/2" 5 20
1126-AL 2" 2 10
1127-AL 21/2" 1 5
1128-AL 3" 1 5
1129-AL 31/2" 1 5
1130-AL 4" 1 5
Malleable Iron

Catalog Trade Unit Std.
Number Size Qty. Pkg.
1121-RT 172" 25 100
1122-RT 3/4" 10 100
1123-RT 1" 5 50
1124-RT 11/4" --- 25
1125-RT 11/2" --- 20
1126-RT 2" --- 10
1127-RT 21/2" --- 5
1128-RT 3" --- 5
1129-RT 31/2" --- 4
1130-RT 4" --- 5



Rigid and IMC Conduit Fittings

Reducing Bushings

Reducing Bushings Zinc Plated Steel
Catalog Trade Unit Std.
Number Size Qty. Pkg.
1160 1/2" - 3/8" 100 500
1161 3/4" -1/2" 100 500
1162 1" -1/2" 50 250
1163 1" -3/4" 50 250
1164 11/4" - 1/2" 20 100
1165 11/4" - 3/4" 20 100
1166 11/4" -1" 25 100
1167 11/2"-1/2" 10 50
Used to reduce the size of internal female threads. 1168 11/2" - 3/4" 10 50
1169 11/2" -1" 10 50
c@us File No. E9391: 1161-1175 1170 11/2" -11/4" 10 50
. 1171 2" -1/2" 10 50
@ File No. LR39354: Steel 172 2" - 34" 10 =0
1173 2" -1" 10 50
1174 2"-11/4" 10 50
1175 2"-11/2" 10 50

Malleable Iron

Catalog Trade Unit Std.
Number Size Qty. Pkg.
1176 21/2"-2" -- 5
1179 3"-21/2" -- 5
1182 31/2"-3" -- 5
1185 4" -31/2" -- 5
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Rigid and IMC Conduit Fittings

Concrete Slab Inserts

Concrete Slab Elbows Zinc Die Cast
Catalog Trade Unit Std.
Number Size Qty. Pkg.
CSE-050 1/2" - 5
CSE-075 3/4" - 5
CSE-100 1" 5

Concrete slab elbows for use in minimum

6" concrete poured or pre-fabricated slabs.

NPSM threads.

cus File No. E9391

Concrete Slab Inserts Zinc Die Cast
Catalog Trade Unit Std.
Number Size Qty. Pkg.
CSS-050 172" 10 40
CSS-075 3/4" 5 20
CSS-100 1" 5 20

For use in poured or pre-fabricated concrete slabs.
For threaded steel or aluminum rigid or IMC conduit.
NPSM threads.

@. Listed
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Rigid and IMC Conduit Fittings

Specialty Couplings

Mighty-Move® Steel Zinc Plated Steel
i i 1ai Catalog Trade Unit Std.
Expansion Couplings for Rigid N o Qty Pkg.
EC-075R 3/4" 15 60
EC-100R 1" 10 40
EC-125R 1-1/4" 8 40
EC-150R 1-1/2" 6 30
EC-200R 2" - 4
EC-250* 2-1/2" - 1
EC-300* 3" - 1
EC-350* 3-1/2" - 1
EC-400* 4" - 1

Assembles like a regular Rigid/IMC set screw %2 1/2" thru 4" suitable for use
coupling. To install, simply slide coupling end stop with EMT or Rigid/IMC conduit.
onto fixed end of conduit and tighten set screw.

Place movable conduit end completely into coupling

and mark engagement, remove conduit and mark half

the distance of engagement, reinstall conduit to half

the distance. Bonding jumper purchased separately.

US Patent 6,715,803.

«@)us File No. E9391

Split Rigid Couplings Zinc Plated Malleable Iron
Catalog Trade Unit Std.
Number Size Qty. Pkg.
SRC-050 1/2" 25 100
SRC-075 3/4" 10 100
SRC-100 1" 5 50
SRC-125 11/4" - 25
SRC-150 11/2" --- 20
SRC-200 2" --- 10
SRC-250 21/2" --- 5
Split couplings used to join two lengths SRC-300 3" --- 5
of threaded rigid and IMC conduit. SRC-350 31/2" --- 4
SRC-400 4" --- 5
(@) File No. E9391 SRC-500 5" 2
SRC-600 6" -—- 1
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EMT Fittings

Set Screw Connectors

Set Screw Connectors Zinc Plated Steel
Catalog Trade Unit Std.
Number Size Qty. Pkg.
230 1/2" 50 500
231 3/4" 25 250
232 1" 25 250
233 11/4" 20 120
234 11/2" 10 60
1/2" thru 2" 21/2" thru 4" 235 2" 5 30
236 21/2" 2 10
Set screw type fitting used to join EMT to box or 237 3" 2 10
enclosure. Concrete-tight. 1/2" thru 2" furnished 238 31/2" - 6
with Tri-Drive slot/Phillips/Robertson head screws. 239 4 o 6
@) File No. E24001 Zinc Plated Steel /
Insulated Throat - 105°C
Catalog Trade Unit Std.
Number Size Qty. Pkg.
230-1 172" 50 500
231-1 3/4" 25 250
232-1 1" 25 250
233-1 11/4" 20 120
234-1 11/2" 10 60
235-1 2" 5 30
236-I 21/2" 2 10
237-1 3" 2 10
238-| 31/2" 6
230-| 4" 6
Set Screw Connectors Zinc Die Cast
Catalog Trade Unit Std.
Number Size Qty. Pkg.
230-DC2 1/2" 50 500
231-DC2 3/4" 25 250
232-DC2 1" 25 250
233-DC2 11/4" 10 100
234-DC2 11/2" 10 100
1/2" thru 1" 11/4"thru2" 2 1/2" thru 4" 535-DC2 on 10 60
236-DC2 21/2" 12
Set screw connector used to join EMT to box or 237-DC2 3" 12
enclosure. 2" thru 4" die cast UL Listed for both 238-DC2 31/2" 6
steel and aluminum EMT. Concrete-tight. 1/2" thru 2" 239-DC2 4" - 6

furnished with Tri-Drive slot/Phillips/Robertson head

) i ) Zinc Die Cast / Insulated Throat - 105°C
screws. Also listed for use with Aluminum EMT.

Catalog Trade Unit Std.
@) File No. E24001 Number Size Qty. Pkg.
. 230-DCI2 1/2" 50 500
@ File No. LR39354 231-DCI2 3/4" 25 250
232-DCI2 1" 25 250
233-DCI2 11/4" 10 100
234-DCI2 11/2" 10 100

235-DCI2 2" 10 60

236-DCI2 21/2" -—- 12

237-DCI2 3" -—- 12

238-DCI2 31/2" -—- 6

239-DCI2 4" -—- 6

-,
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EMT Fittings

Set Screw Couplings

5

1/2" thru 2" 21/2" thru 4"

Set screw type coupling used to join two lengths
of EMT. Concrete-tight. 1/2" thru 2" furnished with
Tri-Drive slot/Phillips/Robertson head screws.

«(@)us File No. E24001

Set Screw Couplings

Zinc Zinc Zinc
1/2" thru 1" 11/4" thru 2" 2 1/2" thru 4"

Set screw type coupling used to join two lengths
of EMT. Concrete-tight. 1/2" thru 2" furnished with
Tri-Drive slot/Phillips/Robertson head screws.
Also listed for use with Aluminum EMT.

@ File No. E24001
@ File No. LR39354

D)

@

Zinc Plated Steel

Set Screw Connectors

Catalog Trade Unit Std.
Number Size Qty. Pkg.
240 1/2" 50 500
241 3/4" 25 250
242 1" 20 200
243 11/4" 15 90
244 11/2" 10 60
245 2" 5 30
246 21/2" 2 10
247 3" 2 10
248 31/2" --- 6
249 4" --- 6
Zinc Die Cast

Catalog Trade Unit Std.
Number Size Qty. Pkg.
240-DC 1/2" 50 500
241-DC 3/4" 25 250
242-DC 1" 25 250
243-DC 11/4" 10 100
244-DC 11/2" 10 100
245-DC 2" 10 60
246-DC 21/2" --- 12
247-DC 3" --- 12
248-DC 31/2" --- 6
249-DC 4" --- 6
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EMT Fittings

US Steel Set Screw Connectors

Made in the USA Zinc Plated Steel
Set Screw Connectors Catalog Trade Unit Std.
Number Size Qty. Pkg.
oy 230-US 1/2" 50 500
P4 231-US 3/4" 25 250
%,a-? 232-US 1" 25 250
i""‘?-' 233-US 11/4" 20 120
234-US 11/2" 10 60
i 235-US 2" 5 30
g 236-US 21/2" 2 10
1/2" thru 2" 21/2" thru 4" 237-US 3" 2 10
238-US 31/2" --- 6
Set screw type fitting used to join EMT to 239-US 4" - 6
box or enclosure. Concrete-tight. .
X " N Zinc Plated Steel / Insulated Throat - 105°C
@ File No. E24001 Catalog Trade Unit Std.
Number Size Qty. Pkg.
230-USI 1/2" 50 500
231-USI 3/4" 25 250
232-US| 1" 25 250
233-US| 11/4" 20 120
234-US| 11/2" 10 60
235-US| 2 5 30
236-USI 21/2" 2 10
237-US| 3" 2 10
238-US| 31/2" 6
239-US| 4" 6
Made in the USA Zinc Plated Steel
Steel Set Screw Couplings Catalog Trade Unit Std.
Number Size Qty. Pkg.
240-US 1/2" 50 500
241-US 3/4" 25 250
242-US 1" 50 200
243-US 11/4" 15 90
244-US 11/2" 10 60
245-US 2" 5 30
246-US 21/2" 2 10
1/2" thru 2" 21/2" thru 4" 247-US 3" 2 10
248-US 31/2" -—- 6
Set screw type fitting used to join two 249-US 4" - 6
lengths of EMT. Concrete-tight.
@) File No. E24001

o (E)) BRIDGEPORT



EMT Fittings

Slip Fittings

Mighty-Align® DC2SLP Series Zinc Die Cast

Slip EMT COnnectors Catalog Trade Unit Std.
Number Size Qty. Pkg.
232-DC2SLP 1" 25 250
233-DC2SLP 11/4" 10 100
234-DC2SLP 11/2" 10 100
235-DC2SLP 2" 10 60
237-DC2SLP 3" 1 6
239-DC2SLP 4" 1 6

No more wasting time with short conduit cuts.

Simply measure between the fittings end stops

for proper EMT conduit installation. Patented.

US Patent D782,621; D754,303.

«(@)us File No. E24001

Mighty-Align® SLP Series Zinc Die Cast

Steel Slip EMT Connectors Catalog Trade Unit Std.
Number Size Qty. Pkg.
231-SLP 3/4" 10 100
232-SLP 1" 10 100
235-SLP 2" -— 4
237-SLP* 3" - 1
239-SLP* 4" - 1

Used to connect EMT to an enclosure in tight or
limited access applications. Simply slide fitting onto
conduit to the end stop, position EMT, and then slide
the connector into the K.O. Align the end of the EMT
with the sight window for proper pipe engagement,
and tighten set screw. Patented. US Patent 9,705,295.

* - Also listed for Rigid Conduit
«(@)us File No. E24001

f‘:f:j

@
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EMT Fittings

Slip Fittings
Mighty-Align® Zinc Die Cast
EMT Slip Couplings Catalog Trade Unit Std.
Number Size Qty. Pkg.
* 241-DCSLP 3/4" 25 250

L 242-DCSLP 1" 25 250
3 \ 243-DCSLP 11/4" 10 100
- i 244-DCSLP 11/2" 10 100
s 245-DCSLP 2" 10 60
/ 246-DCSLP* 21/2" --- 12
‘ 247-DCSLP* 3" 12
248-DCSLP* 31/2" --- 6
249-DCSLP* 4" --- 6
Used to join two lengths of EMT in tight or limited * - 2.5" through 4" Listed for EMT/IMC/Rigid
access applications. Back out center screw, slide
coupling over one end of conduit then slide other
conduit into place. Fully install center screw
between conduits and tighten set screws.
Patented. US Patent D702,542.
«@)us File No. E9391
Mighty-A|ign® Zinc Plated Steel
Steel EMT Shp Couplings Catalog Trade Unit Std.
Number Size Qty. Pkg.
241-SLP 3/4" 10 100
242-SLP 1" 10 100
243-SLP 11/4" 3 30
244-SLP 11/2” 2 20
245-SLP 2" 4
246-SLP* 21/2” -—- 1
247-SLP* 3" 1
248-SLP* 31/2” 1
249-SLP* 4" 1
Used to join two lengths of EMT in tight or limited *-2.5" through 4" Listed for EMT/IMC/Rigid
access applications. Back out center screw, slide
coupling over one end of conduit then slide other
conduit into place. Fully install center screw between
coduits and tighten set screws.
Patented. US Patent D702,542.
£).
. -
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EMT Fittings

PUSH-EMT
Mighty-Bite™ Zinc Die Cast
PUSH-EMT® Connectors Catalog Trade Unit Std.
Number Size Qty. Pkg.
250-MB 1/2" 25 250
251-MB 3/4" 25 250

Zinc Die Cast / Insulated Throat - 105°C

Catalog Trade Unit Std.
= Number Size Qty. Pkg.
250-MB 251-MB 250-MBI 1/2" 25 250
_ _ 251-MBI 3/4" 25 250
Connecting EMT has never been this fast and easy.
Simply push the connector onto the conduit. Removable
and reusable. Approximately 75% quicker to install than
conventional fittings. Concrete-tight. Patented.
US Patent 8,487,197; 8,274,000; 6,765,143.
(s File No. E24001
Mighty-Bite™ Zinc Die Cast
PUSH-EMT® Couplings Catalog Trade Unit Std.
Number Size Qty. Pkg.
260-MB 1/2" 25 250
261-MB 3/4" 25 250

Connecting EMT has never been this fast and easy.
Simply push the coupling onto the conduit. Removable
and reusable. Approximately 75% quicker to install
than conventional fittings. Concrete-tight. Patented.
US Patent 8,487,197; 8,274,000; 6,765,143.

«(@)us File No. E24001

&) BRIDGEPORT o



EMT Fittings

PUSH-EMT
Mighty-Seal® Raintight Zinc Die Cast
- ® Catalog Trade Unit Std.
PUSH-EMT® Connectors SOLAR. [2acd rad o S
250-MSRT 1/2" 25 250
251-MSRT 3/4" 25 250

Zinc Die Cast / Insulated Throat - 105°C

Catalog Trade Unit Std.
Number Size Qty. Pkg.
. Connecting EMT has never been this fast and easy. 250-MSRTI /2" o5 250
Simply push the connector onto the conduit for a 251-MSRTI 3/4" o5 250
raintight/wet location seal. Removable and reusable.
Approximately 75% quicker to install than conventional
fittings. NEMA TYPE 2,3,3R & 4. NPSM Threads.
Neoprene Gasket. Also listed for use with Aluminum
EMT. Patented. US Patent 8,474,877; 7,841,630.
(@ File No. E24001
Mighty-Seal® Zinc Die Cast
P H-EMT® lin Catalog Trade Unit Std.
US COUp gs Sﬂlﬁﬂ Number Size Qty. Pkg.
260-MSRT 1/2" 25 250
261-MSRT 3/4" 25 250

Connecting EMT has never been this fast and easy. Simply push
the coupling onto the conduit for a raintight/wet location seal.
Removable and reusable. Approximately 75% quicker to install
than conventional fittings. Also listed for use with Aluminum EMT.
Patented. US Patent 8,474,877; 7,841,630.

«(@)us File No. E24001

Mighty-Bite® Push-EMT® _ Zinc Die Cast
: : L] = Grounding Lug Wire Capacity
Groundlng Bushlngs d'g:‘."' Catalog Min. Max. Trade Unit Std.
4 Number Solid Strand Size Qty. Pkg.
381-MB 14to4 1/2" 25 250
383-MB 14to4 1" 25 250

mechanically protecting
Voice/Data cables. Push-EMT
grounding connectors provide a
convenient integral grounding lug with a captive
nylon 105°C insulator. Meets NEC, ANSI and
TIA/EIA-568 standards for cabling in commercial
buildings. Prefab for more productivity in the field.
Patented. US Patent D749,047; D733,064; 9,257,795.

@). Listed

s () BRIDGEPORT




EMT Fittings

Compression Connectors

Compression Connectors Zinc Plated Steel

- Catalog Trade Unit Std.
Number Size Qty. Pkg.
250 1/2" 25 250
251 3/4" 25 250
252 1" 10 100

253 11/4" 25

254 11/2" --- 25

Compression type connector used to join 255 2 . 10
EMT to b | o iah 256 21/ 2 10
to box or enclosure. Concrete-tight. 057 30 2 10

. 258 31/2" - 6

@ File No. E24001 550 b o

Zinc Plated Steel / Insulated Throat - 105°C

Catalog Trade Unit Std.
Number Size Qty. Pkg.
250-1 1/2" 25 250
251-1 3/4" 25 250
252-1 1" 10 100
253-1 11/4" - 25
254-1 11/2" - 25
255-1 2" - 10
256-1 21/2" 2 10
257-1 3" 2 10
258-| 31/2" ——- 6
259-1 4" --- 6
Compression Connectors Zinc Die Cast
Catalog Trade Unit Std.
Number Size Qty. Pkg.
250-DC2 1/2" 50 500
251-DC2 3/4" 25 250
252-DC2 1" 15 150
253-DC2 11/4" 10 100
254-DC2 11/2" 10 40
Compression type connector used to join EMT Sggggg 5 12 Jon ]g
to box or enclosure. 2 1/2" and larger suitable 257-DC2 3 12
for aluminum or steel EMT and rigid. UL Listed 258-DC2 31/2" — 6
concrete-tight. CSA Listed concrete-tight/raintight 259-DC2 4" 6

use in Canada. Also listed for use with Aluminum EMT.

@ File No. E24001 Zinc Die Cast / Insulated Throat - 105°C

Catalog Trade Unit Std.

@ File No. LR39354 Number Size Qty. Pkg.
250-DCI2 1/2" 50 500
251-DCI2 3/4" 25 250
252-DCI2 1" 15 150
253-DCI2 11/4" 10 100
254-DCI2 11/2" 10 40
255-DCI2 2" -—- 10
256-DCI2 21/2" -—- 12
257-DCI2 3" -—- 12
258-DCI2 31/2" -—- 6
259-DCI2 4" -—- 6
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EMT Fittings

Compression Couplings

Compression Couplings

Compression type couplings used to
join two lengths of EMT. Concrete-tight.

«@)us File No. E24001

Compression Couplings

Compression type coupling used to join

two lengths of EMT. 2 1/2" and larger zinc

die cast are suitable for aluminum or steel

EMT and rigid. UL Listed concrete-tight.

CSA Listed concrete-tight/raintight use in Canada.
Also listed for use with Aluminum EMT.

@) File No. E24001
@ File No. LR39354

60

Zinc Plated Steel

Catalog Trade Unit Std.
Number Size Qty. Pkg.
260 1/2" 25 250
261 3/4" 20 200
262 1" 10 100
263 11/4" - 25
264 11/2" --- 25
265 2" --- 10
266 21/2" 2 10
267 3" 2 10
268 31/2" --- 6
269 4" --- 6
Zinc Die Cast

Catalog Trade Unit Std.
Number Size Qty. Pkg.
260-DC 172" 50 500
261-DC 3/4" 25 250
262-DC 1" 15 150
263-DC 11/4" 10 100
264-DC 11/2" 10 40
265-DC 2" --- 10
266-DC 21/2" --- 12
267-DC 3" -—- 12
268-DC 31/2" --- 6
269-DC 4" --- 6



EMT Fittings

US Steel Compression Fittings

Made in the USA Zinc Plated Steel
Compression Connectors Catalog Trade Unit Std.
Number Size Qty. Pkg.
250-US 1/2" 25 250
251-US 3/4" 25 250
252-US 1" 10 100
253-US 11/4" - 25
254-US 11/2" - 25
255-US 2" - 10
. . 256-US 21/2" 2 10
Compression type connectors used to join 257-US 30 2 10
EMT to box or enclosure. Concrete-tight. 258-US 31/2" 6
259-US 4" - 6

«@)us File No. E24001
Zinc Plated Steel / Insulated Throat - 105°C

Catalog Trade Unit Std.
Number Size Qty. Pkg.
250-USlI 1/2" 25 250
251-USlI 3/4" 25 250
252-USlI 1" 10 100
253-USlI 11/4" - 25
254-USlI 11/2" --- 25
255-USlI 2" --- 10
256-USlI 21/2" 2 10
257-USlI 3" 2 10
258-USlI 31/2" --- 6
259-USlI 4" -- 6
Made in the USA Zinc Plated Steel
Compression Couplings Catalog Trade Unit Std.
Number Size Qty. Pkg.
260-US 1/2" 25 250
261-US 3/4" 20 200
262-US 1" 10 100
263-US 11/4" 25
264-US 11/2" 25
265-US 27 --- 10
. . 266-US 21/2" 2 10
Compression type couplings used to 267-US 3" 5 10
join two lengths of EMT. Concrete-tight. 268-US 31/2" — 6
269-US 4" -- 6

@) File No. E24001

f:[:]
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EMT Fittings

Steel Raintight Compression Connectors

Raintight
Compression Connectors

SOLAR

Compression type connector with internal sealing
ring and knockout gasket to create a raintight seal
when connecting EMT to box or enclosure. NEMA
TYPE 2,3,3R & 4. NPSM Threads. BUNA-N Gasket.
Patented 7,976,070; 7,604,261; 7,390,027.

¢(U)us File No. E24001

Raintight
Compression Couplings

g

Compression style coupling used to join two
lengths of EMT. Internal sealing rings create a
raintight seal. Concrete-tight/Raintight. Patented.
US Patent 7,976,070; 7,604,261; 7,390,027

«(@)us File No. E24001

SOLAR

62

Zinc Plated Steel

Catalog Trade Unit Std.
Number Size Qty. Pkg.
250-SRT 1/2" 25 250
251-SRT 3/4" 25 250
252-SRT 1" 10 100
253-SRT 11/4" --- 25
254-SRT 11/2" --- 25
255-SRT 2" - 10
256-SRT 21/2" 2 10
257-SRT 3" 2 10
258-SRT 31/2" - 6

259-SRT 4" - 6

Zinc Plated Steel / Insulated Throat - 105°C

Catalog Trade Unit Std.
Number Size Qty. Pkg.
250-SRTI 1/2" 25 250
251-SRTI 3/4" 25 250
252-SRTI 1" 10 100
253-SRTI 11/4" --- 25
254-SRTI 11/2" --- 25
255-SRTI 2" --- 10
256-SRTI 21/2" 2 10
257-SRTI 3" 2 10
258-SRTI 31/2" --- 6
259-SRTI 4" --- 6
Zinc Plated Steel

Catalog Trade Unit Std.
Number Size Qty. Pkg.
260-SRT 1/2" 25 250
261-SRT 3/4" 20 200
262-SRT 1" 10 100
263-SRT 11/4" -—- 25
264-SRT 11/2" -—- 25
265-SRT 2" -—- 10
266-SRT 21/2" 2 10
267-SRT 3" 2 10
268-SRT 31/2" --- 6
269-SRT 4" --- 6



EMT Fittings

Made in the USA Raintight
Compression Connectors

Q‘(#

Compression style connector with internal sealing
ring and knockout gasket to create a raintight seal
when connecting EMT to box or enclosure. NEMA
TYPE 2,3,3R & 4. NPT Threads. 1/2" and 3/4" have
a polyethylene gasket. Other sizes have rubber
gaskets with steel retaining rings. 1/2" through

1 1/2" also listed for use with Aluminum EMT.
Patented. US Patent 9,787,070; 9,343,883;
7,976,070; 7,604,261; 7,390,027.

@) File No. E24001

Raintight
Compression Connectors

Q‘(H

Compression style connector with internal sealing
ring and knockout gasket to create a raintight
seal when connecting EMT to box or enclosure.
NEMA TYPE 2,3,3R & 4. NPT Threads. 1/2"

and 3/4" have a polyethylene gasket. Also

listed for use with Aluminum EMT. Patented.

US Patent 7,976,070; 7,604,261; 7,390,027

«(@)us File No. E24001

|

1

©

SOLAR

SOLAR

Zinc Raintight Compression Connectors

Zinc Die Cast

Catalog Trade Unit Std.
Number Size Qty. Pkg.
250-RT2US 1/2" 50 500
251-RT2US 3/4" 25 250
252-RT2 1" 15 150
253-RT2 11/4" 10 100
254-RT2 11/2" 10 40
255-RT2 2" - 10

Zinc Die Cast / Insulated Throat - 90°C

Catalog Trade Unit Std.
Number Size Qty. Pkg.
250-RTI2US 1/2" 50 500
251-RTI2US 3/4" 25 250
252-RTI2 1" 15 150
253-RTI2 11/4" 10 100
254-RTI2 11/2" 10 40
255-RTI2 2" - 10
256-RTI2 21/2" - 12
257-RTI2 3" - 12
258-RTI2* 31/2" - 6
259-RTI2* 4" - 6
*Consult factory for availability.

Zinc Die Cast

Catalog Trade Unit Std.
Number Size Qty. Pkg.
250-RT2 172" 50 500
251-RT2 3/4" 25 250

Zinc Die Cast / Insulated Throat - 90°C

Catalog Trade Unit Std.
Number Size Qty. Pkg.
250-RTI2 1/2" 50 500
251-RTI2 3/4" 25 250
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EMT Fittings

Zinc Raintight Compression Couplings

Made in the USA Raintight Zinc Die Cast
mpr ion lin Catalog Trade Unit Std.
Compression Couplings SOLAR. rooes o o .
= 260-RTUS 1/2" 50 500
- 261-RTUS 3/4" 25 250
e 2 262-RT 1" 15 150
v 263-RT 11/4" 10 100
' .) -~ : 264-RT 11/2" 10 40
- Py : 265-RT 2" 10
i 0" N A 266-RT 21/2" 12
. - Yy 267-RT 3" 12
| _ 268-RT* 31/2" 6
& 269-RT* 4r 6

*Consult factory for availability.
Compression style coupling used to join two lengths
of EMT. Internal sealing rings create a raintight seal.
1/2" through 1 1/2" also listed for use with Aluminum
EMT. Patented. US Patent 9,787,070; 9,343,883;
7,976,070; 7,604,261; 7,390,027.

@) File No. E24001

Raintight Zinc Die Cast
mpr ion lin Catalog Trade Unit Std.
Co pressio COUp gs Slll.ﬂﬂ Number Size Qty. Pkg.
al 260-RT 1/2" 50 500
261-RT 3/4" 25 250
Compression style coupling used to join two lengths
of EMT. Internal sealing rings create a raintight seal.
Also listed for use with Aluminum EMT. Patented.
US Patent 7,976,070; 7,604,261; 7,390,027
«(@)us File No. E24001
=
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EMT Fittings

Pull Elbows

Pull Elbows Zinc Die Cast
Catalog Trade Unit Std.
Number Size Qty. Pkg.
51-DC2 1/2" 10 100
52-DC2 3/4" 5 50

Used to connect EMT to box or enclosure.

Removable aluminum cover to facilitate wire pulling.

«(@)us File No. E9391

Pull Elbows Zinc Die Cast
Catalog Trade Unit Std.
Number Size Qty. Pkg.
61-DC 1/2" 10 100
62-DC 3/4" 5 50
63-DC 1" 5 25
64-DC 11/4" 5 20

Used to connect two lengths of EMT to form

a 90° bend. Removable aluminum cover to

facilitate wire pulling.

«@)us File No. E9391

Pull Elbows Aluminum
Catalog Trade Unit Std.
Number Size Qty. Pkg.
71-DCA 1/2" 10 100
72-DCA 3/4" 5 50

Used for connecting threaded rigid or EMT to box

or enclosure. Removable aluminum cover and

neoprene gasket facilitate wire pulling.

@ File No. E9391

Pull Elbows Aluminum
Catalog Trade Unit Std.
Number Size Qty. Pkg.
81-DCA 1/2" 10 100
82-DCA 3/4" 5 50
83-DCA 1" 5 25
84-DCA 11/4" 5 20

Used for connecting threaded rigid to rigid or
EMT to EMT to form 90° bend. Removable aluminum
cover and neoprene gasket facilitate wire pulling.

(@) File No. E9391

=)
M_"ilfl

@

) BRIDGEPORT 65



EMT Fittings

Corner Elbows

Corner Elbows Zinc Die Cast
Catalog Trade Unit Std.
Number Size Qty. Pkg.
CE-50 1/2" 10 100
CE-75 3/4" 5 50
Used to connect two lengths of EMT to form
. a 90° bend.
(@) File No. E9391
Inside Corner Elbows Zinc Die Cast, Zinc Plated Steel Cover
Catalog Trade Unit Std.
Number Size Qty. Pkg.
ICE-50 1/2" 6 30
ICE-75 3/4" 4 20
ICE-100 1" 2 10
Bridgeport's Patented ICE Series Inside Corner Elbow
is used to connect two lengths of 1/2" EMT to form a
90° change of direction. The Inside corner cover allows
for installation in locations where the side or back of the
elbow is inaccessible. The cover easily removes using a
screwdriver to pop it off, and then it presses back into
place by hand. Cover should only be removed to guide
conductors through the 90 degree bend, and then it
should be replaced. Cover must be in place when pulling
conductors through the connector, as the cover provides
a smooth pulling surface for the conductors to glide
against. Patented. US Patent 9,341,292; D737,783.
L.
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EMT Fittings

Transition Couplings

280SP  280SPMB e L‘Iir
A
& = ' 287-XS
Ay o 281-DC, 282-DC,
: i‘i L\ﬁg/ 282-DCX, 283-DC
U
280-DC  280-DCX

Set screw type coupling used to join EMT to AC/MC
and flexible metal conduit. The patented 280-DCX
and 280-DC have steel straps.

The 280SP , 280SPMB and 281SPMB are patented
Mighty-Merge® Designs. The 280SP has a set screw
end for EMT and a Snap-In end for AC/MC cables and
flexible metal conduit. The 280SPMB and 281SPMB
have Push-In ends for EMT and a Snap-In ends for
AC/MC cables and flexible metal conduit.

Refer to the cable connector compatibility chart in the
technical guide section for MCI-A and other cables.

280SPMB and 281SPMB are Patented. US Patent
8,487,197; 8,274,000; 6,765,143. 287-XS through 290-XS
are Patented. US Patent 8,690,194; D691,963; D689,026.

@D. Listed: 287-XS, 288-XS, 289-XS, 290-XS

cus File No. E9391: 280-DC, 280-DCX, 280SP,
280SPMB, 281SPMB,
281-DC, 282-DC, 283-DC,
284-DC, 285-DC, 286-DC

Transition Couplings

Zinc Die Cast

Steel

Set screw type fitting used to join EMT to rigid
or IMC. Concrete-tight. Furnished with Tri-Drive
slot/Phillips/Robertson head screws. Patented.
US Patent D600,651.

(@). Listed: 290-DC thru 292-DC
¢(U)us File No. E9391: 290-S thru 292-S

P !
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Transitions

Zinc Die Cast
EMT Flex Nonmetallic AC/MC
Catalog Trade Trade Cable Range Cable Range  Unit Std.
Number Size Size Min. Max. Min. Max. Qty. Pkg.
280-DC 12" - 14/2 103 25 100
280-DCX 1/2"  3/8" (2) 14/2 10/3 or 14/2 (43") 10/3(.61") 25 100
@) 12/2
280SP  1/2" 3/8" - ---  14/2(43") 10/3(61") 25 100
280SPMB 1/2"  3/8" --- ---  14/2(43") 10/3(61") 25 100
281SPMB 3/4"  --- - --- 10/4(61") 8/3(.72") 25 100
Zinc Die Cast
Catalog EMT Flex Unit Std.
Number Trade Size Trade Size Qty. Pkg.
281-DC 172" 172" 25 250
282-DC 3/4" 3/4" 25 100
282-DCX 3/4" 172" 25 100
283-DC 1" 1" 10 100
284-DC 11/4" 11/4" 4 40
285-DC 11/2" 11/2" 2 20
286-DC 2" 2" 2 20
Zinc Plated Steel
Catalog EMT/Rigid Flex Unit Std.
Number Trade Size Trade Size Qty. Pkg.
287-XS 21/2" 21/2" 1 4
288-XS 3" 3" 1 4
289-XS 31/2" 31/2" --- 2
290-XS 4" 4" --- 1
Zinc Die Cast
Catalog EMT Rigid Unit Std.
Number  Trade Size Trade Size Qty. Pkg.
290-DC 172" 172" 50 200
291-DC 3/4" 3/4" 25 100
292-DC 1" 1" 25 100
Zinc Plated Steel
Catalog EMT Rigid Unit Std.
Number  Trade Size Trade Size Qty. Pkg.
290-S 172" 172" 25 100
291-S 3/4" 3/4" 25 100
292-S 1" 1" 10 50
67




EMT Fittings

Transitions

Compression
Transition Couplings

‘L

Compression type fitting used to join
EMT to rigid or IMC. Concrete-tight.

@). Listed

Transition Couplings

Coupling used to join EMT to rigid or IMC. Coupling

internally threaded for rigid / IMC. Compression type
for EMT. Concrete-tight.

@ File No. E9391: 292-MS

Mighty-Merge® Raintight
Transition Couplings

Couplings used to transition EMT to rigid for
a secure raintight/wet location seal. Female
NPT Threads. Patented. US Patent 7,390,027.

@). Listed

SOLAR

68

Zinc Die Cast

EMT Rigid
Catalog Trade Trade Unit Std.
Number Size Size Qty. Pkg.
291-CDC 3/4" 3/4" 15 150
292-CDC 1" 1" 10 100
295-CDC 2" 2" 2 10
Zinc Plated Steel
Catalog EMT Rigid Unit Std.
Number  Trade Size Trade Size Qty. Pkg.
290-MS 172" 172" 25 100
291-MS 3/4" 3/4" 25 100
292-MS 1" 1" 10 50
Zinc Die Cast
Catalog EMT Rigid Unit Std.
Number  Trade Size Trade Size Qty. Pkg.
290-RT 172" 172" 25 100
291-RT 3/4" 3/4" 25 100
292-RT 1" 1" 10 50
293-RT 11/4" 11/4" 5 25
294-RT 11/2" 11/2" 2 20
295-RT 2" 2" 2 20
299-RT 4" 4" 1 5

=
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EMT Fittings

Transitions
Mighty-Seal® Raintight Connectors Zinc Die Cast with
for NPT Threaded Hubs Stainless Steel Close Nipple
Catalog EMT Trade Unit Std.

- Number Size Qty. Pkg.

250-RTNPT 1/2" 25 100
) 1 _ 251-RTNPT 3/4" 25 100
Q,_ y “\“- 252-RTNPT 1" 10 50

Connectors used to join EMT to suitable NPT conduit
bodies, enclosures, and hubs. Male NPT threads
provide a secure raintight/wet location seal.
Patented. US Patent 7,390,027.

@ Listed Assembly

Transition Couplings Zinc Die Cast
Catalog Trade Unit Std.
Number Size Qty. Pkg.
581-DC 172" 50 500
582-DC 3/4" 25 250
583-DC 1" 10 100
Coupling used to join EMT to flexible metal conduit.
Screw-in end for flex. Compression end for EMT.
(@) File No. E9391
581-DC UL also listed for use with XRWFMC.
Mighty-Merge® Zinc Die Cast
Transition Couplings EMT  Flex AG/MC _
Catalog Trade Trade Cable Range Unit Std.
Number Size Size Min. Max. Qty. Pkg.

4057-DC  3/4" 3/8" 14/2(43") 10/3(61") 25 100
4058-DC  3/4" 1/2" 10/4(63") 6/4(89") 25 100

4057-DC 4058-DC

Couplings used to join EMT to flexible metal conduit and
AC/MC cable. Refer to the cable connector compatibility
charts in the technical guide section for MCI-A and other
cables. Patented. US Patent D668,618.

@). Listed
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EMT Fittings

Transitions
Mighty-Merge® Zinc Die Cast
Transition Couplings EMT  Flex AG/MC ,
Catalog  Trade Trade Cable Range Unit  Std.
o Number Size  Size Min. Max. Qty. Pkg.
4156-DC ; = - 4156-DC  1/2" 3/8" 14/2(43") 12/2(52") 10 40
v v : 4 4157-DC  3/4"  3/8" 14/2(.43") 10/3(.61") 25 100
4357-DC 1" 3/8" 14/2 (.43") 10/3 (.61") 5 20
4457-DC 1" 3/8" 14/2 (.43") 10/3 (.61") 5 20
5157-DC  3/4" 3/8" 14/2(.43") 10/3(.61") 25 100
Zinc Die Cast
_ EMT AC/MC
| Catalog Trade Cable Range Unit  Std.
Number Size Min. Max. Qty. Pkg.
4357-NM 3/4" (1) 10/2 (1) 14/2 10 40
OR
Coupling used to join duplex AC/MC cable or flexible (1) 12/4
metal conduit to EMT. Set screw type transitional fitting OR
ideal for commercial and institutional facilities. A labor (1) 10/3 (1) 14/3
savings, compared to the traditional junction box instal- OR
lation. Simply remove the armor and expose the length of (1) 12/2 and (1) 14/2 or (1) 10/2
conductors to reach the device box or enclosure. Insert OR
FMC or AC/MC until visible in inspection holes. Refer to @) 14/3(‘)” (2)12/3
the cable connector compatibility charts in the technical 2) 10/2 R @) 14/2
guide section for MCI-A and other cables. Patented.
4156-DC through 4457-DC:US Patent D581,877; D699,
195; D755,728; D750,570; 9,252,577; 7,402,752. 4357-NM:
US Patent D795,814; D792,855; D775,590; 9,608,417.
cus File No. E20534: 4157-DC, 5157-DC
c@m Listed: 4156-DC. 4357-DC. 4457-DC. 4357-NM
Mighty-Merge® Two-to-One Zinc Die Cast
Transition Couplings Catalog Trade Unit Std.
Number Size Qty. Pkg.
- 4256-DC 1/2" to 3/4" 10 40
:“ 4258-DC 4258-DC 3/4" to 1" 10 40

Used to join two lengths of EMT conduit into one.
The 4256-DC joins two 1/2" EMT to one 3/4" EMT.
The 4258-DC joins two 3/4" EMT to one 1" EMT.
Patented. US Patent 8,242,369; D619,967.

«(@)us File No. E24001
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EMT Fittings

Transitions
Transition Couplings Malleable Iron
. Catalog EMT Flex Unit Std.
{(2, 7 Number  Trade Size Trade Size Qty. Pkg.

= ?ﬁ{ : 280 1/2" 3/8" 25 100
* o /‘ 281 1/2" 1/2" 20 100
[ e

Compression type end for EMT; two-screw
steel strap end for flexible metal conduit.

Transition Couplings Zinc Die Cast
Catalog EMT LT Unit Std.
Sﬂlﬂﬂ Number  Trade Size Trade Size Qty. Pkg.
Y 4360-DC 1/2" 1/2" 25 100
4361-DC 3/4" 3/4" 10 50
4362-DC 1" 1" 10 50
4363-DC 11/4" 11/4" 5 25
. oL . . 4364-DC 11/2" 11/2" 5 25
Coupling used to join either metallic or nonmetallic 4365-DC on on 5 20
(Type “B”) liquid tight to EMT. Concrete-tight.
UL Listed “Raintight”. Patented.
US Patent 7,390,027.
@ File No. E24001
Mighty-Seal® Zinc Die Cast
EMT to DUPLEX JMC/TECK Catalog M JMC JMC  Unit Std.
s - Number Armor O.D. Jacket O.D. Qty. Qty.
Transition Coupling

5195-DC 12/2to0 10/3 .480" - .640" .580" -.720" 10 40

Catalog TECK 90 TECK 90 TECK90 Unit Std.
Number Armor O.D. Jacket O.D. Qty. Qty.

5195-DC 12/2to 14/4 .480" - .640" .580" -.720" 10 40

Bridgeport's 5195-DC makes it easy to transition between
EMT Conduit and multiple JMC/TECK cables in wet locations.

Simply strip 7/8" to 1" of jacket from end of cable, loosen nut,
and push cable into connector until cable reaches end stop.
Tighten nut for raintight connection. NEMA TYPE 2,3,3R, 4.
Patented. US Patent D604,242; 6,737,584; 10,059,659.

@m Listed
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EMT Fittings

Specialty Fittings

Low Profile Zinc Die Cast

Compression Connectors Catalog Trade Unit Std.
Number Size Qty. Pkg.
225-DC 1/2" 50 500
226-DC 3/4" 50 500

Compression type connector used to join EMT

to box or enclosure. Concrete-tight.

@) File No. E24001

Quick Install EMT Connectors Zinc Die Cast
Catalog Trade Unit Std.

Number Size Qty. Pkg.
- 1701-DC 1/2" 50 500

iy
- '{/ n
=" A L . 1702-DC 3/4 25 250
ol »
a ‘;}
e -

i

-
F!“i
[

Zinc Die Cast / Insulated Throat 105°C

1701-DC 1701-DCl Catalog Trade Unit Std.
Quickly joins EMT to box or Number Size Qty. Pkg.
enclosure without the use of a locknut. 1701-DCI 1/2" 50 500
Patented. US Patent D648,279; D635,520. Simply: 1702-DClI 3/4" 25 250
* Insert fitting into the knockout
¢ Insert EMT into the fitting
¢ Tighten the set screw to simultaneously secure

the EMT and the fitting into the knockout.
(s File No. E24001
72 =)
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EMT Fittings

Specialty Fittings

90° Compression Connectors Zinc Die Cast
Catalog Trade Unit Std.
Number Size Qty. Pkg.
270-DC2 1/2" 20 100

90° compression type connector used to join

EMT to box or enclosure. Concrete-tight.

(s File No. E24001

Set Screw Offset Zinc Die Cast

N|pp|e Connectors Catalog Trade Unit Std.
Number Size Qty. Pkg.
1620-DC2 1/2" 20 200
1621-DC2 3/4" 10 100
1622-DC2 1" 5 50

Set screw type connector used to join EMT to box or
enclosure. Concrete-tight. 1620-DC2 has 3/8" offset;
1621-DC2 has 3/4" offset.

@ File No. E24001

g —
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EMT Fittings

Specialty Fittings

Insulating Bushings Polyethylene - 90°C
Catalog Trade Unit Std.
Number Size Qty. Pkg.
TWB-51 1/2" 100 1000
TWB-52 3/4" 50 500
TWB-53 1" 25 250
TWB-54 11/4" 25 250
TWB-55 11/2" --- 100
TWB-56 2" --- 50
EMT bushing insulates telephone, computer, TWB-57 21/2" --- 25
. video and other low voltage wiring from sharp TWB-58 3" - 25
edges of EMT. TWB-59 31/2" 25
TWB-60 4" --- 25
Mighty-Move® Steel Zinc Plated Steel
Expansion Couplings for EMT Catalog Trade Unit Std.
Number Size Qty. Pkg.
EC-075 3/4" 15 60
— EC-100 1" 10 40
. EC-125 1-1/4" 8 40
: / -5 EC-150 1-1/2" 6 30
EC-200 2" --- 4
EC-250* 2-1/2" 1
EC-300* 3" 1
: EC-350* 3-1/2" - 1
Low cost and easy to use. Assembles like a regular EC-400* 4" . 1

EMT set screw coupling. Use to compensate plus
or minus 2" lateral movement of conduit in dry
locations. Available for use with trade size 3/4" thru
4" steel EMT. To install simply slide coupling end
stop onto fixed end of EMT and tighten set screw.
Place movable EMT completely into coupling and
mark engagement, remove EMT and mark half

the distance of engagement, reinstall EMT to half
distance. May be used with optional Bonding Jumper
Assembly cat. nos. BJ-100, BJ-200 and BJ-400.

US Patent 6,715,803.

*2-1/2" thru 4" suitable for use with EMT or rigid conduit.

(s File No. E24001: EC-075 thru EC-200
E9391: EC-250 thru EC-400

74 {
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EMT Fittings

One Hole EMT Straps
= SOLAR

Malleable Steel

To support EMT to mounting surface.

cus File No. E161206: 907 thru 910; 921 thru 925

@ File No. LR39354: 907 thru 910; 907-S thru 910-S;
920-S thru 925-S

EMT Nail Straps

_-—-—'——-"!

Y

Nail type strap to support EMT
to mounting surface.

f:[:]

@
§

Straps

Malleable Iron

Catalog Trade Unit Std.
Number Size Qty. Pkg.
920 1/2" 100 1000
921 3/4" 50 500
922 1" 50 500
923 11/4" --- 100
924 11/2" --- 100
925 2" - 50
907 21/2" --- 25
908 3" - 10
909 31/2" --- 10
910 4" - 10

Zinc Plated Steel

Catalog Trade Unit Std.
Number Size Qty. Pkg.
920-S 172" 100 1000
921-S 3/4" 100 500
922-S 1" 50 500
923-S 11/4" - 100
924-S 11/2" - 100
925-S 2" - 50
907-S 21/2" --- 25
908-S 3" - 25
909-S 31/2" - 10
910-S 4" --- 10

Zinc Plated Steel

Catalog Trade Unit Std.
Number Size Qty. Pkg.
920-NS 1/2" 100 1000
921-NS 3/4" 100 1000
922-NS 1" 100 1000
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EMT Fittings

Straps and Clampbacks

Clamp Backs Malleable Iron
2 Catalog Trade Unit Std.
'ﬁ‘\ SﬂEﬂH Number Size Qty. Pkg.
| \ 941 1/2" 50 250
ﬁ'\ 942 3/4" 50 250
e 943 1" 25 100
4 944 11/4" 20 100
M} 945 1172 10 100
',' 946 2" 5 50
947 21/2" 2 10
. Provides space between conduit and mounting surface. 948 3" 2 10
For use with malleable straps. 949 31/2" - 5
950 4" -—- 5
¢(U)us File No. E161206
Two Hole EMT Pipe Straps Zinc Plated Steel
Catalog Trade Unit Std.
Number Size Qty. Pkg.
i 1920 1/2" 250 2500
- ';’ * 1921 3/4" 200 2000
) 1922 1" 100 1000
t‘.'.:_w\ 1923 11/4" 50 500
; 1924 11/2" 50 500
1925 2" 25 250
1907 21/2" 25 100
To support EMT to mounting surface. 1908 3" 20 80
1909 31/2" 15 60
cus File No. E161206: 1907 thru 1910 1910 4 10 40

@ File No. LR39354: 1920 thru 1925

76 (E) BRIDGEPORT



Mighty-Hold®
Universal
Clamp Straps

One piece clamp back and strap secures both cable
and conduit. Secures EMT, Rigid, IMC, Metallic Liquid
Tight, Nonmetallic Liquid Tight, FMC, and Schedule
40 and Schedule 80 PVC conduit, as well as steel and
aluminum AC/MC cable. Patented.

US Patent 9,243,723.

¢(U)us File No. E161206: UCS and UCSS Series
@). UCSC Series

f:[:]

%

EMT Fittings

Straps and Clampbacks

Zinc Plated Steel

Catalog Trade Unit Std.
Number Size Qty. Pkg.
UCS-5075 1/2" - 3/4" 50 250
UCS-75100 3/4" - 1" 50 250
UCS-100125 1"-11/4" 25 100
UCS-125150 11/4"-11/2" -- 25
UCS-150200 11/2"-2" -- 25
Stainless Steel

Catalog Trade Unit Std.
Number Size Qty. Pkg.
UCSS-5075 1/2" - 3/4" 50 250
UCSS-75100 3/4" - 1" 50 250
UCSS100125 1"-11/4" 25 100
UCSS125150 11/4"-11/2" -- 25
UCSS150200 112" -2" -- 25
Cor-Shield Polyolefin

Coated Zinc Plated Steel

Catalog Trade Unit Std.
Number Size Qty. Pkg.
UCSC-5075 1/2"-3/4" 50 250
UCSC-75100 3/4"-1" 50 250
UCSC100125 1"-11/4" 25 100
UCSC125150 11/4" -11/2" - 25
UCSC150200 11/2"-2" - 25
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Color Coded EMT Fittings

Set Screw Connectors

Black Set Screw Connectors Steel
Catalog Trade Unit Std.
s Number Size Qty. Pkg.
230-SBLK 1/2" 50 500
231-SBLK 3/4" 25 250
232-SBLK 1" 25 250
233-SBLK 11/4" 20 120
Set screw connector used to join EMT to box or enclosure. 234-SBLK 1 1< ' 10 60
. e 235-SBLK 2 5 30
Color coded black to match EMT for easy identification. 936-SBLK 0 1/2" 5 10
Use with black EMT in dark colored areas or in open 237_SBLK 30 2 10
architecture applications. Concrete-tight. Furnished 238-SBLK 31/2" - 6
. with Tri-Drive slot/Phillips/Robertson head screws. 239-SBLK 4" - 6
Also listed for use with Aluminum EMT. Patented.
US Patent 6,861,585.
«(@)us File No. E24001
Blue Set Screw Connectors Steel
Catalog Trade Unit Std.
C Number Size Qty. Pkg.
230-SBLU 1/2" 50 500
231-SBLU 3/4" 25 250
232-SBLU 1" 25 250
233-SBLU 11/4" 20 120
234-SBLU 11/2" 10 60
Set screw connector used to join EMT to box or enclosure. 235-sSBLU o 5 30
Color coded blue to match EMT for easy identification. 236-SBLU 21/2" 2 10
Use with blue EMT for low voltage wiring, data comm/ 237-SBLU 3" 2 10
video and network security applications. Concrete-tight. ~ 238-SBLU 31/2" - 6
Furnished with Tri-Drive slot/Phillips/Robertson head 239-SBLU 4" - 6
screws. Also listed for use with Aluminum EMT.
Patented. US Patent 6,861,585.
«@)us File No. E24001
Green Set Screw Connectors Steel
P Catalog Trade Unit Std.
y Number Size Qty. Pkg.
230-SG 1/2" 50 500
231-SG 3/4" 25 250
232-SG 1" 25 250
233-SG 11/4" 20 120
Set screw connector used to join EMT to box or enclosure. ggggg ! ;/ 150 gg
Color coded green to match EMT for easy identification. 236-SG 21/2" 2 10
Use with green EMT for grounding/bonding, hospital and  237-SG 3" 2 10
healthcare, such as nurse call station applications. 238-SG 31/2" - 6
Concrete-tight. Furnished with Tri-Drive slot/Phillips/ 239-SG 4" - 6

Robertson head screws. Also listed for use with Aluminum
EMT. Patented. US Patent 6,861,585.

«(@)us File No. E24001



Color Coded EMT Fittings

Set Screw Connectors

Orange Set Screw Connectors Steel
Catalog Trade Unit Std.
Number Size Qty. Pkg.
230-SO 1/2" 50 500
231-SO 3/4" 25 250
232-SO 1" 25 250
233-SO 11/4" 20 120
Set screw connector used to join EMT to box or enclosure. ggggg ! ;/ 150 gg
Color coded orange to match EMT for easy identification.  »3g6.g0 24/2" 2 10
Use with orange EMT in construction/research, fiber optic, 237-s0 3" 2 10
isolated circuits, and auto repair/maintenance applications. 238-SO 31/2" - 6
Concrete-tight. Furnished with Tri-Drive slot/Phillips/ 239-SO 4" - 6
Robertson head screws. Also listed for use with Aluminum
EMT. Patented. US Patent 6,861,585.
«(@)us File No. E24001
Red® Fire Alarm Connectors Steel
Catalog Trade Unit Std.
£ Number Size Qty. Pkg.
230-SR 1/2" 50 500
231-SR 3/4" 25 250
232-SR 1" 25 250
233-SR 11/4" 20 120
Set screw connector used to join EMT to box or ggggg 1 ;/2 150 gg
enclosure. Color coded red to match EMT for easy 236-SR 21/0" D) 10
identification. Use with red EMT for emergency circuits, 237-SR 3" 2 10
fire alarm and security system applications. Concrete-tight. 238-SR 31/2" - 6
Furnished with Tri-Drive slot/Phillips/Robertson head 239-SR 4" - 6
screws. Also listed for use with Aluminum EMT.
Patented. US Patent 6,861,585.
«(@)us File No. E24001
White Set Screw Connectors Steel
Catalog Trade Unit Std.
*::? Number Size Qty. Pkg.
A 230-SW 1/2" 50 500
!'a' ' 231-SW 3/4" 25 250
? L 232-SW 1" 25 250
233-SW 11/4" 20 120
234-SW 11/2" 10 60
Set screw connector used to join EMT to box or enclosure. 235-SW 2" S 30
Color coded white to match EMT for easy identification. 236-SW 2 1{ 2" 2 10
Use with white EMT in light colored areas and open 237-SW 3 " 2 10
. . . . 238-SW 31/ - 6
architecture applications. Concrete-tight. Furnished 939-SW 4 B 6

with Tri-Drive slot/Phillips/ Robertson head screws.
Also listed for use with Aluminum EMT.
Patented. US Patent 6,861,585.

«(@)us File No. E24001
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Color Coded EMT Fittings

Set Screw Connectors and Couplings

Yellow Set Screw Connectors Steel
Catalog Trade Unit Std.
Number Size Qty. Pkg.
230-SY 1/2" 50 500
231-SY 3/4" 25 250
232-SY 1" 25 250
233-SY 11/4" 20 120
234-SY 11/2" 10 60
Set screw coupling used to join two lengths of EMT. 235-SY 2’ 5 30
. e 236-SY 21/2" 2 10
Color coded yellow to match EMT for easy identification. 537-SY 3" o 10
Use with yellow EMT in special equipment, caution areas, 535 gy 31/2" _ 6
. and high voltage applications. Concrete-tight. Furnished  539.gy 4" - 6
with Tri-Drive slot/Phillips/Robertson head screws.
Also listed for use with Aluminum EMT. Patented.
US Patent 6,861,585.
«(@)us File No. E24001
Black Set Screw Couplings Steel
Catalog Trade Unit Std.
Number Size Qty. Pkg.
240-SBLK 1/2" 50 500
241-SBLK 3/4" 25 250
242-SBLK 1" 25 250
243-SBLK 11/4" 20 90
244-SBLK 11/2" 10 60
Set screw coupling used to join two lengths of EMT. 245-SBLK 2 . 5 30
. e . 246-SBLK 21/2 2 10
Color coded black to match EMT for easy identification. 247-SBLK 3 5 10
Use _with black EMT .in dark colored areas or ir! open 248-SBLK 3 1/2" _ 6
architecture applications. Concrete-tight. Furnished 249-SBLK 4" - 6
with Tri-Drive slot/Phillips/Robertson head screws.
Also listed for use with Aluminum EMT.
«(@)us File No. E24001
Blue Set Screw Couplings Steel
P Catalog Trade Unit Std.
Number Size Qty. Pkg.
£ 240-SBLU 1/2" 50 500
241-SBLU 3/4" 25 250
242-SBLU 1" 25 250
243-SBLU 11/4" 20 90
244-SBLU 11/2" 10 60
Set screw coupling used to join two lengths of EMT. 232'22::3 ) ?/2 g ?8
Color coded blue to match EMT for easy identification. 547-SBLU 30 5 10

Use with blue EMT for low voltage wiring, data comm/ 248-SBLU 31/o"
video and network security applications. Concrete-tight. 249-SBLU 4 _ 6
Furnished with Tri-Drive slot/Phillips/Robertson head

screws. Also listed for use with Aluminum EMT.

«(@)us File No. E24001



Coded EMT Fittings

Set Screw Couplings

Green Set Screw Couplings Steel
Catalog Trade Unit Std.
£ Number Size Qty. Pkg.
240-SG 1/2" 50 500
241-SG 3/4" 25 250
242-SG 1" 25 250
243-SG 11/4" 20 90
244-SG 11/2" 10 60
Set screw coupling used to join two lengths of EMT. 245-SG 2" S 30
Color coded green to match EMT for easy identification. 246-SG 2 1{ 2" 2 10
Use with green EMT for critical circuits, nurse call stations 247-5G s . 2 10
; . . 248-SG 31/ - 6
and hospital and healthcare applications. Concrete-tight. 549-SG 4" ) 6
Furnished with Tri-Drive slot/Phillips/Robertson head
screws. Also listed for use with Aluminum EMT.
(U File No. E24001
Orange Set Screw Couplings Steel
Catalog Trade Unit Std.
¢ Number Size Qty. Pkg.
240-SO 172" 50 500
241-SO 3/4" 25 250
242-SO 1" 25 250
243-SO 11/4" 20 90
244-S50 11/2" 10 60
Set screw coupling used to join two lengths of EMT. 23228 > f/ " g ?g
Color coded orange to match EMT for easy identification.  547.50 3 2 10
Use with orange EMT in construction/research, fiber optic  248-s0 31/2" - 6
and auto repair/maintenance applications. Concrete-tight. 249-SO 4" - 6
Furnished with Tri-Drive slot/Phillips/Robertson head
screws. Also listed for use with Aluminum EMT.
«(@)us File No. E24001
Red® Fire Alarm Couplings Steel
Catalog Trade Unit Std.
Number Size Qty. Pkg.
240-SR 1/2" 50 500
241-SR 3/4" 25 250
242-SR 1" 20 200
243-SR 11/4" 15 90
244-SR 11/2" 10 60
245-SR 2" 5 30
Set screw coupling used to join two lengths of EMT. 246-SR 21/2" 2 10
Color coded red to match EMT for easy identification. 247-SR 3" 2 10
Use with red EMT for emergency circuits, fire alarm and 248-SR 31/2" - 6
security system applications. Concrete-tight. Furnished 249-SR 4" - 6

with Tri-Drive slot/Phillips/Robertson head screws.
Also listed for use with Aluminum EMT.

«(@)us File No. E24001
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Color Coded EMT Fittings

Set Screw Couplings

White Set Screw Couplings Steel
Catalog Trade Unit Std.
i: > Number Size Qty. Pkg.
‘:? 240-SW 1/2" 50 500
= 241-SW 3/4" 25 250
' 242-SW 1" 25 250
243-SW 11/4" 20 20
244-SW 11/2" 10 60
Set screw coupling used to join two lengths of EMT. gjggw 5 f Jon g ?8
Color coded white to match EMT for easy identification. 547-SW g 5 10
Use with white EMT in light colored areas and open 248-SW 31/2" _ 6
. architecture applications. Concrete-tight. Furnished 249-SW 4" - 6
with Tri-Drive slot/Phillips/Robertson head screws.
Also listed for use with Aluminum EMT.
«(@)us File No. E24001
Yellow Set Screw Couplings Steel
Catalog Trade Unit Std.
[ Number Size Qty. Pkg.
& () 240-SY 1/2" 50 500
2. 241-SY 3/4" 25 250
| 242-8Y 1" 25 250
= ' 243-8Y 11/4" 20 90
244-8Y 11/2" 10 60
. - 245-SY 2" 5 30
Set screw coupling used to join two lengths of EMT. 246-SY 2 1/2" 2 10
Color coded yellow to match EMT for easy identification.  247-gy 3" ) 10
Use with yellow EMT in special equipment, caution areas, 248-SY 31/2" - 6
and high voltage applications. Concrete-tight. Furnished 249-8Y 4" - 6

with Tri-Drive slot/Phillips/Robertson head screws.
Also listed for use with Aluminum EMT.

«(@)us File No. E24001
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EMT Conduit Bodies

Die Cast Aluminum Conduit Bodies Malleable Iron Conduit Bodies
Trade Maximum Number of Conductors Trade Maximum Number of Conductors
Size g c LL LR T | LLR Size "B c LL LR T

112" /A NA NA /A /A - 172" N/A NA N/A N/A /A

34" 6AWG 6AWG 6AWG 6AWG 6AWG - 3/4" 3-6AWG 3-6AWG 3-6AWG 3-6AWG 3-6AWG
1 3-4AWG | 3-4AWG | 3-4AWG | 3-4AWG | 3-4AWG | 3-4AWG 1 3-4AWG 3-4AWG 3-4AWG 3-4AWG 3-4AWG

11/4" 3-2AWG 3-2AWG 3-2AWG 3-2AWG 3-2AWG 3-2AWG 11/4" 3-2AWG 3-2AWG 3-2AWG 3-2AWG 3-2AWG

112" 3-1/0AWG 3-1/0AWG 3-1/0AWG 3-1/0AWG 3-2AWG 3-1/0AWG 112" 3-1/0 AWG 3-1/0 AWG 3-1/0 AWG 3-1/0 AWG 3-1AWG
2" 3-4/0AWG 3-2/0AWG 3-4/0AWG 3-4/0AWG 3-4/0AWG | 3-3/0AWG 2" 3-3/0 AWG 3-4/0 AWG 3-4/0 AWG 3-4/0 AWG 3-2/0 AWG

21/2" 300 MCM 3-250MCM | 3-250MCM | 3-250MCM | 3-2/0AWG - 21/2" 3-250 MCM 3-300 MCM 3-300 MCM 3-300 MCM 3-4/0 AWG
3" 350 MCM 3-250MCM | 3-250MCM | 3-250 MCM | 3-250 MCM - 3" 3-250 MCM 3-350 MCM 3-350 MCM 3-350 MCM 3-4/0 AWG

. 312" 3-400MCM | 3-250MCM | 3-250MCM | 3-250MCM | 3-250 MCM - 31/2" 3-350 MCM 3-350 MCM 3-350 MCM 3-500 MCM 3-350 MCM
4" 3-400MCM | 3-250MCM | 3-250MCM | 3-250MCM | 3-250 MCM - 4" 3-350 MCM 3-350 MCM 3-350 MCM 3-500 MCM 3-350 MCM
Trade Volume in Cu. In. Trade Volume in Cu. In.

Size g c LL | LR T | LR Size "B c LL LR T
172" 4.25 4.25 4.25 4.25 4.25 55 172" 45 45 45 45 6.0
3/4" 72 72 7.2 7.2 7.2 9.0 3/4" 75 7.5 75 75 9.5

1" 10.8 10.8 10.8 10.8 10.8 15.0 1" 125 125 125 125 15.0

11/4" 30.5 30.5 30.5 30.5 30.5 39.5 11/4" 323 323 32.3 323 33.0

112" 30.5 30.5 30.5 30.5 30.5 40.8 112" 35.3 35.3 35.3 353 36.0
2" 70.7 70.7 70.7 70.7 70.7 88.5 2" 73.0 73.0 73.0 73.0 75.0
21/2" 152.5 157.4 157.4 157.4 157.4 - 21/2" 138.0 138.0 138.0 138.0 138.0
3" 152.5 179.8 179.8 179.8 179.8 - 3" 170.0 170.0 170.0 170.0 170.0
312" 311.8 323.0 323.0 323.0 323.0 - 31/2" 300.0 300.0 300.0 300.0 300.0
4" 311.8 323.0 323.0 323.0 323.0 - 4" 328.0 328.0 328.0 328.0 328.0
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EMT Conduit Bodies

Type C and LB

Type C Set Screw Type Aluminum
Catalog Trade Unit Std.
Number Size Qty. Pkg.
C-31 1/2" 10 60
C-32 3/4" 10 60
C-33 1" 5 30
C-34 11/4" 2 10
C-35 11/2" 2 10
C-36 2" 1 6
Allows access to the interior of a conduit system for C-37CG* 21/2" - 1
inspection, pulling and maintenance. C-38CG* 3" - 1
C-39CG* 31/2" 1
@ File No. E11077 C-40CG* 4" 1

*Provided with cover and neoprene gasket.

Combination Type C Aluminum with Cover and Gasket
Catalog Trade Unit Std.
Number Size Qty. Pkg.
C-41CGC 1/2" 10 60
C-42CGC 3/4" 10 60
C-43CGC 1" 5 30
C-44CGC 11/4" 2 10
C-45CGC 11/2" 2 10
C-46CGC 2" 1 6

Units have a threaded interior for use with rigid or IMC

as well as set screws for use with EMT. Preassembled

with cover and neoprene gasket. NPT Threads.

NEMA TYPE 2,3,3R & 4.

@) File No. E11077

@ Listed Raintight when used with rigid conduit or

raintight compression connectors.

Type LB Set Screw Type Aluminum
Catalog Trade Unit Std.
Number Size Qty. Pkg.
LB-31 1/2" 10 60
LB-32 3/4" 10 60
LB-33 1" 5 30
LB-34 11/4" 2 10
LB-35 11/2" 2 10
LB-36 2" 1 6

Allows access to the interior of a conduit system for LB-37 2 1/2" - 1

inspection, pulling and maintenance. LB-38 3" --- 1
LB-39 31/2" --- 1

@) File No. E11077 LB-40 4 1

(E) BRIDGEPORT o



EMT Conduit Bodies

Type LB and LL

Combination Type LB Aluminum with Cover and Gasket
= Catalog Trade Unit Std.
T Number Size Qty. Pkg.
. LB-41CGC 1/2" 10 60
LB-42CGC 3/4" 10 60
LB-43CGC 1" 5 30
LB-44CGC 11/4" 2 10
LB-45CGC 11/2" 2 10
LB-46CGC 2" 1 6
Units have a threaded interior for use with rigid or IMC
as well as set screws for use with EMT. Preassembled
with cover and neoprene gasket. NPT Threads.
NEMA TYPE 2,3,3R & 4.
. @ File No. E11077
@ Listed Raintight when used with rigid conduit
or raintight compression connectors.
Type LL Set Screw Type Aluminum
Catalog Trade Unit Std.
Number Size Qty. Pkg.
LL-31 1/2" 10 60
LL-32 3/4" 10 60
LL-33 1" 5 30
LL-34 11/4" 2 10
LL-35 11/2" 2 10
LL-36 2" 1 6
Allows access to the interior of a conduit system
for inspection, pulling and maintenance.
@) File No. E11077
Combination Type LL Aluminum with Cover and Gasket
Catalog Trade Unit Std.
Number Size Qty. Pkg.
LL-41CGC 1/2" 10 60
LL-42CGC 3/4" 10 60
LL-43CGC 1" 5 30
LL-44CGC 11/4" 2 10
LL-45CGC 11/2" 2 10
LL-46CGC 2" 1 6

Units have a threaded interior for use with rigid or IMC
as well as set screws for use with EMT. Preassembled
with cover and neoprene gasket. NPT Threads. NEMA
TYPE 2,3,3R & 4.

@ File No. E11077

@ Listed Raintight when used with rigid conduit
or raintight compression connectors.

. (E) BRDGEPORT



Combination Type LL/LR

&=

F
1
I

i

Combination type LL/LR style. Units have

a threaded interior for use with rigid or

IMC as well as set screws for use with EMT.
Preassembled with cover and neoprene
gasket. NPT Threads. NEMA TYPE 2,3,3R & 4.

«@)us File No. E11077

Type LR Set Screw

Allows access to the interior of a conduit system
for inspection, pulling and maintenance.

@) File No. E11077

Combination Type LR

Units have a threaded interior for use with

rigid or IMC as well as set screws for use

with EMT. Preassembled with cover and neoprene
gasket. NPT Threads. NEMA TYPE 2,3,3R & 4.

@) File No. E11077

@ Listed Raintight when used with rigid conduit
or raintight compression connectors.

(E) BRIDGEPORT

EMT Conduit Bodies

Type LL and LR

Aluminum with Cover and Gasket

Catalog Trade Unit Std.
Number Size Qty. Pkg.
LLR-41 1/2" 10 60
LLR-42 3/4" 10 60
LLR-43 1" 5 30
LLR-44 11/4" 2 10
LLR-45 11/2" 2 10
LLR-46 2" --- 5

Aluminum

Catalog Trade Unit Std.
Number Size Qty. Pkg.
LR-31 1/2" 10 60
LR-32 3/4" 10 60
LR-33 1" 5 30
LR-34 11/4" 2 10
LR-35 11/2" 2 10
LR-36 2" 1 6

Aluminum with Cover and Gasket

Catalog Trade Unit Std.
Number Size Qty. Pkg.
LR-41CGC 172" 10 60
LR-42CGC 3/4" 10 60
LR-43CGC 1" 5 30
LR-44CGC 11/4" 2 10
LR-45CGC 11/2" 2 10
LR-46CGC 2" 1 6
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EMT Conduit Bodies

Type T
Type T Set Screw Aluminum
Catalog Trade Unit Std.
Number Size Qty. Pkg.
T-31 1/2" 10 60
T-32 3/4" 10 60
T-33 1" 5 30
T-34 11/4" 2 10
T-35 11/2" 2 10
T-36 2" 1 6
Allows access to the interior of a conduit
system for inspection, pulling and maintenance.
@) File No. E11077
Combination Type T Aluminum with Cover and Gasket
Catalog Trade Unit Std.
— Number Size Qty. Pkg.
AN T-41CGC 172" 10 60
‘ T-42CGC 3/4" 10 60
T-43CGC 1" 5 30
T-44CGC 11/4" 2 10
T-45CGC 11/2" 2 10
T-46CGC 2" 1 6

Units have a threaded interior for use with

rigid or IMC as well as set screws for use

with EMT. Preassembled with cover and neoprene
gasket. NPT Threads. NEMA TYPE 2,3,3R & 4.

@) File No. E11077

@ Listed Raintight when used with rigid conduit
or raintight compression connectors.

o0 ‘E) BRIDGEPORT



Conduit Body Covers

Encloses conduit body; supplied with screws.

@) File No. E11077

Conduit Body Gaskets

SG series provides dust tight seal between conduit
body and cover. SGN series provides both dust and
rain-tight protection. SGN gaskets are impervious to
most liquids and oil.

(E) BRIDGEPORT

EMT Conduit Bodies

Covers and Gaskets

Aluminum

Catalog Trade Unit Std.
Number Size Qty. Pkg.
SC-41 1/2" 25 100
SC-42 3/4" 25 100
SC-43 1" 25 100
SC-44 11/4"-11/2" 10 100
SC-46 2" --- 25
SC-47 21/2"-3" - 20
SC-49 31/2"-4" - 5
Cellulose

Catalog Trade Unit Std.
Number Size Qty. Pkg.
SG-61 1/2" 100 1000
SG-62 3/4" 100 1000
SG-63 1" 50 500
SG-64 11/4"-11/2" 100
SG-66 2" --- 100
SG-67 21/2"-3" --- 25
SG-69 31/2"-4" --- 25
Neoprene

Catalog Trade Unit Std.
Number Size Qty. Pkg.
SGN-61 1/2" 100 1000
SGN-62 3/4" 100 1000
SGN-63 1" 50 500
SGN-64 11/4"-11/2" 100
SGN-66 2" 100
SGN-67 21/2"-3" 25
SGN-69 31/2" - 4" 25

91




EMT Conduit Bodies

Integral Raintight Connectors

EMT Conduit Body Aluminum with Cover and Gasket

with Integral Raintight EMT Max
Catalog Trade Unit Std. Volume Wire Size

Connector, Type LB Number Size Qty. Pkg. AWG.

LB-42RT 3/4" 10 60 7.7 cubicin (126 cubic cm)* 3 - #6
LB-43RT 1" 5 30 13.8 cubicin (227 cubic cm)* 3 - #4

*Refer to product label/markings for exact dimensions.

LB Conduit Bodies with Integral Raintight Connectors
allows access to the interior of a conduit system for
inspection, pulling and maintenance, without needing
to thread connectors into a conduit body entry.

These conduit bodies come with stainless steel
screws, an aluminum cover, and a neoprene gasket.

NEMA TYPE 2,3,3R & 4.

EMT Conduit Body Aluminum with Cover and Gasket

with Integral Raintight EMT Max
Catalog Trade Unit Std. Volume Wire Size

Connector, Type LLR Number Size Qty. Pkg. AWG.

LLR-42RT 3/4" 10 60 9.0 cubic in (147 cubic cm)* 3 - #6
LLR-43RT 1" 5 30 15.0 cubic in (246 cubic cm)* 3 - #4

*Refer to product label/markings for exact dimensions.

LLR Conduit Bodies with Integral Raintight Connectors
allows access to the interior of a conduit system for
inspection, pulling and maintenance, without needing
to thread connectors into a conduit body entry.

These conduit bodies come with stainless steel screws,
an aluminum cover, and a neoprene gasket.
NEMA TYPE 2,3,3R & 4.
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PUSH-EMT®

Mighty-B® PUSH-EMTP® Fittings

94

Just push the fitting
onto the conduit.

i

~—
=
=

—

Connecting EMT conduit in wet or dry locations has never been this fast and simple. Mighty-Seal®
and Mighty-Bite® connectors and couplings are part of the exclusive Mighty-B® line of high-quality,
high-performance products focused on getting the job done fast, done right. Legendary Bridgeport
quality, innovation and unparalleled service are built in to every fitting we ship. All fittings exceed the

stringent design requirements of UL 514B and the National Electrical Code.
Raintight versions are NEMA TYPE 2,3,3R & 4, with NPSM Threads and Neoprene Gaskets.
Patented. US Patent 8,487,197; 8,274,000; 6,765,143; 8,474,877; 7,841,630.

Il Push-on install
B Removable
I Raintight & dry location models
l Constructed of the highest quality zinc
H Corrosion resistant
I Precision cast threads
I Reversible zinc serrated locknut

M cULus Listed

B Approximately 75% quicker to
install than conventional fittings

W Patented

‘E) BRIDGEPORT



PUSH-EMT®

Typical Raintight
Installation and Removal

Installation

1.No disassembly required

2.Cut EMT square and remove burrs

3.Firmly push and rotate EMT onto fitting a minimum 1/2"

4.For connector, install with knockout gasket on outside
of enclosure. Hand tighten locknut plus 1/4 turn

Removal
1.Unscrew nut from fitting body
2.Remove EMT

3.To reuse*, ensure components are assembled
in order (see below) and tighten nut hand tight

*Fittings have not been investigated for reusability.
Reusability should be determined by the installer and the AHJ.

Knockout
Gasket
Locking
Device
Nut -y
T P
Locknut
Fitting

Sealing Body
O-ring l:us

(E) BRIDGEPORT o



PUSH-EMT®

Typical Dry Location
Installation and Removal

Installation
1.Cut EMT square and remove burrs

2.Firmly push and rotate EMT onto fitting a minimum 1/.

3.For connector, install into knockout with
locknut. Hand-tighten plus 1/4 turn

Removal
1.Turn counter-clockwise to remove from EMT
2.Fitting is ready to be reused.”

*Fittings have not been investigated for reusability.
Reusability should be determined by the installer and the AHJ.

REDUCED INSTALLATION TIME:

APPROXIMATELY
75% FASTER

Material

Material

Conventional PUSH-EMT®
Fitting Fitting



PUSH-EMT®

Mighty-Bite® Catalog Trade Unit Std.
Dry-Location Connectors Number Size Qty. Pkg.
250-MB 1/2" 25 250

-

251-MB 3/4" 25 250
Concrete-tight.

: 251-MB

«@)us File No. E24001

Mighty-Bite® Dry-Location Connectors Catalog Trade Unit Std.

(Insulated) Number Size Qty. Pkg.
250-MBlI 1/2" 25 250
251-MBlI 3/4" 25 250

Concrete-tight.

«@)us File No. E24001

i - ® Rainti Chd Catalog Trade Unit Std.
Mighty-Seal® Raintight Connectors | . Nurmber Size Qty. Pk,
ﬁﬂmﬂ 250-MSRT 1/2" 25 250

251-MSRT 3/4" 25 250

¢()us File No. E24001

Mighty-Seal® Raintight Connectors  hd Catalog Trade Unit Std.
(Insulated) _ \ Number Size Qty. Pkg.
ﬁﬂlﬂﬂ 250-MSRT] 1/2" 25 250
251-MSRTI 3/4" 25 250

«(@)us File No. E24001
Mighty-Bite® Dry-Location Couplings Catalog Trade Unit Std.
Number Size Qty. Pkg.
F 260-MB 1/2" 25 250
261-MB 3/4" 25 250

Concrete-tight.

¢ ) File No. E24001

Mighty-Seal® Raintight Couplings w hd . Catalog Trade Unit Std.
: : Number Size Qty. Pkg.

SOLAR™  260-msrT 172" 25 250

261-MSRT 3/4" 25 200

¢«()us File No. E24001

(E) BRDGEPORT o



PUSH-EMT®

Mighty-Merge® Zinc Die Cast
Snap-in/Push-in EMT  Flex AC/MC .
iy . Catalog  Trade Trade Cable Range Unit  Std.
Transition Coupllngs Number  Size  Size Min. Max. Qty. Pkg.
280SPMB  1/2" 3/8"  14/2(43") 10/3(.61") 25 100

281SPMB  3/4" --- 10/4(61")  8/3(.72") 25 100

The patented Mighty-Merge design has a quick install
snap-in end for AC/MC cables and flexible metal conduit

and a labor saving push-in end for EMT. Ideal for transitioning
fixture whips above the drop ceiling and for continuing a run
of MC down the wall to emergency lights. Patented.

US Patent 8,487,197; 8,274,000; 6,765,143.

¢()us File No. E9391

Mighty-Bite® Push-EMT® Zinc Die Cast

Grounding Bushings Grounding Lug Wire Capacity
Catalog Min. Max. Trade Unit Std.
Number Solid Strand Size Qty. Pkg.
381-MB 14to4 1/2" 25 250
382-MB 14t0 4 3/4" 25 250
383-MB 14t04 1" 25 250

Used to ground EMT mechanically protecting

Voice/Data cables. Push-EMT grounding connectors
provide a convenient integral grounding lug with a captive
nylon 105°C insulator. Meets NEC, ANSI and TIA/EIA-568
standards for cabling in commercial buildings. Prefab

for more productivity in the field. Patented. US Patent
D749,047; D733,064; 9,257,795.

@ Listed

o8 ‘E) BRIDGEPORT
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Liquid Tight Fittings

Straight Connectors

Liquid Tight Zinc Die Cast
i Catalog Trade Unit Std.
Connectors, Stralght SOLAR Number Size Qty. Pkg.
429-LT2 3/8" 25 100
430-LT2 1/2" 25 100
431-LT2 3/4" 10 50
432-LT2 1" 5 25
433-LT2 11/4" 5 20
434-LT2 11/2" 2 10
435-LT2 2" 2 20
Straight connector for use with metallic and :g?gg 2 :13/ 1 g
nonmetallic “Type B” liquid tight conduit. 438-LT2 31/2" 1 5
NPT Threads. Polyethylene gasket. 439-LT2 4" 1 5
NEMA TYPE 2,3,3R,4 &12.
Suitable for use in Class 1 Division 2, Zinc Die Cast / Insulated Throat - 105°C
. Class Il, Divisions 1 & 2; and Class lll, Catalog Trade Unit Std.
Divisions 1 & 2 per NEC 501.30 (B) Number Size Qty. Pkg.
® FileNo. Esco g v om0
@ File No. LR39354 431-LTI2 3/4" 10 50
432-LTI2 1" 5 25
433-LTI2 11/4" 5 20
434-LTI2 11/2" 2 10
435-LTI2 2" 2 20
436-LTI2 21/2" 1 5
437-LTI2 3" 1 5
438-LTI2 31/2" 1 5
439-LTI2 4" 1 5

(E) BRIDGEPORT



Liquid Tight Fittings

Straight Connectors

Cor-Shield Polyolefin Coated Zinc Die Cast

Liquid Tight Connectors, Straight Catalog Trade Unit Std.
Number Size Qty. Pkg.
431-LT2C 3/4” 10 50
432-LT2C 17 5 25
435-LT2C 27 2 20

Bridgeport Fittings’ New LT2C Coated Liquid-tight
Connectors offer superior protection for your coated
raceway. These are the only listed fittings suitable for
Direct Burial in earth and concrete, as well as for
above-ground use. The Cor-Shield Polyolefin coating
provides a durable shield when installed in corrosive
environments. They provide a liquid (concrete, water,

and oil) tight seal, and are listed for use with both metallic
and non-metallic "Type B" liquid tight flexible conduit. NPT
Threads. Polyethylene gasket. NEMA TYPE 2,3,3R,4 &12.

Cor-Shield Polyolefin is an alternative material to Polyvinyl
Chloride (PVC). It provides superior chemical, corrosion,
and UV protection to your typical PVC coating, and it is
environmentally friendly. The strong, flexible properties
resists cracking, abra-sion and impact damage. Unlike
PVC, nicks or cuts in the Cor-Shield Polyolefin coating
can be repaired by heating the surface until the coating
flows, without the possibility of ignition.

Suitable for use in Class |, Div 2; Class Il, Div 1 and 2; and
Class lll, Div 1 and 2 hazardous locations.

@) File No. E9391

&) BRIDGEPORT



Liquid Tight Fittings

Straight Connectors

Liquid Tight Zinc Plated Steel
i Catalog Trade Unit Std.
Connectors, Straight SOLAR. o2 o o e
Uy 429-SLT 3/8" 25 100
430-SLT 1/2" 25 100
) 431-SLT 3/4" 10 50
432-SLT 1" 5 25
Steel Malleable
Straight connector for use with metallic liquid tight Zinc Plated Steel /

conduit. NPT Threads. Polypropylene or Polyethylene Insulated Throat - 105°C
gasket. NEMA TYPE 2,3,3R,4 &12. Catalog Trade Unit Std.
Suitable for use in Class 1 Division 2, - Class I, Number Size Qty. Pkg.
Divisions 1 & 2; and Class lll, Divisions 1 & 2 per 429-SLTI 3/8" 25 100
NEC 501.30 (B) 430-SLTI 1/2" 25 100
. 431-SLTI 3/4" 10 50
¢(U)us File No. E9391: 429-MLT thru 432-MLT: 432-SLTI 1 5 25

436-SLT thru 439-SLT; 429-MLTI thru 432-MLTI
@ File No. E9391: Steel and 436-SLTI thru 439-SLTI

@ File No. LR39354: Steel
*Note: UL Listing not applicable to 5" & 6" Malleable Iron.

Malleable Iron /

Malleable Iron Insulated Throat - 105°C

Catalog Trade Unit Std. Catalog Trade Unit Std.
Number Size Qty. Pkg. Number Size Qty. Pkg.
433-SLT 11/4" 5 20 433-SLTI 11/4" 5 20
434-SLT 11/2" 2 10 434-SLTI 11/2" 2 10
435-SLT 2" 2 20 435-SLTI 2" 2 20
436-SLT 21/2" 1 5 436-SLTI 21/2" 1 5
437-SLT 3" 1 5 437-SLTI 3" 1 5
438-SLT 31/2" 1 5 438-SLTI 312" 1 5
439-SLT 4" 1 5 439-SLTI 4" 1 5
440-SLT 5" - 2 440-SLTI 5" - 2
441-SLT 6" 1 441-SLTI 6" 1



Liquid Tight Fittings

US STEEL Straight Connectors

Made in the USA Liquid Zinc Plated Steel
i i Catalog Trade Unit Std.
Tight Connectors, Straight SOLAR. ro2os oo o Pre.
. 429-SLTUS 3/8" 25 100
\ 430-SLTUS 1/2" 25 100
i 431-SLTUS 3/4" 10 50
| 432-SLTUS 1" 5 25
433-SLTUS 11/4" 5 20
434-SLTUS 11/2" 2 10
435-SLTUS 2" 2 20
Straight malleable iron connectors for use with 2232532 2 :13/2 1 ‘g
metallic liquid tight conduit. Zinc Electroplated. 438:SLTUS 31/9" ’ 5
NPT Threads. Polypropylene or Polyethylene gasket. 439-SLTUS 4" 1 5
NEMA TYPE 2,3,3R,4 &12.
Suitable for use in Class 1 Division 2, - Class Il, .
Divisions 1 & 2; and Class lll, Divisions 1 & 2 per Zinc Plated Steel / o
NEC 501.30 (B) Insulated Throat - 105°C
Catalog Trade Unit Std.
(@) File No. E9391 Number Size Qty. Pkg.
429-SLTIUS 3/8" 25 100
430-SLTIUS 172" 25 100
431-SLTIUS 3/4" 10 50
432-SLTIUS 1" 5 25
433-SLTIUS 11/4" 5 20
434-SLTIUS 11/2" 2 10
435-SLTIUS 2" 2 20
436-SLTIUS 21/2" 1 5
437-SLTIUS 3" 1 5
438-SLTIUS 31/2" 1 5
439-SLTIUS 4" 1 5

103




Liquid Tight Fittings

45°Connectors
Liquid Tight Connectors, 45° Malleable Iron Bodies /
SOLAR Zinc Plated Steel Nuts
N” Catalog Trade Unit Std.
Number Size Qty. Pkg.
449-SLT 3/8" 25 100
450-SLT 1/2" 25 100
451-SLT 3/4" 10 50
452-SLT 1" 5 25
. . e . 453-SLT 11/4" 5 25
45° connector for use with metallic liquid tight conduit. 454-SLT 1190 5 10
NPT Threads. Polypropylene or Polyethylene gasket. 455-SLT ou 1 5
NEMA TYPE 2,3,3R,4 &12.
Suitable for use in Class 1 Division 2, - Class I, Malleable Iron
Divisions 1 & 2; and Class lll, Divisions 1 & 2 per Catalog Trade Unit Std.
NEC 501.30 (B) Number Size Qty. Pkg.
: 456-SLT 21/2" --- 1
. @) File No. E9391 oy SLT o ]
@ File No. LR39354 458-SLT 3172 1
459-SLT 4" 1
Malleable Iron Bodies /
Zinc Plated Steel Nuts
Insulated Throat - 105°C
Catalog Trade Unit Std.
Number Size Qty. Pkg.
449-SLTI 3/8" 25 100
450-SLTI 1/2" 25 100
451-SLTI 3/4" 10 50
452-SLTI 1" 5 25
453-SLTI 11/4" 5 25
454-SLTI 11/2" 2 10
455-SLTI 2" 1 5
Malleable Iron /
Insulated Throat - 105°C
Catalog Trade Unit Std.
Number Size Qty. Pkg.
456-SLTI 21/2" - 1
457-SLTI 3" --- 1
458-SLTI 31/2" --- 1
459-SLTI 4" 1
104 BRIDGEPORT




Liquid Tight Fittings

US STEEL 45°Connectors

Made in the USA Malleable Iron Bodies /
Liquid Tight Connectors, 45°  ggiaR Zinc Plated Steel Nuts
R

Catalog Trade Unit Std.
Number Size Qty. Pkg.
& e | 449-SLTUS 3/8" 25 100
= "‘Tb o 450-SLTUS 1/2" 25 100
# ~ddb 451-SLTUS 3/4" 10 50
‘ /" 452-SLTUS 1" 5 25
453-SLTUS 11/4" 5 25
454-SLTUS 11/2" 2 10
45° malleable iron connectors for use with 455-SLTUS on 1 5
metallic liquid tight conduit. Zinc Electroplated.
NPT Threads. Polypropylene or Polyethylene gasket. Malleable Iron
NEMA TYPE 2,3,3R,4 &12. Catalog Trade Unit Std.
Suitable for use in Class 1 Division 2, - Class I, Number Size Qty. Pkg.
Divisions 1 & 2; and Class lll, Divisions 1 & 2 per 456-SLTUS 21/2" 1
NEC 501.30 (B) 457-SLTUS 3" 1
458-SLTUS 31/2" 1
@ File No. E9391 459-SLTUS 4" — 1

Malleable Iron Bodies /
Zinc Plated Steel Nuts
Insulated Throat - 105°C

Catalog Trade Unit Std.
Number Size Qty. Pkg.
449-SLTIUS 3/8" 25 100
450-SLTIUS 172" 25 100
451-SLTIUS 3/4" 10 50
452-SLTIUS 1" 5 25
453-SLTIUS 11/4" 5 25
454-SLTIUS 11/2" 2 10
455-SLTIUS 2" 1 5

Malleable Iron / Insulated Throat - 105°C

Catalog Trade Unit Std.
Number Size Qty. Pkg.
456-SLTIUS 21/2" --- 1
457-SLTIUS 3" --- 1
458-SLTIUS 31/2" --- 1
459-SLTIUS 4" --- 1

=) BRIDGEPORT 10



Liquid Tight Fittings

90°Connectors
Liquid Tight Connectors, 90° Die Cast Zinc
snmﬂ Catalog Trade Unit Std.
Number Size Qty. Pkg.
469-LT2 3/8" 25 100
470-LT2 1/2" 25 100
471-LT2 3/4" 10 50
472-LT2 1" 5 25
473-LT2 11/4" 5 25
Die Cast Zinc / Insulated Throat - 105°C
90° conngctqr fqr use with lmetallic and nonmetallic Catalog Trade Unit Std.
“Type B” liquid tight conduit. NPT Threads. Number Size Qty. Pkg.
Polyethylene gasket. NEMA TYPE 2,3,3R,4 &12. 469-LTI2 38" o5 100
Suitable for use in Class 1 Division 2, - Class I, 470-LTI2 1/2" 25 100
Divisions 1 & 2; and Class lll, Divisions 1 & 2 per 471-LT12 3/4" 10 50
NEC 501.30 (B) 472-LTI2 1" 5 25
. 473-LTI2 11/4" 5 2
() File No. E9391
@ File No. LR39354 Cast Zinc
Catalog Trade Unit Std.
Number Size Qty. Pkg.
474-1T2 11/2" 2 10
475-LT2 2" --- 5
476-LT2 21/2" -— 1
477-LT2 3" --- 1
478-LT2 31/2" --- 1
479-LT2 4" 1

Cast Zinc / Insulated Throat - 105°C

Catalog Trade Unit Std.
Number Size Qty. Pkg.
474-LTI2 11/2" 2 10
475-LTI2 2" --- 5
476-LTI2 21/2" --- 1
477-LTI2 3" --- 1
478-LTI2 31/2" --- 1
479-LTI2 4" --- 1
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Liquid Tight Fittings

90°Connectors
Liquid Tight Connectors, 90° Malleable Iron Bodies /
Zinc Plated Steel Nuts
Sl]l.ﬂﬂ Catalog Trade Unit Std.
" Number Size Qty. Pkg.
469-SLT 3/8" 25 100
470-SLT 1/2" 25 100
: 471-SLT 3/4" 10 50
Steel Malleable Iron 472-SLT 1" 5 25
473-SLT 11/4" 5 25
90° connector for use with metallic liquid tight conduit. 474-SLT 1 11 ' 2 10
NPT Threads. Polypropylene or Polyethylene gasket. 475-SLT 2 - 5
NEMA TYPE 2,3,3R,4 &12 Malleable Iron
Suitable for use in Class 1 Division 2, - Class Il, Divisions  Catalog Trade Unit Std.
1 & 2; and Class lll, Divisions 1 & 2 per NEC 501.30 (B) Number Size Qty. Pkg.
- : : ) QT 476-SLT 21/2" 1
cus File No. E9391: Steel: 476-SLT thru 479-SLT; 477-SLT gn 1
476-SLTl thru 479-SLTI 478-SLT 31/2" — 1
479-SLT 4" 1

@ File No. LR39354: Steel

Malleable Iron Bodies /
Zinc Plated Steel Nuts
Insulated Throat - 105°C

Catalog Trade Unit Std.
Number Size Qty. Pkg.
469-SLTI 3/8" 25 100
470-SLTI 172" 25 100
471-SLTI 3/4" 10 50
472-SLTI 1" 5 25
473-SLTI 11/4" 5 25
474-SLTI 11/2" 2 10
475-SLTI 2" --- 5
Malleable Iron / Insulated Throat - 105°C
Catalog Trade Unit Std.
Number Size Qty. Pkg.
476-SLTI 21/2" --- 1
477-SLTI 3" --- 1
478-SLTI 31/2" --- 1
479-SLTI 4" --- 1
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Liquid Tight Fittings

US STEEL 90°Connectors

Made in the USA Malleable Iron Bodies /
Liquid Tight Connectors, 90°  gqiaAR Zinc Plated Steel Nuts
R

Catalog Trade Unit Std.
Number Size Qty. Pkg.

&£ 469-SLTUS 3/8" 25 100

& AR 470-SLTUS 1/2" 25 100
L 471-SLTUS 3/4" 10 50

‘ 472-SLTUS 1" 5 25
' 473-SLTUS 11/4" 5 25
474-SLTUS 11/2" 2 10

90° connector for use with metallic liquid tight 475-SLTUS 2" 5

conduit. NPT Threads. Polypropylene or Polyethylene

gasket. NEMA TYPE 2,3,3R,4 &12. Malleable Iron

Suitable for use in Class 1 Division 2, - Class II, ﬁﬁ:ﬁgﬁ Té?zdee g?;/t glt(‘;
Divisions 1 & 2; and Class lll, Divisions 1 & 2 per 176.SLTUS 21 1
. NEC 501.30 (B) pibpienins v !
(@) File No. E9391 478-SLTUS 31/2" y
479-SLTUS 4" -— 1

Malleable Iron Bodies /
Zinc Plated Steel Nuts
Insulated Throat - 105°C

Catalog Trade Unit Std.
Number Size Qty. Pkg.
469-SLTIUS 3/8" 25 100
470-SLTIUS 172" 25 100
471-SLTIUS 3/4" 10 50
472-SLTIUS 1" 5 25
473-SLTIUS 11/4" 5 25
474-SLTIUS 11/2" 2 10
475-SLTIUS 2" --- 5
Malleable Iron / Insulated Throat - 105°C
Catalog Trade Unit Std.
Number Size Qty. Pkg.
476-SLTIUS 21/2" --- 1
477-SLTIUS 3" --- 1
478-SLTIUS 31/2" --- 1
479-SLTIUS 4" --- 1



Liquid Tight Fittings

Non-metallic Connectors

Liquid Tight Connectors, Straight Nonmetallic
i ° Catalog Trade Unit Std.
Stralght & 90 Sﬂlﬂﬂ Number Size Qty. Pkg.
S
429-NMLT 3/8" 25 100
430-NMLT 1/2" 25 100
431-NMLT 3/4" 10 50
432-NMLT 1" 5 25
433-NMLT 11/4" 5 25
434-NMLT 11/2" 2 10
429-NMLT 470-NMLT 435-NMLT 2" 2 10

Nonmetallic straight and 90° connectors for use

90° Nonmetallic
with nonmetallic “Type B” liquid tight conduit.

Sunlight resistant. NPT Threads. Polypropylene or Catalog Trade Unit Std.
Polyethylene gaskets. NEMA TYPE 2,3,3R,4,4X &12. Number Size Qty. Pkg.
469-NMLT 3/8" 25 100
«@)us File No. E9391 470-NMLT 1/2" 25 100
471-NMLT 3/4" 10 50
472-NMLT 1" 5 25
473-NMLT 11/4" 2 10
474-NMLT 11/2" 2 10
475-NMLT 2 > 10

Screw-0On Liquid Tight Straight Nonmetallic
i ° Catalog Trade Unit Std.
Connectors, Straight & 90 SDLAR. CXels rad o S

p—

430-NMLTS 1/2" 25 100
431-NMLTS 3/4" 25 100

90° Nonmetallic

Catalog Trade Unit Std.

430-NMLTS 470-NMLTS Number Size Qty. Pkg.
470-NMLTS 172" 10 100

Nonmetallic straight and 90° connectors for use with 471-NMLTS 3/4" 10 100

nonmetallic “Type B” liquid tight conduit. Connectors
simply screw onto conduit. No tools required!
Sunlight resistant. NPT Threads. Rubber O-ring.
NEMA TYPE 2,3,3R,4,4X &12. -

(@) File No. E9391
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Liquid Tight Fittings

Transitions
Transition Couplings Zinc Die Cast
SOLAR rade  Trac
Catalog Trade Trade Unit Std.
v Number Size Size Qty. Pkg.
4360-DC 1/2" 1/2" 25 100
4361-DC 3/4" 3/4" 10 50
4362-DC 1" 1" 10 50
4363-DC 11/4" 11/4" 5 25
4364-DC 11/2" 11/2" 5 25
Coupling used to join either metallic or 4365-DC 2" 2" 5 20
nonmetallic “Type B” liquid tight to EMT.
Concrete-tight. UL Listed “Raintight”.
Patented. US Patent 7,390,027.
«(@)us File No. E24001
Raintight Steel
Transition Couplings LT Rigid _
smﬂﬂ Catalog Trade Trade Unit Std.
. ) N Number Size Size Qty. Pkg.
ﬁ-’; ;7‘ 4369-LT 3/8" 1/2" 25 125
4370-LT 1/2" 1/2" 20 100
i " 4371-LT 3/4" 3/4" 10 50
-y : 4372-LT 1" 1" 5 25
o 4373-LT 11/4" 11/4" 4 20
4374-LT 11/2" 11/2" 3 15
4375-LT 2" 2" 2 10

Used to join rigid or IMC to metallic liquid tight
conduit. Concrete-tight.

«@)us File No. E9391

‘E) BRIDGEPORT



Liquid Tight Fittings

Sealing Rings
Liquid Tight Sealing Rings Polyethylene with Steel Retainer
Catalog Trade Unit Std.
Sﬂlﬂﬂ Number Size Qty. Pkg.
SR-050 1/2" 100 400
SR-075 3/4" 100 400
SR-100 1" 100 400
SR-125 11/4" 50 200
SR-150 11/2" 50 200
SR-200 2" 50 200
Provides liquid tight sealing with connector to SR-250 21/2" - 5
box or enclosure. Rubber with steel retaining ring. SR-300 3" ) --- 5
NEMA TYPE 2,3,3R, 4. SR-350 31/ - 5
SR-400 4 5

«@)us File No. E11259

(E) BRIDGEPORT









Raintight

PUSH-EMT® Connectors

Mighty-Seal® Raintight
PUSH-EMT® Connectors SOLAR
S

Connecting EMT has never been this fast and
easy. Simply push the connector onto the conduit
for a raintight/wet location seal. Removable and
reusable. Approximately 75% quicker to install
than conventional fittings. NEMA TYPE 2,3,3R & 4.
NPSM Threads. Neoprene Gasket. Patented.

US Patent 8,474,877; 7,841,630.

() File No. E24001

Mighty-Seal®

PUSH-EMT® C li
ouplings SOLAR
S’

Connecting EMT has never been this fast and easy.
Simply push the coupling onto the conduit for a
raintight/wet location seal. Removable and reusable.
Approximately 75% quicker to install than conventional
fittings. Patented. US Patent 8,474,877; 7,841,630.

«@)us File No. E24001
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Zinc Die Cast

Catalog Trade Unit Std.
Number Size Qty. Pkg.
250-MSRT 1/2" 25 250
251-MSRT 3/4" 25 250

Zinc Die Cast / Insulated Throat - 105°C

Catalog Trade Unit Std.
Number Size Qty. Pkg.
250-MSRTI 1/2" 25 250
251-MSRTI 3/4" 25 250
Zinc Die Cast

Catalog Trade Unit Std.
Number Size Qty. Pkg.
260-MSRT 1/2" 25 250
261-MSRT 3/4" 25 250




Raintight

Compression Connectors

Extra Long Raintight Zinc Die Cast
mpr ion nnector Catalog Trade Unit Std. Thread
Co pressio Connectors Sﬂlﬂﬂ Number Size Qty. Pkg. Length
250-RT2XL 1/2" 50 500 0.995"
251-RT2XL 3/4" 25 250 1.023"
252-RT2XL 1" 15 150 1.088"
Compression style connector with internal sealing
ring and knockout gasket to create a raintight seal
when connecting EMT to box or enclosure. Extra
long threads for connecting to thicker enclosures
and solar combiner boxes. NEMA TYPE 2,3,3R & 4.
NPSM Threads. These have rubber gaskets with
steel retaining rings. Patented. US Patent D787,648;
7,976,070; 7,604,261; 7,390,027
@ File No. E24001
Made in the USA Raintight Zinc Die Cast
Compression Connectors Catalog Trade Unit Std.
SOLAR.  Number Size Qty. Pkg.
" 250-RT2US 1/2" 50 500
~l 251-RT2US 3/4" 25 250
: 252-RT2 1" 15 150
= ‘W 253-RT2 11/4" 10 100
‘ 254-RT2 11/2" 10 40
: y 255-RT2 2" -—- 10
Zinc Die Cast / Insulated Throat - 105°C
Compression style connector with internal sealing Catalog Trade Unit Std
ring and knockout gasket to create a raintight Number Size Qty. Pkg-.
seal when connecting EMT to box or enclosure. 260-RTI2US /2" 50 500
NEMA TYPE 2,3,3R & 4. NPT Threads. 251:RT|2US 34" o5 250
1/2" and 3/4" have a polyethylene gasket. 550-RTI2 1 15 150
Other sizes have rubber gaskets with steel 253-RTI2 11/4" 10 100
retaining rings. Patented. US Patent 9,787,070; 254-RTI2 11/2" 10 40
9,343,883; 7,976,070; 7,604,261; 7,390,027. 255-RTI2 2" 10
256-RTI2 21/2" - 12
@) File No. E24001 257-RTI2 3" 12
258-RTI2* 31/2" - 6
259-RTI2* 4" - 6

*Consult factory for availability.
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Raintight

Compression Fittings

Raintight
Compression Connectors

Compression style connector with internal
sealing ring and knockout gasket to create
a raintight seal when connecting EMT to
box or enclosure. NEMA TYPE 2,3,3R & 4.
NPT Threads. 1/2" and 3/4" have a
polyethylene gasket. Patented.

US Patent 7,976,070; 7,604,261; 7,390,027.

@) File No. E24001

SOLAR
N

A

Raintight
Compression Couplings

Compression style coupling used to join
two lengths of EMT. Internal sealing rings
create a raintight seal. Patented.

US Patent 7,976,070; 7,604,261;
7,390,0271.

¢()us File No. E24001

116

Zinc Die Cast

Catalog Trade Unit Std.
Number Size Qty. Pkg.
250-RT2 1/2" 50 500
251-RT2 3/4" 25 250

Zinc Die Cast / Insulated Throat - 105°C

Catalog Trade Unit Std.
Number Size Qty. Pkg.
250-RTI2 1/2" 50 500
251-RTI2 3/4" 25 250
Zinc Die Cast

Catalog Trade Unit Std.
Number Size Qty. Pkg.
260-RT 1/2" 50 500
261-RT 3/4" 25 250

‘E) BRIDGEPORT



Raintight

Compression Fittings

Made in the USA Raintight Zinc Die Cast

Compression Couplings Catalog Trade Unit Std.
SOLAR.  Number Size Qty. Pkg.
" 260-RTUS 1/2" 50 500
261-RTUS 3/4" 25 250
262-RT 1" 15 150
263-RT 1 1/4" 10 100

= 264-RT 11/2" 10 40
n 265-RT 2" 10
.}0 266-RT 21/2" 12

" 267-RT 3" 12

' 0 268-RT* 31/2" 6

'.;T i 269-RT* 4 6

."r *Consult factory for availability.

Compression style coupling used to join two
lengths of EMT. Internal sealing rings create a
raintight seal. Patented. US Patent 9,787,070;
9,343,883; 7,976,070; 7,604,261; 7,390,027.

(@) File No. E24001

Raintight Zinc Plated Steel
i Catalog Trade Unit Std.
Compression Connectors SOLAR. 29 rac o v
250-SRT 172" 25 250
251-SRT 3/4" 25 250
252-SRT 1" 10 100
253-SRT 11/4" - 25
254-SRT 11/2" - 25
255-SRT 2" 10
256-SRT 21/2" 2 10
. . ) ) 257-SRT 3" 2 10
Compression type connector with internal sealing ring 258-SRT 31/2" e 6
and knockout gasket to create a raintight seal when 259-SRT 4" - 6
connecting EMT to box or enclosure. NEMA TYPE
2,3,3R & 4. NPSM Threads. BUNA-N Gasket. Zinc Plated Steel / Insulated Throat - 105°C
Patented. US Patent 7,976,070; 7,604,261; 7,390,027. .
Catalog Trade Unit Std.
«(@)us File No. E24001 Number Size Qy. Pkg.
250-SRTI 1/2" 25 250
251-SRTI 3/4" 25 250
252-SRTI 1" 10 100
253-SRTI 11/4" 25
254-SRTI 11/2" 25
255-SRTI 2" 10
256-SRTI 21/2" 2 10
257-SRTI 3" 2 10
258-SRTI 31/2" 6
259-SRTI 4" 6
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Raintight

Threadless Compression Fittings

Raintight Zinc Plated Steel
Compression Couplings Catalog Trade Unit Std.
SOLAR.  Number Size Qty. Pkg.
" 260-SRT 1/2" 25 250
261-SRT 3/4" 20 200
262-SRT 1" 10 100
263-SRT 11/4" 25
264-SRT 11/2" 25
265-SRT 2" 10
Compression style coupling used to join two lengths ggg:gg 2 :13/2 g 18
of EMT. Intgrnal sgali_ng rings create a raintight seal. 268-SRT 31/2" . 6
Concrete-tight/Raintight. Patented. 269-SRT 4" — 6
US Patent 7,976,070; 7,604,261; 7,390,027.
<@ File No. E24001
Raintight Rigid Zinc Plated Steel
. Catalog Trade Unit Std.
Compression Connectors Numbor Sire Q. Pkg.
3000-RT 1/2" 25 100
3001-RT 3/4" 25 100
3002-RT 1" 5 25
3003-RT 11/4" 5 25
3004-RT 11/2" 2 10
3005-RT 2" 1 5
Compression type connector used to join unthreaded
steel rigid conduit to box or enclosure in a wet location.
«(@)us File No. E9391
Raintight ngld Zinc Plated Steel
. . Catalog Trade Unit Std.
Compression Couplings Nurmber iy Qty. Pk,
3100-RT 1/2" 25 100
3101-RT 3/4" 25 100
3102-RT 1" 5 25
3103-RT 11/4" 5 25
3104-RT 11/2" 2 10
3105-RT 2" 1 5

Compression type connector used to join unthreaded
steel rigid conduit to box or enclosure in a wet location.

«(@)us File No. E9391

(E) BRIDGEPORT



Raintight

Transitions
Mighty-Merge® Raintight Zinc Die Cast
Transition Couplings Catalog EMT Rigid Unit Std.
SOLAR  Number  Trade Size Trade Size Qty.  Pkg.

290-RT 1/2" 1/2" 25 100
291-RT 3/4" 3/4" 25 100
292-RT 1" 1" 10 50
293-RT 11/4" 11/4" 5 25
294-RT 11/2" 11/2" 2 20
295-RT 2" 2" 2 20
299-RT 4" 4" 1 5

Couplings used to transition EMT to rigid for

a secure raintight/wet location seal. Female

NPT Threads. Patented. US Patent 7,390,027.

@). Listed

Mighty-Seal® Raintight Connectors Zinc Die Cast with

for NPT Threaded Hubs Stainless Steel Close Nipple
Catalog EMT Trade Unit Std.
Number Size Qty. Pkg.
250-RTNPT 1/2" 25 100
251-RTNPT 3/4" 25 100
252-RTNPT 1" 10 50

Connectors used to join EMT to suitable NPT conduit
bodies, enclosures, and hubs. Male NPT threads
provide a secure raintight/wet location seal.
Patented. US Patent 7,390,027.

c@w Listed Assembly

‘E) BRIDGEPORT



Raintight

Transitions
Transition Couplings Zinc Die Cast
Catalog EMT LT Unit Std.
SOLAR  Number  Trade Size Trade Size Qty.  Pkg.
" 4360-DC 1/2" 1/2" 25 100
4361-DC 3/4" 3/4" 10 50
4362-DC 1" 1" 10 50
4363-DC 11/4" 11/4" 5 25
4364-DC 11/2" 11/2" 5 25
4365-DC 2" 2" 5 20
Coupling used to join either metallic or nonmetallic
(Type “B”) liquid tight to EMT. Concrete-tight.
UL Listed “Raintight”. Patented. US Patent 7,390,027.
«@)us File No. E24001
Raintight Steel
Transition Couplings Catalog LT Rigid Unit Std.
Slll.ﬂl:l Number Trade Size  Trade Size Qty. Pkg.
: 4369-LT 3/8" 1/2" 25 125
‘ %.- . 4370-LT 1/2" 1/2" 20 100
. ~ 4371-LT 3/4" 3/4" 10 50
dimer 4372-LT 1" 1" 5 25
\__k 4373-LT 11/4" 11/4" 4 20
. - 4 4374-LT 11/2" 11/2" 3 15
4375-LT 2" 2" 2 10

Used to join rigid or IMC to metallic
liquid tight conduit. Concrete-tight.

(@) Listed “Raintight”
«(@)s File No. E9391

‘E) BRIDGEPORT



Raintight

UF Connectors

S0LAR
-

Connector provides watertight seal around
underground feeder cable. Tapered (NPT) threads.

@) File No. E11698

Watertight Service
Entrance Cable Connectors

Compression type connector which provides
watertight seal around service entrance cable.

‘E) BRIDGEPORT

Specialty Cable Connectors

Zinc Die Cast
Catalog  Trade Cable Size Unit  Std.
Number Size Min. Max. Qty. Pkg.
761-UF 1/2" 14/2 (.250") 10/2 (.500") 25 100
762-UF 3/4" 14/3 (.260") 10/3 (.720") 10 50
Zinc Die Cast
Catalog K.O. Grommet Unit Std.
Number Size Opening Size Qty. Pkg.
763-4 1" 520" x .840" 10 100
763-6 1" 460" x .698" 10 100
763-8 1" 406" x .688" 10 100
764-2 11/4" .600" x 1.000" 5 50
764-2N 11/4" .665" x 1.094" 5 50
764-3 11/4" .560" x .950" 5 50
765-2 11/2" .865" x 1.325" -—- 25
765-3 11/2" .875" x 1.375" -—- 25
766-2 2" .837" x 1.326" -—- 10
766-3 2" .870" x 1.370" -—- 10
766-4 2" .900" x 1.500" --- 10
766-4N 2" 1.090" x 1.694" -—- 10
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Raintight

Hubs
Threaded Hubs Zinc Die Cast
Catalog Trade Unit Std.
Sﬂlﬂﬂ Number Size Qty. Pkg.
151-DC 1/2" 25 100
152-DC 3/4" 25 100
153-DC 1" 10 50
154-DC 11/4" 5 25
155-DC 11/2" 2 20
- . . 156-DC 2" 2 20
To secure threaded rigid service entrance conduit 157-DC 2 1/o" 10
to box or enclosure. Insulated throat rated 105°C. 158-DC 3 5
BUNA-N sealing ring completely encircles knockout to 159-DC 31/2" 1 5
prevent contaminants from entering enclosure. 160-DC 4" 1 5
Concrete-tight. Female NPT threads. Male NPSM
threads. NEMA TYPE 2,3,3R & 4.
«(@)us File No. E9391: Type 4 - Water Tight
@ File No. LR39354
. Note: UL listing not applicable to 5" & 6" Malleable Iron.
Grounding Hubs Zinc Die Cast
Catalog K.O. Lug Unit Std.
snmn Number Size Size Qty. Pkg.
= 166-DCG 2" 14t0 1/0 2 20
167-DCG 2 1/2" 14t0 1/0 1 10
168-DCG 3" 14t0 1/0 1 5
169-DCG 3 1/2" 6 to 3/0 1 5
170-DCG 4" 6 to 3/0 1 5

Used to secure threaded rigid service entrance
conduit to box or enclosure. Bridgeport Grounding
Hubs provide a point of attachment for a ground
wire per 2014 NEC Article 250.92(B). Listed for
use in wet locations.

@m Listed
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Raintight

Mighty-Align® Self-Aligning,
Raintight, Three-Piece SOLAR
Conduit Couplings S

Used to join two lengths of threaded rigid

and IMC conduit. NPT thread. Buna-N O-ring.
NEMA Type 2,3,3R & 4. Patented.

US Patent 7,350,832.

(@ File No. E9391

Mighty-Seal®
Raintight Reducing SOLAR
Sealing Washers ~—

®

Used when a concentric knockout breaks out larger
than expected. Maintains NEMA 2,3,3R & 4rating
on listed enclosures. Includes one coated and one
uncoated washer. Coated washer installs on the
exterior of the box. Sunlight resistant. Patented.

US Patent 9,709,171.

«(@)us File No. E11259

(E) BRIDGEPORT

Malleable Iron

Specialty Fittings

Catalog Trade Unit Std.
Number Size Qty. Pkg.
1121-RT 1/2" 25 100
1122-RT 3/4" 10 100
1123-RT 1" 5 50
1124-RT 11/4" --- 25
1125-RT 11/2" --- 20
1126-RT 2" --- 10
1127-RT 21/2" --- 5
1128-RT 3" --- 5
1129-RT 31/2" --- 4
1130-RT 4" --- 5

EPDM Rubber Coated Galvanized Steel

Catalog Trade Std. Master
Number Size Qty. Pkg.
1061-RT 3/4" - 1/2" 20 200
1062-RT 1" -1/2" 20 200
1063-RT 1" -3/4" 20 200
1064-RT 11/4"-1/2" 20 200
1065-RT 11/4" - 3/4" 20 200
1066-RT 11/4"-1" 20 200
1071-RT 2" -1/2" 10 100
1072-RT 2" - 3/4" 10 100
1073-RT 2" - 1" 10 100
1074-RT 2"-11/4" 10 100
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Raintight

JMC/TECK Cable Connectors
Mighty-Seal® PVC

Jacketed MC and TECK

Cable Connectors

CONCRETE-TIGHT RAINTIGHT

For connecting PVC jacketed MC cable (parking deck/lot cable) or TECK cable to box or enclosure. Simply strip 7/8"
to 1" of jacket from end of cable, loosen nut, and push cable into connector until cable reaches end stop. Tighten nut
for raintight connection. Knockout gasket provides positive seal at 1/2" K.O. NPT tapered threads permits installation

in threaded boxes. The 595-DC2C, 596-DC2C and 895-DC2C have a Cor-Shield Polyolefin coating and are listed
for direct burial. Concrete-tight. NPT Thread. Polyethylene gasket. NEMA TYPE 2,3,3R, 4. DC2C versions are also

NEMA TYPE 4X. Patented. US Patent D604,242: 6,737,584.
@) File No. E20534 (except 595-DC2C, 596-DC2C and 895-DC2C)
@). Listed: 595-DC2C, 596-DC2C and 895-DC2C

Zinc Die Cast / Cor-Shield Polyolefin Coating

NPT JMC TECK 90 JMC TECK 90 Unit  Std.
Cat No. Size JMC TECK 90 Armor O.D. Armor O.D. Jacket O.D. Jacket O.D. Qty. Qty.
595-DC2 1/2"  12/2t010/3  14/2to12/2  .500" - .610" .500"-.610" .605"-.710" .650"-.686" 15 60
596-DC2 1/2"  10/4to 8/3 12/3t0 10/3  .645" - .685"  .650-.700" .723"-.795" .710"-.761" 15 60
597-DC2 3/4" 8/4t0 6/3 10/4 - 8/3 793" - .890" .780"-.900" .893"-.965" .804" -.917" 5 50
895-DC2 12" 12/2t010/3 14/2t012/2  .500" - .610" .500"-.610" .605"-.710" .650"-.686" 10 40
Zinc Die Cast / Insulated Throat - 105°C

NPT JMC TECK 90 JMC TECK 90 Unit  Std.
Cat No. Size JMC TECK'90 Armor O.D. Armor O.D. Jacket O.D. Jacket O.D. Qty. Qty.
595-DCI2 12" 12/2t010/3 14/2t0 12/2  .500" - .610" .500" - .610" .605" -.710" .650" - .686" 15 60
596-DCI2 12" 10/4 to 8/3 12/3t0 10/3  .645" - .685" .650 - .700" 723" -.795" 710" -.761" 15 60
895-DCI2 12" 12/2t010/3 14/2t012/2  .500" - .610" .500"-.610" .605"-.710" .650"-.686" 10 40
Zinc Die Cast / Cor-Shield Polyolefin Coating

NPT JMC TECK 90 JMC TECK 90 Unit  Std.
Cat No. Size JMC TECK'90 Armor O.D. Armor O.D. Jacket O.D. Jacket O.D. Qty. Qty.
595-DC2C 1/2" 12/2t010/3 14/2t012/2 500" - .610" .500"-.610" .605"-.710" .650" - .686" 10 40
596-DC2C 1/2" 10/4 to 8/3 12/3t0 10/3  .645" - .685" .650 - .700" 723" - .795" 710" -.761" 10 40
895-DC2C 1/2" 12/2t010/3 14/2to12/2  .500" - .610" .500"-.610" .605"-.710" .650" - .686" 10 40
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Raintight

Sealing Locknuts and Rings

Sealing Locknuts Steel / PVC Seal
Catalog Trade Unit Std.
i Number Size Qty. Pkg.
¥ O 141 1/2" 50 200
! 142 3/4" 25 100
3 143 1" 25 100
3 ; 144 11/4" 25 100
" 2 145 11/2" 25 100
tage 146 2" 25 100
147 21/2" 5 25
Used to provide raintight seal when fastening threaded 148 s S 25
conduit to unthreaded opening in a box or enclosure. ]gg 3 1/ g gg
NPSL Thread. PVC gasket. NEMA TYPE 2,3,3R, 4.
@ File No. E9391
Liquid Tight Polyethylene With Steel Retainer
Sealing Rings Catalog Trade Unit Std.
SOLAR Number Size Qty. Pkg.
" SR050 172" 100 400
SR-075 3/4" 100 400
SR-100 1" 100 400
SR-125 11/4" 50 200
SR-150 11/2" 50 200
SR-200 2" 50 200
SR-250 21/2" --- 5
SR-300 3" 5
R, N SR-350 31/2" 5
Provides liquid tight sealing with connector SR-400 4" - 5

to box or enclosure. Rubber with steel
retaining ring. NEMA TYPE 2,3,3R, 4.

«(@)us File No. E11259
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Raintight

Conduit Bodies

EMT Conduit Body
with Integral Raintight
Connector, Type LB

LB Conduit Bodies with Integral Raintight Connectors
allows access to the interior of a conduit system for
inspection, pulling and maintenance, without needing
to thread connectors into a conduit body entry.

These conduit bodies come with stainless steel
screws, an aluminum cover, and a neoprene gasket.
NEMA TYPE 2,3,3R & 4.

EMT Conduit Body
with Integral Raintight
Connector, Type LLR

LLR Conduit Bodies with Integral Raintight Connectors
allows access to the interior of a conduit system for
inspection, pulling and maintenance, without needing
to thread connectors into a conduit body entry.

These conduit bodies come with stainless steel screws,
an aluminum cover, and a neoprene gasket.
NEMA TYPE 2,3,3R & 4.

126

Aluminum with Cover and Gasket

EMT Max
Catalog Trade Unit Std. Volume Wire Size
Number Size Qty. Pkg. AWG.
LB-42RT 3/4" 10 60 7.7 cubicin (126 cubic cm)* 3 - #6
LB-43RT 1" 5 30 13.8 cubicin (227 cubic cm)* 3 - #4
*Refer to product label/markings for exact dimensions.
Aluminum with Cover and Gasket

EMT Max
Catalog Trade Unit Std. Volume Wire Size
Number Size Qty. Pkg. AWG.
LLR-42RT 3/4" 10 60 9.0 cubic in (147 cubic cm)* 3 - #6
LLR-43RT 1" 5 30 15.0 cubic in (246 cubic cm)* 3 - #4

*Refer to product label/markings for exact dimensions.
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Bushings

Split Bushings

Mighty-Rite®

Split Grounding Bushings SOLAR
~—

Install your bushings on conduit or fittings before or
after pulling wire and making connections. Mighty-Rite’s
innovative hinged design adjusts and aligns easier —
even in tight spots. Our adjustable lay-in lugs accept
and position conductors for simple access.
Mighty-Rite’s unique split design and ease-of-use
allows shorter facility downtime when upgrading
existing power and data systems.

All Zinc Die Cast Mighty-Rites are now available with
Stainless steel hardware and UV stabilized insulators,
for use in outdoor applications.

150°C Captive Nylon Insulator. Patented.
US Patent 8,419,449; 7,182,611; 6,840,782.

¢()us File No. E20412

Mighty-Rite®
Split Grounding Bushings

Install your bushings on conduit or fittings before or
after pulling wire and making connections. Mighty-Rite’s
innovative hinged design adjusts and aligns easier —
even in tight spots. Our adjustable lay-in lugs

accept and position conductors for simple access.
Mighty-Rite’s unique split design and ease-of-use
allows shorter facility downtime when upgrading
existing power and data systems.

150°C Captive Nylon Insulator. Patented.
US Patent 8,419,449; 7,182,611; 6,840,782.

«(@)us File No. E20412
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Zinc Die Cast / Tin Plated Aluminum Alloy Lug /
Stainless Steel Screws

Grounding Lug

Wire Capacity
Catalog Min. Max. Trade Unit Std.
Number Solid Strand Size Qty. Pkg.
SGB-382CL 14t04 3/4" 25 250
SGB-383CL 14t04 1" 25 250
SGB-38414 14t04 11/4" 20 200
SGB-384CL 1410 1/0 11/4" 20 200
SGB-38514 14t04 11/2" 20 200
SGB-385CL 1410 1/0 11/2" 20 200
SGB-38614 14t0 4 2" 10 100
SGB-386CL 1410 1/0 2" 10 100
SGB-38740 6 to 250 MCM 21/2" --- 25
SGB-387CL 1410 1/0 21/2" --- 25
SGB-38840 6 to 250 MCM 3" --- 25
SGB-388CL 1410 1/0 3" --- 25
SGB-38940 6 to 250 MCM 31/2" --- 25
SGB-389CL 6t0 3/0 31/2" --- 25
SGB-39040 6 to 250 MCM 4" --- 20
SGB-390CL 6 to 3/0 4" --- 20
Zinc Plated Steel / Tin Plated Aluminum
Alloy Lug / Zinc Plated Steel Screws

Grounding Lug

Wire Capacity
Catalog Min. Max. Trade Unit Std.
Number Solid Strand Size Qty. Pkg.
SGBS-381CL 14104 1/2" 25 250
SGBS-382CL 14104 3/4" 25 250
SGBS-383CL 14104 1" 25 250
SGBS-38414 14104 11/4" 20 200
SGBS-384CL 1410 1/0 11/4" 20 200
SGBS-38514 14104 11/2" 20 200
SGBS-385CL 1410 1/0 11/2" 20 200
SGBS-38614 14104 2" 10 100
SGBS-386CL 1410 1/0 2" 10 100
SGBS-38740 6 to 250 MCM 21/2" --- 25
SGBS-387CL 1410 1/0 21/2" --- 25
SGBS-38840 6 to 250 MCM 3" --- 25
SGBS-388CL 1410 1/0 3" -—- 25
SGBS-38940 6 to 250 MCM 31/2" -—- 25
SGBS-389CL 6 to 3/0 31/2" -—- 25
SGBS-39040 6 to 250 MCM 4" -—- 20
SGBS-390CL 6 to 3/0 4" --- 20
SGBS-39050 350 to 500 MCM 4" --- 10
SGBS-39150 350 to 500 MCM 5" --- 10
SGBS-39250 350 to 500 MCM 6" --- 10

(E) BRIDGEPORT



Bushings

Split Bushings

Mighty-Rite® Nonmetallic Split Bushing

Nonmetallic Split Bushings Catalog Trade Unit Std.
Number Size Qty. Pkg.
SB-383NM 1" 25 250
SB-384NM 11/4" 20 200
SB-385NM 11/2" 20 200
SB-386NM 2" 10 100
SB-387NM 21/2" --- 25
SB-388NM 3" --- 25
SB-389NM 31/2" --- 25
SB-390NM 4" --- 20

Patented split design allows for installation after
conductors have been pulled. Used with a locknut
to terminate threaded rigid and IMC or fittings to a
box or enclosure. Used with a connector to prevent
damage to wire insulation. Rated 105°C. Patented.
US Patent 9,012,791; 9,000,310; D721,652.

«(@)us File No. E9391

Mighty-Rite® Zinc Plated Steel /

Threadless Tin Plated Aluminum Alloy Lug /
Split Grounding Zinc Plated Steel Screws
. Grounding Lug
Bushlngs Wire Capacity
Catalog Min. Max. Trade Unit  Std.
Number Solid Strand Size Qty. Pkg.
SGBTL383CL 14to 4 1" 15 150
SGBTL384CL 14t0 1/0 11/4" 10 100
Install your bushings on threadless EMT or Rigid conduit SGBTL385CL 1410 1/0 1172 10 100
before or after pulling wire and making connections. SGBTL386CL 1410 1/0 2’ 10 100
Mighty-Rite’s innovative hinged design adjusts and gggp[gggjg g :g ggg mgm 2 :13/ 2 gg
?Ilgns eaair - zven |'rt1. tight s%otst. Ou; adjysta}ble lay-in SGBTL38940 6 10 250 MCM 31/ o5
ugs accept and position conductors for simple access. SGBTL39040 6 t0 250 MCM 4 20

Mighty-Rite’s unique split design and ease-of-use allows
shorter facility downtime when upgrading existing power
and data systems.

150°C Captive Nylon Insulator. Patented.
US Patent 8,419,449; 7,182,611; 6,840,782.

«@)us File No. E20412
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Bushings

Bushings

Threadless
Grounding Bushings

Used to terminate threadless rigid conduit

or IMC to a cabinet. Tin Plated Aluminum alloy

lug provided for bonding jumper to neutral busbar.
Plastic liner prevents damage to wire insulation.

«(@)us File No. E20412

Insulated Grounding Bushings

=

4

BT

Used with locknut to terminate service conduit

or fittings to cabinet. Tin Plated Aluminum alloy
lug provided for bonding jumper to neutral busbar.
Plastic liner prevents damage to wire insulation.

¢ File No. E20412

130

Zinc Die Cast / Zinc Plated Steel Screws /
Tin Plated Aluminum Alloy Lug

Grounding Lug

Wire Capacity
Catalog Min. Max. Trade Unit Std.
Number Solid Strand Size Qty. Pkg.
TL-381 14to 4 1/2" 50 500
TL-382 14to 4 3/4" 50 500
Malleable Iron / Zinc Plated Steel Screws /
Plastic Metaliner - 150°C

Grounding Lug

Wire Capacity
Catalog Min. Max. Trade Unit Std.
Number Solid Strand Size Qty. Pkg.
381 14to0 4 1/2" 50 500
382 14to0 4 3/4" 50 500
383 14to 4 1" 25 250
384 1410 1/0 11/4" 20 200
384-14 14t0 4 11/4" 20 200
385 1410 1/0 11/2" 20 200
385-14 14to0 4 11/2" 20 200
386 1410 1/0 2" 10 100
386-14 14t0 4 2" 10 100
387 1410 1/0 21/2" --- 25
387-40 6 to 250 MCM 21/2" --- 25
388 1410 1/0 3" --- 25
388-40 6 to 250 MCM 3" --- 25
389 1410 1/0 31/2" --- 25
389-40 6 to 250 MCM 31/2" --- 25
390 1410 1/0 4" --- 20
390-40 6 to 250 MCM 4" --- 20
391 6 to 250 MCM 5" --- 5
392 6 to 250 MCM 6" --- 5

(E) BRIDGEPORT



Bushings

Bushings

Insulated Grounding Bushings Zinc Die Cast / Zinc Plated Steel Screws /
Plastic Metaliner - 150°C

Grounding Lug
Wire Capacity

H.ﬁ‘ ’ Catalog Min. Max. Trade  Unit  Std.
Number Solid Strand Size Qty. Pkg.
4 381-DC 14to 4 1/2" 50 500
382-DC 14to 4 3/4" 50 500
383-DC 14to 4 1" 25 250
Used with locknut to terminate service conduit 222:88 14 1?’ ;?0120 1 1; " 28 ggg
or fittings to cabinet. Tin Plated Aluminum alloy 385-DC 14 t0 1/0 11/o" 20 200
lug provided for bonding jumper to neutral busbar. 385-DC14 1410 4 11/2" 20 200
Plastic liner prevents damage to wire insulation. 386-DC 14 t0 1/0 on 10 100
. 386-DC14 14to 4 2" 10 100
«@)s File No. E20412 387-DC 1410 1/0 21/2" 25
387-DC40 6 to 250 MCM 21/2" --- 25
388-DC 1410 1/0 3" --- 25
388-DC40 6 to 250 MCM 3" -—- 25
389-DC 1410 1/0 31/2" --- 25
389-DC40 6 to 250 MCM 31/2" --- 25
390-DC 1410 1/0 4" --- 20
390-DC40 6 to 250 MCM 4" -—- 20
Bushings Polypropylene - 105°C
Catalog Trade Unit Std.
Number Size Qty. Pkg.
321 1/2" 100 1000
322 3/4" 100 1000
323 1" 50 500
324 11/4" - 100
325 11/2" - 100
326 2" - 50
Used with locknut to protect conductors inside gg; 2 13/ L gg
threaded rigid or IMC conduit entering a box. 329 31/2" — o5
Rounded surface of bushing prevents damage 330 4" — 20
to wire insulation. 331 5" --- 5
332 6" - 5
@ File No. E9391: 321 thru 332
, Nylon - 150°C
() File No. E11259: 321-B thru 330-B _
Catalog Trade Unit Std.
@ File No. LR39354 Number Size Qty. Pkg.
321-B 1/2" 100 1000
322-B 3/4" 100 1000
323-B 1" 50 500
324-B 11/4" - 100
325-B 11/2" - 100
326-B 2" - 50
327-B 21/2" - 25
328-B 3" - 25
329-B 31/2" - 25
330-B 4" - 20
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Bushings

Bushings
Insulated Bushings Malleable Iron / Plastic Metaliner
Catalog Trade Unit Std.
Number Size Qty. Pkg.
361 1/2" 100 1000
362 3/4" 100 1000
363 1" 50 500
364 11/4" 10 100
365 11/2" 10 100
366 2" 10 100
367 21/2" 2 10
Used with locknut to protect conductors inside 368 3" 2 10
threaded rigid or IMC conduit entering a box. 369 31/2" - 5
Plastic liner prevents damage to wire insulation. 370 4" --- 5
All products rated150°C except catalog numbers 371 o - 5
371 and 372 which are rated 105°C. 8r2 6 5
@ File No. E9391 Zinc Die Cast / Plastic Metaliner
Catalog Trade Unit Std.
Number Size Qty. Pkg.
361-DC 1/2" 100 1000
. 362-DC 3/4" 100 1000
363-DC 1" 50 500
364-DC 11/4" 10 100
365-DC 11/2" 10 100
366-DC 2" 10 100
367-DC 21/2" 2 10
368-DC 3" 2 10
369-DC 31/2" - 5
370-DC 4" - 5
Knockout Plastic Rated 105°C
Insulating Bushings Catalog K..O. Unit Std.
Number K.O. Dia. Qty. Pkg.
9791 1/2" .875" 100 1000
9792 3/4" 1.109" 100 1000
9793 1" 1.375" 50 500
9794 11/4" 1.734" 50 500
9795 11/2" 1.984" 25 250
9796 2" 2.469" 20 100
9797 21/2" 2.969" 20 100

Converts metallic box rough edged holes to smooth
insulated holes for protection of electrical, voice,
data and video cables.

@ File No. LR24719
(@) File No. E240912: 9791 thru 9796
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Bushings

Bushings
Stud Bushings Polypropylene
Catalog Unit Std.
Number Qty. Pkg.
9882 50 500

Bushing allows smooth wire pulling. Used for all
pre-punched shaped holes.

(@) File No. E11259

Protects wire insulation from abrasion in metal studs. D O <>[||:||] ;

Insulating Bushings Polyethylene - 90°C
Catalog Trade Unit Std.
Number Size Qty. Pkg.
TWB-51 1/2" 100 1000
TWB-52 3/4" 50 500
TWB-53 1" 25 250
r % TWB-54 11/4" 25 250
TWB-55 11/2" --- 100
TWB-56 2" --- 50
EMT bushing insulates telephone, computer, video mg:gg 2 ;ﬁz - gg
and other low voltage wiring from sharp edges of TWB-59 31/" . o5
EMT. Complies with NEC Article 300-15(c). TWB-60 4" . o5
Bushing Pennies Galvanized Steel
Catalog Trade Unit Std.
Number Size Qty. Pkg.
1661 172" 500 1000
1662 3/4" 250 500
1663 1" 100 200
1664 11/4" 50 100
1665 11/2" 50 100
1666 2" 50 100
A . . 1667 21/2" 50 100
Used |nS|d.e bushlng. to prevent foreign matter 1668 3 50 100
from entering conduit. 1669 31/2" o5 100
1670 4" 25 100
1671 5" 25 100
Pull Caps Polyethylene
Catalog Trade Unit Std.
Number Size Qty. Pkg.
341 1/2" 100 1000
342 3/4" 100 1000
343 1" 100 1000
344 11/4" 50 250
. L . 345 11/2" 25 100
Used for capping EMT, rigid and most bushings. 346 o 5 100

(E) BRIDGEPORT
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New and Old Work Connectors

E-Z Lock® Snap-in Connectors Zinc Die Cast / Insulated Throat - 105°C
Flex AC/MC/MC-PCS
Catalog K.O. Trade Cable Range Unit  Std.
Number Size Size Min. Max. Qty. Pkg.
38ASP  1/2" 3/8" 14/2 (.43") 10/3(.61") 50 500
39ASP  1/2" ---  10/2(.54") 8/3(.73") 50 200

T4ASP  3/4"  1/2" 8/3(73") 6/3(85") 25 100

38ASP T7T4ASP

Bridgeport’s ASP line of E-Z Lock® Snap-in Connectors
offers superior installation speed with no tools required.
To install, push the cable into the rear of the fitting, insert
the fitting into the KO at an angle, and rock up to snap
the front end in place.

@ File No. E20534: 38ASP
@). Listed: 39ASP, 74ASP

Double-Snap Snap-In Zinc Die Cast / Insulated Throat - 105°C
Connector for Old Work Flex AC/MC
Catalog K.O. Trade Cable Range Unit  Std.

Number Size Size Min. Max. Qty. Pkg.
38ACDS 1/2" 3/8" 14/2 (.40") 10/3(.63") 50 500

Pull cable into box, snap cable into connector and
shap connector into box. No tools required! Refer to
the technical guide section for MCI-A and other cables.

«@)us File No. E20534



Snap-In Fittings

Strap Connectors

E-Z Lock® Single Screw, Zinc Die Cast

Strap Type Connector SJO Cord Nonmetallic
Catalog K.O. Cable Range Cable Range Unit Std.

Number Size Min. Max. Min. Max. Qty. Pkg.
651SP 1/2"  18/3 12/3  (1)14/2 (1)10/3 100 1000

Or
e o @) 14/2  (2)12/2

For connecting nonmetallic cable to box or
enclosure. Also listed for use with SJO cord.
Simply snap connector into electrical box.
External spring steel locking tabs secures
connector to electrical box. Patented E-Z Lock®
design. US Patent D596,578; 7,952,034; 7,154,042;
7,151,223; 6,916,988; 6,872,886.
() File No. E11698
E-Z Lock® Zinc Die Cast
Snap_ln Two Screw Flex ACG90 AC/MC

Catalog K.O. Trade Cable Range Cable Range Unit  Std.
Strap Type Connector Number Size Size Min.  Max. Min.  Max. Qty. Pkg.

840SP 1/2"  3/8" 14/2 (.44") 10/3 (.61") 14/4 (.44") 10/3 (.61") 100 1000

For connecting AC/MC/MC-PCS cable or flexible

metal conduit to box or enclosure. CSA Listed for ACG90.
Refer to the cable connector compatibility charts in the
technical guide section for MCI-A, MC-PCS, and other
cables. Patented E-Z Lock® design. US Patent 7,154,042;
7,151,223; 6,916,988; 6,872,886.

@) File No. 20534
@ File No. LR39354



Snap-In Fittings
Saddle Grip Connectors

E-Z Lock® Snap-In “U”
Shaped Strap Duplex Connectors

Zinc Die Cast / Insulated Throat - 105°C

Flex AC/MC
Catalog K.O. Trade Cable Range Unit  Std.
Number Size Size Min. Max. Qty. Pkg.
SG3838ASP 1/2" 3/8" 14/4(.42") 10/3(.61") 20 200

For connecting AC/MC cable or flexible metal conduit to
box or enclosure. Connectors simply snap into the electrical
box. Refer to the cable connector compatibility charts in the
technical guide section for MCI-A and other cables. Suitable
for maintaining grounding continuity when installed in
accordance with the NEC. Patented E-Z Lock® design.

US Patent 7,154,042; 7,151,223; 6,916,988; 6,872,886.

«(@)us File No. E20534

E-Z Lock® Snap-In
“U” Shaped Strap Connectors

Number Size

Catalog K.O. Trade

Zinc Die Cast / Insulated Throat - 105°C

ACG90 AC/MC/MC-PCS
Cable Range Cable Range Unit  Std.
Min. Max. Min. Max. Qty. Pkg.

SG38ASP 1/2"

w

SG38ASP

For connecting AC/MC/MCI-A/MC-PCS cable

or flexible metal conduit to box or enclosure.
Connector simply snaps into the box.

The SG38ASP is CSA Listed for ACG90.

Refer to the cable connector compatibility

charts in the technical guide section for MCI-A,
MC-PCS, and other cables. Patented E-Z Lock®
design. US Patent 7,064,272; 7,154,042; 7,151,223;
6,916,988; 6,872,886.

«(@)us File No. E20534
@ File No. LR39354: SG38ASP
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Duplex Connectors

E-Z Lock® Zinc Die Cast

Duplex Connectors Flex AC/MC .
Catalog K.O. Trade Cable Range Unit  Std.
Number  Size  Size Min. Max. Qty. Pkg.
3838SP 1/2" 3/8" 14/2 (.38") 10/3(.59") 20 200

: Zinc Die Cast / Insulated Throat - 105°C
3838SP 3838ASP Flex AC/MC

Catalog K.O. Trade Cable Range Unit Std.

The 3838ASP and 3838SP are double-snap type Number Size Size  Min. Max. Qty. Pkg.

connectors. Simply snap cables into connector and 3838ASP 1/2"  3/8" 14/2(.38") 10/3(.59") 20 200

shap assembly into electrical box. No tools required! @

Refer to the cable connector compatibility charts in
the technical guide section for MCI-A and other
cables. Integral internal spring steel locking tabs fasten
cable or conduit. External spring steel locking tabs
secures connector to electrical box. Suitable for
maintaining grounding continuity when installed in
accordance with the NEC.

Patented E-Z Lock® design. US Patent 7,075,007;
7,154,042; 7,151,223; 6,916,988; 6,872,886.

«@)us File No. E20534




90 Degree Connectors

E-Z Lock® Zinc Die Cast

Single Screw 90° Connectors Flex  AG/MC/MC-PCS _
Catalog K.O. Trade Cable Range Unit Std.
Number Size Size Min. Max. Qty. Pkg.
802SP 12" 3/8" 12/2(.48") 10/3(.58") 25 250

90° fitting with cover used for connecting AC/MC/MC-PCS

cable to box or enclosure. Single screw design saves time

and money. Connectors with patented E-Z Lock® design

snap into electrical box! Concrete-tight when taped.

Refer to the cable connector compatibility charts in

the technical guide section for MCI-A , MC-PCS, and

other cables. Patented. US Patent D530,678; 7,022,914,

7,154,042; 7,151,223; 6,916,988; 6,872,886.

«(@)us File No. E202876

E-Z Lock® 90° Connector Zinc Die Cast

Double-Screw Design Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
850SP 1/2" 3/8" 25 250
W

Used for connecting flexible metal conduit to box or
enclosure. Simply snap connector into electrical box.
External spring steel locking tabs secures connector
to electrical box. Patented E-Z Lock® design.

US Patent 7,154,042; 7,151,223; 6,916,988; 6,872,886.

«@)us File No. E9391



90 Degree Connectors

E-Z Lock® Zinc Die Cast

Single Screw 90° Connectors Catalog  K.O. Flex —— Unit Std.
Number Size Trade Size  Qty. Pkg.
851SP 1/2" 1/2" 25 100
Zinc Die Cast / Insulated Throat - 105°C
Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.

90° fitting with cover used for connecting 851ASP 172" 172" 25 100

flexible metal conduit to box or enclosure. w

Single screw design saves time and money.

Patented E-Z Lock® design.

US Patent 7,154,042; 7,151,223; 6,916,988;

6,872,886.

() File No. E9391

E-Z Lock® 90° Zinc Die Cast

Duplex Connector Flex AC/MC .
Catalog K.O. Trade Cable Range Unit Std.
Number Size Size Min. Max. Qty. Pkg.
84690SP 1/2"  3/8" 14/4 (.44") 10/3(61") 25 100

90° fitting with steel cover used to connect AC/MC
cable or flexible metal conduit to box or enclosure.
Simply snap connector into electrical box! External
spring steel locking tabs secures connector. Refer
to the cable connector compatibility charts in the
technical guide section for MCI-A and other cables.
Patented E-Z Lock® design. US Patent 7,154,042;
7,151,223; 6,916,988; 6,872,886.

¢()us File No. E20534



Snap-In Fittings
Steel E-Z Lock Connectors

E-Z Lock® Connectors -
Zinc Plated Steel

i
4 f‘*q@ &

AMC-50

Used to connect AC/MC cable and flexible metal
conduit to box or enclosure. Use slotted, Phillips
or Robertson head screwdriver. Refer to the cable
connector compatibility charts in the technical
guide section for MCI-A, MC-PCS, and other
cables. Use with anti-short bushing.

Patented. US Patent D360,188.

¢(U)us File No. E20534

E-Z Lock® Connectors -
Zinc Plated Steel

AMC-50Ql

AMC-52Ql

Used to connect AC/MC cable and flexible metal
conduit to box or enclosure. No Tools Required!

Just Squeeze to insert into the KO. Refer to the cable
connector compatibility charts in the technical guide
section for MCI-A and other cables. Use with anti-short
bushing. Patented. US Patent 9,640,966.

@. Listed
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Zinc Plated Steel / Insulated Throat - 105°C

Flex AC/MC
Catalog K.O. Trade Cable Range Throat Unit Std.
Number Size Size Min. Max. Opening Qty. Pkg.
AMC-50* 1/2" 3/8" 14/2 (.40") 10/3 (.62") .406" 50 500
AMC-5075* 1/2" 1/2" 10/4 (.62") 6/4 (.92") .565" 25 250
AMC-52  1/2" 3/8" 14/2(.43") 10/3(.62") .560" 25 250
AMC-75*  3/4" 3/4" 10/3(.56") 6/3(.81") .560" 25 100
*Also listed for MC-PCS
Zinc Plated Steel / Insulated Throat - 105°C

Flex AC/MC
Catalog K.O. Trade Cable Range Throat Unit Std.
Number Size Size Min. Max. Opening Qty. Pkg.
AMC-50Ql 1/2" 3/8" 14/2 (.40") 10/3 (.62") .406" 50 500
AMC-52Ql 1/2" 3/8"(2) 14/2 (.43")10/2 (.59") .375" 25 250



Locknut Snap Type Connectors

E-Z Lock® Zinc Die Cast

Locknut Connectors Flex  AC/MC/MC-PCS _
Catalog K.O. Trade Cable Range Unit Std.
Number Size Size Min. Max. Qty. Pkg.

590-DC2 1/2" 3/8" 14/2(43") 10/3(61") 50 500
591-DC2 1/2" - 10/2(54") 8/3(73") 50 200
592-DC2 3/4" 1/2" 8/3(73") 6/3(85") 25 100

w

Zinc Die Cast / Insulated Throat - 105°C
Flex AC/MC/MC-PCS

590-DCI2

Catalog K.O. Trade Cable Range Unit Std.

Number Size Size Min. Max. Qty. Pkg.

590-DCI2 1/2" 3/8" 14/2(.43") 10/3(61") 50 500
590-DC2 592-DC2 O

(Back View)

Bridgeport's E-Z Lock® Locknut Connectors offers
superior installation speed with minimal tools required.
To install, push the cable into the rear of the fitting,
insert the fitting into the KO and tighten the locknut
handtight plus 1/4 turn. Internal spring steel locking
ring tabs securely clamp the cable in place and ensure
bonding. Ring tabs are shaped to accept cable without
damage to wire insulation. Refer to the cable connector
compatibility charts in the technical guide section for
MCI-A, MC-PCS, and other cables.

cus File No. E20534 : 590-DC2, 590-DCI2
c@m Listed: 591-DC2, 592-DC2
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Duplex Locknut Snap Type Connectors

Duplex E-Z Lock® Zinc Die Cast

Locknut Connectors Flex AC/MC .
Catalog K.O. Trade Cable Range Unit  Std.
Number  Size  Size Min. Max. Qty. Pkg.

3838-DC2 1/2"  3/8" 14/2(.38") 10/2(59") 20 200

Zinc Die Cast / Insulated Throat - 105°C

Flex AC/MC
3838-DC2 3838-DCI2 Catalog K.O. Trade Cable Range Unit  Std.
Number  Size  Size Min. Max. Qty. Pkg.
For connecting 2 AC/MC/FMC cables to a box or 3838-DCI2 1/2"  3/8" 14/2(38") 10/2(59") 20 200

enclosure. Simply snap cables into connector and
tighten locknut to assemble into electrical box.

Integral internal spring steel locking tabs fasten

cable or conduit. Suitable for maintaining grounding
continuity when installed in accordance with the NEC.
Refer to the cable connector compatibility charts in

the technical guide section for MCI-A and other cables.

. «@)us File No. E20534



Snap-In Fittings
JMC/TECK Cable Connectors
Mighty-Seal® PVC
Jacketed MC and TECK
Cable Connectors

¥ i~

\ Ju— SOLAR
TS i

~

CONCRETE-TIGHT RAINTIGHT

For connecting PVC jacketed MC cable (parking deck/lot cable) or TECK cable to box or enclosure. Simply strip 7/8"
to 1" of jacket from end of cable, loosen nut, and push cable into connector until cable reaches end stop. Tighten nut
for raintight connection. Knockout gasket provides positive seal at 1/2" K.O. NPT tapered threads permits installation

in threaded boxes. The 595-DC2C, 596-DC2C and 895-DC2C have a Cor-Shield Polyolefin coating and are listed
for direct burial. Concrete-tight. NPT Thread. Polyethylene gasket. NEMA TYPE 2,3,3R, 4. DC2C versions are also

NEMA TYPE 4X. Patented. US Patent D604,242; 6,737,584.
cus File No. E20534 (except 595-DC2C, 596-DC2C and 895-DC2C)
@ Listed: 595-DC2C, 596-DC2C and 895-DC2C

Zinc Die Cast / Cor-Shield Polyolefin Coating

NPT JMC TECK 90 JMC TECK 90 Unit  Std.
Cat No. Size JMC TECK 90 Armor O.D. Armor O.D. Jacket O.D. Jacket O.D. Qty. Qty.
595-DC2 1/2"  12/2t0o10/3  14/2to12/2  .500"-.610" .500"-.610" .605"-.710" .650"-.686" 15 60
596-DC2 1/2"  10/4t0 8/3 12/3t010/3  .645"-.685"  .650-.700" .723"-.795" .710"-.761" 15 60
597-DC2  3/4" 8/4 to 6/3 10/4 - 8/3 793" -.890" .780"-.900" .893"-.965" .804"-.917" 5 50
895-DC2 1/2"  12/2t010/3  14/2to12/2  .500"-.610" .500"-.610" .605"-.710" .650"-.686" 10 40
Zinc Die Cast / Insulated Throat - 105°C

NPT JMC TECK 90 JMC TECK 90 Unit  Std.
Cat No. Size JMC TECK 90 Armor O.D. Armor O.D. Jacket O.D. Jacket O.D. Qty. Qty.
595-DCI2  1/2" 12/2t010/3 14/2to12/2 500" - .610" .500"-.610" .605"-.710" .650"-.686" 15 60
596-DCI2  1/2"  10/4to 8/3 12/3t0 10/3  .645" - .685"  .650-.700" .723"-.795" .710"-.761" 15 60
895-DCI2  1/2" 12/2t010/3 14/2to12/2 500" - .610" .500"-.610" .605"-.710" .650"-.686" 10 40
Zinc Die Cast / Cor-Shield Polyolefin Coating

NPT JMC TECK 90 JMC TECK 90 Unit  Std.
Cat No. Size JMC TECK 90 Armor O.D. Armor O.D. Jacket O.D. Jacket O.D. Qty. Qty.
595-DC2C  1/2" 12/2t010/3  14/2to12/2  .500" - .610" .500"-.610" .605"-.710" .650"-.686" 10 40
596-DC2C  1/2"  10/4to 8/3 12/3t0 10/3  .645"-.685"  .650-.700" .723"-.795" .710"-.761" 10 40
895-DC2C 1/2" 12/2t010/3 14/2to12/2 .500"-.610" .500"-.610" .605"-.710" .650"-.686" 10 40
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Nonmetallic Cable Connectors

PVC “Snap-In”
Type Connectors

616-NMD 617-NMD

For connecting nonmetallic cable
to box or enclosure. Locknut not required.

@) File No. E11698

PVC “Snap-In”
Type Connectors

For connecting nonmetallic cable to
box or enclosure. Locknut not required.

@) File No. E11698
@ File No. LR74878
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PVC
Nonmetallic
Catalog K.O. Cable Range Unit Std.
Number Size Min. Max. Qty. Pkg.
616-NMD  1/2" 14/2 6/2 100 1000
T Or Two
14/2 12/3
In Any Combination
617-NMD  3/4" 8/2, 8/3, 6/2, 6/3 50 500
PVC
Nonmetallic
Catalog K.O. Cable Range Unit Std.
Number Size Min. Max. Qty. Pkg.
620-NM 1/2" 14/2 10/3 50 500
w Or Two
14/2 12/2
Nonmetallic
Catalog K.O. Cable Range Unit Std.
Number Size Min. Max. Qty. Pkg.
621-NM 3/4" 8/3 6/3 25 250
w Or Two
12/3 8/3



Specialty Connectors

Two-Piece Zinc Plated Steel
Clamp Type Connectors Nonmetallic
P 1yp Catalog K.O. Cable Range Unit Std.
Number Size Min. Max. Qty. Pkg.
642 1/2" .180" .560" 100 1000
643 3/4" .250" .830" 50 500
644 11/4" .250" .980" 50 250
645 11/2" 312" 1.125" 20 100
For connecting single nonmetallic cable to box
or enclosure. Locknut not required.
() File No. E11698: 642 thru 644
Screw-In Connectors, Snap-In Zinc Plated Steel
Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
y WAﬂT;_‘ 540-SS 1/2" 3/8" - 2500
::. &J w
Low profile connector for connecting flexible metal
conduit to box or enclosure. Spring steel locking tabs
eliminate need for a locknut. Suitable for flexible whips.
«(@)us File No. E9391
BRIDGEPORT 147



Specialty Connectors

Whipper-Snap® Zinc Die Cast

Screw_in COnnectors Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
GF38SP 1/2" 3/8" 100 1000
GF50SP 1/2" 1/2" 100 1000
@

For connecting flexible metal conduit to box or enclosure.

Screw connector into conduit and snap into electrical box.

Patented Whipper-Snap design.US Patent 7,154,042;

7,151,223; 6,916,988; 6,872,886.

«(@)us File No. E20534

Quick Install EMT Connectors Zinc Die Cast
Catalog EMT Unit Std.
Number Trade Size Qty. Pkg.
1701-DC 1/2" 50 500
1702-DC 3/4" 25 250
@
Zinc Die Cast / Insulated Throat 105°C
Catalog EMT Unit Std.

Quickly joins EMT to box or enclosure without the use Number Trade Size Qty. Pkg.

of a locknut. US Patent D648,279; D635,520. Simply: 1701-DClI 1/2" 50 500
1702-DCl 3/4" 25 250

e Insert fitting into the knockout.

« Insert EMT into the fitting. T

¢ Tighten the set screw to simultaneously secure
the EMT and the fitting into the knockout.

«(@)us File No. E24001



Transitions
Mighty-Merge® Zinc Die Cast
Transition lin Catalog EMT Trade Unit Std.
ansitio COUp g Number  Trade Size Size Qty. Pkg.
280SP 1/2" 3/8" 25 100
= 280SPMB 1/2" 3/8" 25 100
281SPMB 3/4" 1/2" 25 100

280SP 280SPMB, 281SPMB

The 280SP, 280SPMB and 281SPMB are patented
Mighty-Merge® Designs. The 280SP has a set screw end
for EMT and a Snap-In end for AC/MC cables and flexible
metal conduit. The 280SPMB and 281SPMB have Push-In
ends for EMT and a Snap-In ends for AC/MC cables and
flexible metal conduit.

Refer to the cable connector compatibility charts in the
technical guide section for MCI-A and other cables. Pat-
ented. US Patent 8,487,197; 8,274,000; 6,765,143.

«@)us File No. E9391
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Flexible Metal Conduit Fittings

Squeeze Connectors

Squeeze Connectors

403-DC2 1/2" thru 2" 21/2" thru 4"

To connect flexible metal conduit to box or enclosure.

@ File No. E9391: 407-DC2, 407-DCI2, 408-DC2,
408-DCI2 and 417-DC2 thru 420-DC2

@ File No. LR39354: 408-DC2

cus File No. E9391: 403-DC2, 410-DC2, 410-DCI2,
412-DC2, 412-DCI2, 414-DC2, 414-DCI2, 416-DC2
and 416-DCI2

Squeeze Connectors

414 thru 418 419 and 420

To connect flexible metal conduit to box or enclosure.
«@)us File No. E9391: All except 403-|

¢()us File No. E20534: 403-I

@ File No. LR39354: 407 thru 420; 407-I thru 420-1

1562

Zinc Die Cast

Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
403-DC2 1/2" 3/8" 50 500
407-DC2 1/2" 1/2" 50 200
408-DC2 3/4" 3/4" 25 100
410-DC2 1" 1" 10 100
412-DC2  11/4" 11/4" 10 100
414-DC2  11/2" 11/2" 5 50
416-DC2 2" 2" --- 10
417-DC2  21/2" 21/2" --- 5
418-DC2 3" 3" --- 5
419-DC2 31/2" 31/2" --- 5
420-DC2 4" 4" --- 5

Zinc Die Cast / Insulated Throat - 105°C

Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
407-DCI2  1/2" 1/2" 50 200
408-DCI2  3/4" 3/4" 25 100
410-DCI2 1" 1" 10 100
412-DCI2  11/4" 11/4" 10 100
414-DCI2  11/2" 11/2" 5 50
416-DCI2 2" 2" --- 10
Malleable Iron

Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
403 1/2" 3/8" 50 500
407 1/2" 1/2" 50 200
408 3/4" 3/4" 25 100
410 1" 1" --- 25
412 11/4" 11/4" --- 25
414 11/2" 11/2" --- 10
416 2" 2" --- 10
417 21/2" 21/2" --- 5
418 3" 3" --- 5
419 31/2" 31/2" --- 5
420 4" 4" --- 5

Malleable Iron / Insulated Throat - 105°C

Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
403-| 1/2" 3/8" 50 500
407- 1/2" 1/2" 50 200
408-1 3/4" 3/4" 25 100
410-I 1" 1" 5 25
412 11/4" 11/4" 5 25
414-| 11/2" 11/2" 2 10
416- 2" 2" 2 10
417 21/2" 21/2" 1 5
418- 3" 3" 1 5
419 31/2" 31/2" 1 5
420-I 4" 4" 1 5

(E) BRIDGEPORT



Squeeze Connectors
with Grounding Lug

To connect and bond flexible metal conduit to box
or enclosure. Also see AC/MC section for additional
listings. Patented. US Patent D666,153.

us File No. E9391

Squeeze Transition
with Grounding Lug

To connect and bond flexible metal conduit
to EMT conduit.

«(@)us File No. E9391

Flexible Metal Conduit Fittings

Zinc Die Cast
Flex Ground Lug
Catalog K.O. Trade Range Unit Std.
Number Size  Size Min. Max. Qty. Pkg.
407-DC2G  1/2" 1/2" 14AWG 6AWG 50 200
Zinc Die Cast
EMT  Flex Ground Lug
Catalog Trade Trade Range Unit Std.
Number Size  Size Min. Max. Qty. Pkg.
281-bCcG 12" 1/2" 14AWG 6AWG 25 100
153




Flexible Metal Conduit Fittings

Set Screw Connectors Zinc Die Cast
Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
507-DC2 1/2" 1/2" 50 500
508-DC2 3/4" 3/4" 25 250
USL-120 1/2" .645"-.675" 100 1000

Zinc Die Cast / Insulated Throat - 105°C

: ) Catalog K.O. Flex Unit Std.
507-DG2 USL-120 Number Size Trade Size  Qty. Pkg.
507-DCI2 172" 172" 50 500

The 507 and 508 series are straight set screw type 508-DCI2  3/4" 3/4" 25 250

fittings used to connect flexible metal (steel) conduit
to box or enclosure. The USL-120 is for use with extra
flexible steel conduit and is UL recognized for use
with listed or certified subassembilies.

() File No. E9391 (507 and 508 series)
@ File No. LR39354 (507 and 508 series)
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Flexible Metal Conduit Fittings

Single Screw Strap Connectors

Single Screw Zinc Die Cast

Strap Connectors Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
BL-17 1/2" 1/2" 50 200
BL-18 3/4" 3/4" 25 100
BL-19 1" 1" 10 100

Zinc Die Cast / Insulated Throat - 105°C

Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
BL-171 1/2" 1/2" 50 200
BL-18I 3/4" 3/4" 25 100

Used to connect flexible metal conduit to BL-191 ! ! 10 100

box or enclosure. Also see AC/MC section

for additional listings.

() File No. E9391, E20534

Single Screw, Strap Type Zinc Die Cast

Connector with Tri-Drive Screw Catalog ~ K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
560-DC2 1/2" 3/8" 50 500

Used to connect flexible metal conduit
to box or enclosure.

@) File No. E20534
@ File No. LR39354

@H nEH HI 155



Flexible Metal Conduit Fittings

“U” Shaped Strap Connectors Zinc Die Cast
Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
571-DC2 1/2" 1/2" 50 200
572-DC2 3/4" 3/4" 25 100
573-DC2 1" 1" 10 100

Zinc Die Cast / Insulated Throat - 105°C

Catalog K.O. Flex Unit Std.
571-DC2 571-S
Number Size Trade Size  Qty. Pkg.
) ) 571-DCI2 1/2" 1/2" 50 200
Used to connect flexible metal conduit 572-DCI2  3/4" 3/4" 50 100
to box or enclosure. Also see AC/MC 573-DCI2 1" 1" 25 100
section for additional listings.
@®) File No. E20534 Zinc Plated Steel
Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
570-S 172" 3/8" 50 500
571-S 172" 172" 50 200
572-S 3/4" 3/4" 25 100
573-S 1" 1" 10 100

Zinc Plated Steel / Insulated Throat - 105°C

Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
571-SI 172" 172" 50 200
572-SI 3/4" 3/4" 25 100
573-SI 1" 1" 10 100
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Flexible Metal Conduit Fittings

Duplex Connectors Zinc Die Cast
Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
601-DC2 1/2" 3/8" 20 200
621-DC2 3/4" 3/8" 25 100
630-DC2 1/2" 3/8" 20 200
691-DC2 1/2" 3/8" 20 200

601-DC2, 621-DC2 630 & 630-DC2 691-DC2 Malleable Iron
Catalog K.O. Flex Unit Std.

Strap t fit gt ¢ flextbl al Number Size Trade Size  Qty. Pkg.

rap type fitting used to connect flexible meta - -

conduit to box or enclosure. Also see AC/MC 630 12 3/8 20 200

section for additional listings.

@) File No. E20534

@ File No. LR39354: 601-DC2

Duplex Connectors Zinc Die Cast

Flex ACG90

Catalog K.O. Trade Cable Range Unit  Std.
Number  Size  Size Min. Max. Qty. Pkg.
600-DC2 1/2"  3/8" --- 25 100

602-DC2  1/2"  3/8" 14/2(42") 10/3(61") 25 100

600-DC2 602-DC2

Set screw type fitting used to connect
flexible metal (steel) conduit to box or enclosure.

@ File No. LR39354: 602-DC2
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Flexible Metal Conduit Fittings

Duplex E-Z Lock® Zinc Die Cast

Locknut Connectors Flex AC/MC .
Catalog K.O. Trade Cable Range Unit  Std.
Number  Size  Size Min. Max. Qty. Pkg.

3838-DC2 1/2"  3/8" 14/2(.38") 10/2(59") 20 200

Zinc Die Cast / Insulated Throat - 105°C

Flex AC/MC
3838-DC2 3838-DCI2 Catalog K.O. Trade Cable Range Unit  Std.
Number  Size  Size Min. Max. Qty. Pkg.
For connecting 2 AC/MC/FMC cables to a box or 3838-DCI2 1/2"  3/8" 14/2(.38") 10/2(.59") 20 200

enclosure. Simply snap cables into connector and
tighten locknut to assemble into electrical box.

Integral internal spring steel locking tabs fasten

cable or conduit. Suitable for maintaining grounding
continuity when installed in accordance with the NEC.
Refer to the cable connector compatibility charts in

the technical guide section for MCI-A and other cables.

. «@)us File No. E20534
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Screw-In Connectors

For connecting flexible metal conduit
to box or enclosure.

(@) File No. E9391

520-DC2 and 520-DCI2 are also
UL Listed for use with XRWFMC.

@ File No. LR39354: 519 thru 521 -DC2 & -DCI2

E-Z Lock®
Screw-in Connectors

For connecting flexible metal conduit to box or
enclosure. Screw connector into conduit and snap
into electrical box. Patented E-Z Lock® design.

US Patent 7,154,042; 7,151,223; 6,916,988; 6,872,886.

«(@)us File No. E20534

Flexible Metal Conduit Fittings

Screw In Connectors

Zinc Die Cast

Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
519-DC2 1/2" 3/8" 100 1000
520-DC2 1/2" 1/2" 100 1000
521-DC2 3/4" 3/4" 50 500
522-DC2 1" 1" 25 250
523-DC2 11/4" 11/4" 10 100
524-DC2 11/2" 11/2" 5 50

525-DC2 2" 2" 3 30

Zinc Die Cast / Insulated Throat - 105°C

Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
519-DCI2  1/2" 3/8" 100 1000
520-DCI2  1/2" 1/2" 100 1000
521-DCI2  3/4" 3/4" 50 500
522-DCI2 1" 1" 25 250
523-DCI2 11/4" 11/4" 10 100
524-DCI2  11/2" 11/2" 5 50
525-DCI2 2" 2" 3 30
Zinc Die Cast

Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
GF38SP 1/2" 3/8" 100 1000
GF50SP 1/2" 1/2" 100 1000
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Flexible Metal Conduit Fittings

Screw-In Couplings Zinc Die Cast
Catalog Flex Unit Std.
Number Trade Size Qty. Pkg.
530-DC 1/2" 50 500
531-DC 3/4" 50 500
532-DC 1" 10 100
533-DC 11/4" 10 100
534-DC 11/2" 5 50
535-DC 2" 3 30

Used to join two lengths of flexible metal conduit.

@) File No. E9391

530-DC also UL Listed for use with XRWFMC.

Screw-In Connectors, 90° Zinc Die Cast
Catalog Flex Unit Std.
Number Trade Size Qty. Pkg.
91-DC2 1/2" 25 250
92-DC2 3/4" 15 150
93-DC2 1" 10 100

Used to connect flexible metal conduit to box or
enclosure. Sliding cover facilitates wire pulling
and inspection.

«(@)us File No. E9391
91-DC2 also UL Listed for use with XRWFMC.
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Flexible Metal Conduit Fittings

Multi-Purpose Connector Zinc Die Cast
Catalog K.O. Flex Unit Std.
Two Screw, Strap Type Number Size Trade Size  Qty. Pkg.
563-DC2 1/4" 3/8" 50 500

Used to connect flexible metal conduit to 1/4"
knockout. Will fit 1/4" knockouts with flats, such

as used in lighting applications. Also see AC/MC
and nonmetallic cable sections for additional listings.

A Recognized UL File No. E9391

Two Screw Strap Zinc Die Cast

Type Connectors Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
653-DC2  1/2" 1/2" 25 100
655-DC2  3/4" 3/4" 20 100
657-DC2 1" 1" 5 25

Two screw strap type connector used to connect
flexible metal conduit to box or enclosure.

@) File No. E20534

BRIDGEPORT 161



Flexible Metal Conduit Fittings

Snap In Connectors

E-Z Lock® Snap-in Connectors Zinc Die Cast / Insulated Throat - 105°C
Flex AC/MC/MC-PCS
Catalog K.O. Trade Cable Range Unit Std.
Number Size Size Min. Max. Qty. Pkg.
38ASP  1/2" 3/8" 14/2 (.43") 10/3(.61") 50 500

74ASP  3/4"  1/2" 8/3(73") 6/3(85") 25 100

38ASP T7T4ASP

Bridgeport’s ASP line of E-Z Lock® Snap-in Connectors
offers superior installation speed with no tools required.
To install, push the cable into the rear of the fitting, insert
the fitting into the KO at an angle, and rock up to snap
the front end in place.

@ File No. E20534: 38ASP
@). Listed: 39ASP, 74ASP

Double-Snap Snap-In Zinc Die Cast / Insulated Throat - 105°C
Connector for 0|d Work Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
38ACDS 1/2" 3/8" 50 500

Pull cable into box, snap cable into connector and snap
connector into box. No tools required!

«@)us File No. E20534

a2 ‘E) BRIDGEPORT



Flexible Metal Conduit Fittings

Snap In Connectors

Whipper-Snap® Snap-In Zinc Die Cast

Two Screw-Type Connector Catalog K:O. FIex. Unit Std.
Number Size Trade Size  Qty. Pkg.
840SP 1/2" 3/8" 100 1000
——

Used to connect flexible metal conduit to

box or enclosure. Also see AC/MC section

for additional listings. Patented Whipper-Snap

design. US Patent 7,154,042; 7,151,223;

6,916,988; 6,872,886.

@) File No. E20534 @ File No. LR39354

Screw-In Connectors, Snap-In Zinc Plated Spring Steel
Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.

ﬁ’_\' ! | 540-SS 1/2" 3/8" 2500
4

Low profile connector for connecting flexible metal
conduit to box or enclosure. Spring steel locking tabs
eliminate need for a locknut. Suitable for flexible whips.

«(@)s File No. E9391

Whipper—Snap® Snap-ln Zinc Die Cast / Insulated Throat - 105°C

“U” Shaped Strap Connectors Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
SG38ASP  1/2" 3/8" 50 500
~—

The SG38ASP is for connecting flexible metal conduit
to box or enclosure. Connectors simply snap into the
box. Also see AC/MC section for additional listings.
Patented Whipper-Snap design. US Patent 7,064,272;
7,154,042; 7,151,223; 6,916,988; 6,872,886.

cus File No. E20534  (§B File No. LR39354



Flexible Metal Conduit Fittings

Locknut Snap Type Connectors

E-Z Lock® Zinc Die Cast

Locknut Connectors Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
590-DC2 1/2" 3/8" 50 500
592-DC2 3/4" 1/2" 25 100
Zinc Die Cast / Insulated Throat - 105°C
Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
590-DCI2 1/2" 3/8" 50 500

590-DC2 592-DC2
(Back View)

Bridgeport’s E-Z LOCK® Locknut Connectors offers
superior installation speed with minimal tools required.
To install, push the cable into the rear of the fitting,
insert the fitting into the KO and tighten the locknut

. handtight plus 1/4 turn. Internal spring steel locking
ring tabs securely clamp the cable in place and ensure
bonding. Ring tabs are shaped to accept cable without
damage to wire insulation. Refer to the cable connector
compatibility charts in the technical guide section for
MCI-A and other cables. Patented.

«@u File No. E20534 : 590-DC2, 590-DCI2
@). Listed: 591-DC2, 592-DC2



Flexible Metal Conduit Fittings

Duplex Snap In Connectors

E-Z Lock® Duplex Connectors Zinc Die Cast
Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
3838SP 1/2" 3/8" 20 200
3838SP 3838ASP ) ]
Zinc Die Cast / Insulated Throat - 105°C
For connecting flexible metal conduit to box or enclosure.  Catalog K.O. Flex Unit Std.
The 846SP is a strap type fitting with external spring steel  Number Size Trade Size  Qty. Pkg.
locking tabs that allow the connector to simply snap 3838ASP  1/2" 3/8" 20 200
into the electrical box. The 3838ASP and 3838SP are S

double-snap type connectors. Integral internal spring steel
locking tabs fasten cable or conduit. External spring

steel locking tabs secures connector to electrical box.
Suitable for maintaining grounding continuity when
installed in accordance with the NEC. Also see AC/MC
section for additional listings. Patented E-Z Lock® design.
US Patent 7,075,007; 7,154,042; 7,151,223; 6,916,988;
6,872,886.

«@)us File No. E20534

E-Z Lock® Snap-In “U” Zinc Die Cast / Insulated Throat - 105°C

Shaped Strap Duplex Connectors Catalog K.O. Flex Unit  Std.
Number Size Trade Size Qty. Pkg.
SG3838ASP  1/2" 3/8" 20 200

For connecting flexible metal conduit to box or enclosure.
Connectors simply snap into the electrical box. Suitable
for maintaining grounding continuity when installed in
accordance with the NEC. Also see AC/MC section for
additional listings. Patented E-Z Lock® design.

US Patent 7,154,042; 7,151,223; 6,916,988; 6,872,886.

«(@)us File No. E20534



Flexible Metal Conduit Fittings

45° and 90° Connectors

45° Connectors

Zinc Die Cast Malleable Iron

45¢° fitting for connecting flexible
metal conduit to box or enclosure.

@) File No. E9391

90° Connectors

90° fitting with cover used for connecting

flexible metal conduit to box or enclosure.

@) File No. E9391
@ File No. LR39354

90° Connectors

90° fitting with cover used for connecting

flexible metal conduit to box or enclosure.

¢()us File No. E9391

@ File No. LR39354: 807 thru 811; 807-I thru 811-I
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Zinc Die Cast

Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
800-DC2 1/2" 3/8" 25 100
803-DC2 1/2" 1/2" 25 100
Malleable Iron

Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
800 1/2" 3/8" 25 100
803 1/2" 1/2" 10 100
Malleable Iron

Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
801 1/2" 3/8" 50 200
804 1/2" 1/2" 25 100
806 3/4" 3/4" 10 50
Malleable Iron / Insulated Throat - 105°C
Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
801-1 1/2" 3/8" 50 200
804-1 1/2" 1/2" 25 100
806-1 3/4" 3/4" 10 50
Malleable Iron

Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
807 1" 1" 5 25
808 11/4" 11/4" - 10
809 11/2" 11/2" 5
810 2" 2" 5
811 21/2" 21/2" 5
812 3" 3" 5
813 31/2" 31/2" 1
814 4" 4" 1

Malleable Iron / Insulated Throat - 105°C

Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
807-I1 1" 1" 5 25
808-1 11/4" 11/4" 2 10
809-1 11/2" 11/2" 1 5
810-1 2" 2" 1 5
811-1 21/2" 21/2" 1 5
812-1 3" 3" 1 5
813-1 31/2" 31/2" - 1
814-1 4" 4" - 1

(E) BRIDGEPORT



Flexible Metal Conduit Fittings

90° Connectors

E-Z Lock® 90° Connector Zinc Die Cast
Double Screw Design Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
850SP 1/2" 3/8" 25 250
Simply snap connector into electrical box. External
spring steel locking tabs secures connector to electrical
box. Patented E-Z Lock® design. US Patent 7,154,042;
7,151,223; 6,916,988; 6,872,886.
() File No. E9391
90° Connectors Zinc Die Cast
Catalog K.O. Flex Cable Range Unit  Std.
Number Size Trade Size Min. Max. Qty. Pkg.
801-DC2  1/2" 3/8" - - 25 250
804-DC2  1/2" 1/2" .750" .875" 25 100
806-DC2  3/4" 3/4" .875" 1.000" 10 50
807-DC2 1" 1" 1.187" 1.312" - 25
808-DC2 1 1/4" 11/4" 1.500" 1.625" --- 25
3/8" thry 2" Over 2° 809-DC2 11/2" 11/2" - - - 5
810-DC2 2" 2" 5
811-DC2 21/2" 21/2" 5
90° fitting with cover used for connecting flexible metal 812-DC2 3" 3" - - 5
conduit to box or enclosure. Also see AC/MC section for 813-DC2 31/2" 31/2" - - 1
additional listings. 814-DC2 4" 4" --- --- 1
@ File No. E9391: 801-, 809-, 810-DC2 & DCI2 Aluminum
@) File No. E20534: 804-, 806-, 807-, 808-DC2 & DCI2 ~ Catalog  K.O. Flex Cable Range ~ Unit  Std.
. Number Size Trade Size Min. Max.  Qty. Pkg.
@ File No. LR39354 e11DC2 212 212 - R —
812-DC2 3" 3" 5
813-DC2 31/2" 31/2" --- --- - 1
814-DC2 4" 4" 1

Zinc Die Cast / Insulated Throat - 105°C
Catalog K.O. Flex Cable Range Unit  Std.

Number Size Trade Size Min. Max.  Qty. Pkg.
801-DCI2 1/2" 3/8" - - 25 250
804-DCI2 1/2" 1/2" .750" .875" 25 100
806-DCI2  3/4" 3/4" .875" 1.000" 10 50
807-DCI2 1" 1" 1.187" 1.312" - 25
808-DCI2 11/4" 11/4" 1.500" 1.625"  --- 25
809-DCI2 11/2" 11/2" --- --- --- 5

810-DCI2 2" 2" --- --- --- 5



Flexible Metal Conduit Fittings

90° Connectors

Single Screw 90° Connectors Zinc Die Cast

Locknut & E-Z Lock® Designs Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
802-DC2 1/2" 3/8" 25 250
851-DC2 1/2" 1/2" 25 100
Zinc Die Cast / Insulated Throat - 105°C
Catalog K.O. Flex Unit Std.

802-DC2 802SP Number Size Trade Size  Qty. Pkg.

802-DCI2 1/2" 3/8" 25 250

90° fitting with cover used for connecting flexible 851ASP 1/2" 1/2" 25 100

metal conduit to box or enclosure. Single screw 851-DCI2  1/2" 172" 25 100

design save time and money. Units with E-Z Lock® @

design snap into electrical box! Also see AC/MC sec-
tion for additional listings. Patented E-Z Lock® design.

P
US Patent D530,678: 7.022.914: 7.154,042: 7151 223;  WWhipper-Snap® Zinc Die Cast

6.916.988: 6.872.886. Catalog K.O. Flex Unit Std.
Tommm e Number Size Trade Size  Qty. Pkg.
cus File No. E20534: 802-DC2, 802-DCI2, 802SP 802SP 1/2" 3/8" 25 250
@) File No. E9391: 851ASP, 851-DC2, gs1sp 172! 12! 25 100
. 851-DC12, 851SP ~E—



Duplex Connectors, 90°

Malleable Zinc

90° fitting with steel cover used to connect
flexible metal conduit to box or enclosure.
Use with Cat. No. 1001 Anti-Short Bushing.

«(@)us File No. E9391: 830
@) File No. E20534: 830-DC2

E-Z Lock® 90°
Duplex Connectors

90° fitting with steel cover used to connect flexible
metal conduit to box or enclosure. Simply snap
connector into electrical box! External spring steel
locking tabs secures connector. Also see AC/MC
section for additional listings. Patented. US Patent
7,154,042; 7,151,223; 6,916,988; 6,872,886.

«(@)us File No. E20534

(E)) BRDGEPORT

Malleable Iron

Flexible Metal Conduit Fittings

Duplex 90° Connectors

Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
830 1/2" 3/8" 25 100
Zinc Die Cast

Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
830-DC2 1/2" 3/8" 25 100
Zinc Die Cast

Catalog K.O. Flex Unit Std.
Number Size Trade Size  Qty. Pkg.
84690SP 1/2" 3/8" 25 100

169




Flexible Metal Conduit Fittings

E-Z Lock® Steel Connectors

E-Z Lock® Connectors - Steel

AMC-50

AMC-5075 AMC-52

Used to connect flexible metal conduit to box or
enclosure. Use slotted or Phillips head screwdriver.
Also see AC/MC section for additional listings.

Use with anti-short bushing. Patented.

US Patent D360,188

¢(U)us File No. E20534

E-Z Lock® Connectors -
Zinc Plated Steel

AMC-50Ql

AMC-52Ql

Used to connect AC/MC cable and flexible metal
conduit to box or enclosure. No Tools Required!

Just Squeeze to insert into the KO. Refer to the cable
connector compatibility charts in the technical guide
section for MCI-A and other cables. Use with anti-short
bushing. Patented. US Patent 9,640,966.

@. Listed

170

Zinc Plated Steel / Insulated Throat - 105°C

Catalog K.O. Flex Throat Unit Std.
Number Size  Trade Size  Opening Qty. Pkg.
AMC-50 1/2" 3/8" .406" 50 500
AMC-5075 1/2" 1/2" 565" 25 250
AMC-52 1/2" 3/8" .560" 25 250
AMC-75 3/4" 3/4" .560" 25 100
Steel / Insulated Throat - 105°C
Flex AC/MC
Catalog K.O. Trade Cable Range Throat Unit Std.
Number Size Size Min. Max. Opening Qty. Pkg.
AMC-50Ql 1/2" 3/8" 14/2 (.40") 10/3 (.62") .406" 50 500
AMC-52Ql 1/2" 3/8"(2) 14/2 (.43")10/2 (59") .375" 25 250



Flexible Metal Conduit Fittings

Transitions
Transition Couplings Malleable Iron
Catalog EMT Flex Unit Std.
Number Trade Size  Trade Size Qty. Pkg.
280 1/2" 3/8" 25 100
281 1/2" 1/2" 20 100
Zinc Die Cast
Catalog EMT Flex Unit  Std.
281-DC, 282-DC, 282-DCX, Number  Trade Size Trade Size  Qty.  Pkg.
283-DC thru 286-DC,
282-DCR thru 286-DCR 280-DCX 1/2" 3/8" 25 100
280SP 1/2" 3/8" 25 100
> 280SPMB 1/2" 3/8" 25 100
Q’, 281-DC 1/2" 1/2" 25 250
. 282-DC 3/4" 3/4" 25 100
< #Gj] 282-DCX 3/4" 1/2" 25 100
. 283-DC 1" 1" 10 100
- 284-DC 11/4" 11/4" 4 40
280-DCX 280SPMB 285-DC 11/2" 11/2" 2 20
) . . 286-DC 2" 2" 2 20
Set screw type couplings used to join EMT to flexible
metal conduit. The patented 280-DCX has a steel strap. Zinc Die Cast
The 280SP and 280SPMB are patented Mighty-Merge® Catalog Rigid Flex Unit  Std.

Designs. The 280SP has a set screw end for EMT and a Number  Trade Size Trade Size  Qty.  Pkg.
Snap-In end for AC/MC cables and flexible metal con-

duit. The 280SPMB has a Push-In end for EMT poppon o o PO
and a Snap-In end for AC/MC cables and flexible 284-DCR 11/4" 11/4" 4 40
metal conduit. 285-DCR 11/2" 11/2" 2 20
Also see AC/MC and nonmetallic cable sections for 286-DCR 2" 2" 2 20

additional listings.
280SPMB and 281SPMB are Patented.

Zinc Plated Steel

. . Catalog EMT/Rigid Flex Unit  Std.
US Patent 8,487,197; 8,274,000; 6,765,143. Number Trade Size  Trade Size Qty.  Pkg.
287-XS through 290-XS are Patented. " "
287-XS 21/2 21/2 1 4
US Patent 8,690,194; D691,963; D689,026 288-XS 3 3" ’ 4
. . 289-XS 31/2" 31/2" - 2
@D Listed: 287-XS, 288-XS, 289-XS, 290-XS 200.X5 ot ot g

cus File No. E9391: 280-DCX, 280SP,
280SPMB, 281-DC,
282-DC, 283-DC thru 286-DC,
282-DCR thru 286-DCR



Flexible Metal Conduit Fittings

Mighty-Merge® Zinc Die Cast
Transition Coupling Catalog EMT Flex Unit  Std.
Number Trade Size Trade Size  Qty.  Pkg.

4357-DC 4156-DC 172" 3/8" 10 40
N 4157-DC 3/4" 3/8" 25 100
4357-DC 1" 3/8" 5 20

4457-DC 1" 3/8" 5 20

5157-DC 3/4" 3/8" 25 100

5157-DC

Coupling used to join duplex flexible metal conduit
to EMT. Set screw type transitional fitting ideal for
commercial and institutional facilities. A labor savings,
compared to the traditional junction box installation.
Simply remove the armor and expose the length of

. conductors to reach the device box or enclosure.
Insert FMC or AC/MC until visible in inspection holes.
Also see AC/MC section for additional listings. Patented.
US Patent D581,877; D699,195; D755,728; D750,570;
9,252,577; 7,402,752

c@us File No. E20534: 4157-DC, 5157-DC
c@m Listed 4156-DC. 4357-DC. 4457-DC



Flexible Metal Conduit Fittings

Mighty-Merge® Zinc Die Cast

Transition Couplings Catalog EMT Flex Unit  Std.
Number Trade Size Trade Size  Qty.  Pkg.
4057-DC 3/4" 3/8" 25 100
4058-DC 3/4" 1/2" 25 100

4057-DC 4058-DC

Couplings used to join EMT to flexible metal

conduit. Also see AC/MC section for additional

listings. Patented. US Patent D668,618.

@. Listed

Transition Couplings Zinc Die Cast
Catalog Flex Unit Std.
Number Trade Size Qty. Pkg.
581-DC 1/2" 50 500
582-DC 3/4" 25 250
583-DC 1" 10 100

Coupling used to join EMT to flexible metal conduit.
Screw-in end for flex. Compression end for EMT.

@) File No. E9391
581-DC also UL Listed for use with XRWFMC.



Flexible Metal Conduit Fittings

Straps

One Hole Straps Zinc Plated Steel

Catalog Flex Unit Std.
Number Trade Size Qty. Pkg.

/ ’ 900-F 3/8" 100 1000

Snap-on type strap used to support flexible
metal conduit, armored cable, or metal clad cable.

«(@)us File No. E161206

Mighty-Hold® Universal Straps Zinc Plated Steel
Catalog Flex Hole Unit Std.
Number Trade Size Size Qty. Pkg.
US-4461 3/8" .210" 100 1000
. US-6171 - .210" 100 1000
For steel or aluminum flexible metal conduit.
Supports multiple sizes. Also see AC/MC section
for additional listings. Patented. US Patent D644,613.
«@)us File No. E161206
Mighty-Ho|d® Duplex Zinc Plated Steel
Universal Straps Catalog Flex Hole Unit Std.
Number Trade Size Size Qty. Pkg.
o USD-4461 3/8" .210" 100 1000
£ USD-6171 210" 100 1000

.ml

1

( 4
()4

For AC/MC/MCI-A cable and flexible metal
conduit. The USD-6171 also supports jacketed
MC/MCI-A cable. Secures multiple sizes. Patented.

¢ File No. E161206
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Armored/Metal Clad Cable Fittings

Snap-in Connectors

E-Z Lock® Snap-in Connectors Zinc Die Cast / Insulated Throat - 105°C
Flex AC/MC/MC-PCS
Catalog K.O. Trade Cable Range Unit Std.
Number Size Size Min. Max. Qty. Pkg.
38ASP  1/2" 3/8" 14/2 (.43") 10/3(.61") 50 500
39ASP  1/2" ---  10/2(.54") 8/3(.73") 50 200

T4ASP  3/4"  1/2" 8/3(73") 6/3(85") 25 100

38ASP T4ASP

Bridgeport’s ASP line of E-Z Lock® Snap-in Connectors
offers superior installation speed with no tools required.
To install, push the cable into the rear of the fitting, insert
the fitting into the KO at an angle, and rock up to snap
the front end in place.

¢(U)ss File No. E20534: 38ASP
@). Listed: 39ASP, 74ASP

Double-snap Snap-ln Zinc Die Cast / Insulated Throat - 105°C
Flex AC/MC
conneCtor for OId Work Catalog K.O. Trade Cable Range Unit Std.
Number Size Size Min. Max. Qty. Pkg.

38ACDS 1/2" 3/8" 14/2 (.40") 10/3(63") 50 500

Pull cable into box, snap cable into connector and
shap connector into box. No tools required! Refer to
the technical guide section for MCI-A and other cables.

¢()us File No. E20534

(E) BRIDGEPORT



Armored/Metal Clad Cable Fittings

Snap-in Connectors

E-Z Lock® Snap-In Zinc Die Cast / Insulated Throat - 105°C

“U” Shaped Strap Connectors Flex ACG90 AC/MC/MC-PCS
Catalog K.O. Trade  Cable Range Cable Range Unit  Std.
Number Size Size  Min. Max. Min. Max. Qty. Pkg.
SG38ASP 1/2"  3/8" 14/2 (.43") 10/3 (.61") 14/4 (.43") 10/3 (.61") 50 500
w

SG38ASP

The SG38ASP is for connecting AC/MC/MCI-A/

MC-PCS cable or flexible metal conduit to box

or enclosure. Connector simply snaps into the box.

The SG38ASP is CSA Listed for ACG90. Refer

to the cable connector compatibility charts in the

technical guide section for MCI-A, MC-PCS,

and other cables. Patented E-Z Lock® design.

US Patent 7,064,272; 7,154,042; 7,151,223;

6,916,988; 6,872,886.

«@)us File No. E20534

@ File No. LR39354

E-Z Lock® Zinc Die Cast

Snap_ln Two Screw Flex ACG90 AC/MC/MC-PCS
Catalog K.O. Trade  Cable Range Cable Range Unit  Std.

Strap Type Connector Number Size Size  Min. Max. Min. Max. Qty. Pkg.
840SP  1/2"  3/8" 14/2 (44") 10/3 (61") 14/4 (.44") 10/3 (61") 100 1000
w

For connecting AC/MC/MC-PCS cable or flexible metal
conduit to box or enclosure. CSA Listed for ACG90.
Refer to the cable connector compatibility charts in the
technical guide section for MCI-A, MC-PCS, and other
cables. Patented E-Z Lock® design.

US Patent 7,154,042; 7,151,223; 6,916,988; 6,872,886.

@) File No. 20534
@ File No. LR39354

(E) BRIDGEPORT



Armored/Metal Clad Cable Fittings

Duplex Snap-in Connectors

E-Z Lock® Duplex Connectors Zinc Die Cast
Flex AC/MC
Catalog K.O. Trade Cable Range Unit Std.
Number Size Size Min. Max. Qty. Pkg.
3838SP  1/2" 3/8" 14/2(.38") 10/3(.59") 20 200
3838SP 3838ASP . .
Zinc Die Cast / Insulated Throat - 105°C
The 3838ASP and 3838SP are double-snap type Flex AC/MC
connectors. Simply snap cables into connector and Catalog  K.O. Trade Cable Range Unit  Std.
shap assembly into electrical box. No tools required! Number Size Size Min. Max. Qty. Pkg.
Refer to the cable connector compatibility charts in 3838ASP 1/2" 3/8" 14/2(.38") 10/3(.59") 20 200

the technical guide section for MCI-A and other cables. S i
Integral internal spring steel locking tabs fasten cable

or conduit. External spring steel locking tabs secures

connector to electrical box. Suitable for maintaining

grounding continuity when installed in accordance

with the NEC. Patented E-Z Lock® design.

US Patent 7,075,007; 7,154,042; 7,151,223;

6,916,988; 6,872,886.

«@)us File No. E20534

E-Z Lock® Snap-In “U” Zinc Die Cast / Insulated Throat - 105°C
Flex AC/MC
Shaped Strap DUpIex Connectors Catalog K.O. Trade Cable Range Unit Std.
Number Size Size Min. Max. Qty. Pkg.
SG3838ASP 1/2" 3/8" 14/4(.42") 10/3(61") 20 200

For connecting AC/MC cable or flexible metal conduit

to box or enclosure. Connectors simply snap into the
electrical box. Refer to the cable connector compatibility
charts in the technical guide section for MCI-A and

other cables. Suitable for maintaining grounding continuity
when installed in accordance with the NEC. Patented

E-Z Lock® design. US Patent 7,154,042; 7,151,223;
6,916,988; 6,872,886.

«(@)us File No. E20534

(E) BRIDGEPORT



Armored/Metal Clad Cable Fittings

90° Snap-in Connectors

Single Screw 90° Connectors - Zinc Die Cast

Locknut and E-Z Lock® Designs Flex AC/MC .
Catalog K.O. Trade Cable Range Unit  Std.
Number Size Size Min. Max. Qty. Pkg.
802-DC2*  1/2" 3/8" 12/2(.48") 10/3(.58") 25 250
802-MCIA2 1/2" -—- 14/4 (42") 10/3 (.55") 25 250

Zinc Die Cast / Insulated Throat - 105°C

802-DC2 802SP
Flex AC/MC
90° fitting with cover used for connecting AC/MC Catalog K.O. Trade Cable Range Unit  Std.
cable or flexible metal conduit to box or enclosure. Number  Size Size Min. Max.  Qty. Pkg.
Single screw design saves time and money. 802-DCIl2  1/2" 3/8" 12/2(.48") 10/3(58") 25 250
Connectors with patented E-Z Lock® design
snhap into electrical box! Concrete-tight when taped.
Refer to the cable connector compatibility charts
in the technical guide section for MCI-A, MC-PCS, E-Z Lock® Zinc Die Cast
and other cables. Patented. US Patent D530,678; Flex AC/MC
7,022,914; 7,154,042; 7,151,223; 6,916,988; Catalog K.O. Trade Cable Range Unit Std.
6,872,886. Number Size Size Min. Max. Qty. Pkg.

802SP* 1/2"  3/8" 12/2(.48") 10/3(.568") 25 250

cus File No. E9391: All except 802-MCIA2 + Listed for MG-PCS.

cus File No. E202876: 802-MCIA2

E-Z Lock® 90° Connector Zinc Die Cast

Double-Screw Design Catalog EMT Flex Unit  Std.
Number Trade Size  Trade Size Qty.  Pkg.
850SP 172" 3/8" 25 250

Used for connecting flexible metal conduit to box or
enclosure. Simply snap connector into electrical box.
External spring steel locking tabs secures connector
to electrical box. Patented E-Z Lock® design.

US Patent 7,154,042; 7,151,223; 6,916,988; 6,872,886.

«@)us File No. E20534
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Armored/Metal Clad Cable Fittings

90° Snap-in Connectors

E-Z Lock® 90° Zinc Die Cast

Duplex Connector Flex AG/MC ,
Catalog K.O. Trade Cable Range Unit Std.
Number Size Size Min. Max. Qty. Pkg.
84690SP 1/2"  3/8" 14/4 (.44") 10/3(.61") 25 100

90° fitting with steel cover used to connect AC/MC or
flexible metal conduit to box or enclosure. Simply snap
connector into electrical box! External spring steel locking
tabs secures connector. Refer to the cable connector
compatibility charts in the technical guide section for
MCI-A and other cables. Patented E-Z Lock® design.

US Patent 7,154,042; 7,151,223; 6,916,988; 6,872,886.

«(@)us File No. E20534



Armored/Metal Clad Cable Fittings

Steel E-Z Lock Connectors

E-Z Lock® Connectors - Zinc Plated Steel / Insulated Throat - 105°C

Zinc Plated Steel Flex AC/MC .
Catalog K.O. Trade Cable Range Throat Unit Std.
Number  Size Size Min. Max. Opening Qty. Pkg.

AMC-50Ql 1/2" 3/8" 14/2(.40") 10/3(.62") .406" 50 500
AMC-52Ql 1/2" 3/8" (2) 14/2 (.43") 10/2 (.59") .375" 25 250

AMC-50Ql AMC-52Q

Used to connect AC/MC cable and flexible metal

conduit to box or enclosure. No Tools Required!

Just Squeeze to insert into the KO. Refer to the cable

connector compatibility charts in the technical guide

section for MCI-A and other cables. Use with anti-short

bushing. Patented. US Patent 9,640,966.

@. Listed

E-Z Lock® Zinc Plated Steel / Insulated Throat - 105°C

Connectors - Steel AG/MC _
Catalog Trade K.O. Cable Range Throat Unit Std.
Number Size Size Min. Max. Opening Qty. Pkg.

AMC-50* 3/8" 1/2" 14/2 (.40") 10/3 (.62") .406" 50 500
AMC-5075* 1/2" 1/2" 10/4 (.62") 6/4 (.92") .565" 25 250
AMC-52 3/8" 1/2" 14/2 (.43") 10/3 (.62)" .560" 25 250
AMC-75* 3/4" 3/4" 10/3 (.566") 6/3 (.81") .560" 25 100
* Listed for MC-PCS

AMC-50 AMC-5075 AMC-52 ~—

Used to connect AC/MC cable or flexible metal
conduit to box or enclosure. Use slotted, Phillips
or Robertson head screwdriver. Refer to the cable
connector compatibility charts in the technical
guide section for MCI-A, MC-PCS, and other
cables. Use with anti-short bushing.

Patented. US Patent D360,188.

«@)us File No. E20534
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Armored/Metal Clad Cable Fittings

Locknut Snap Type Connectors

E-Z Lock® Zinc Die Cast
Flex AC/MC/MC-PCS
Locknut Connectors Catalog K.O. Trade Cable Range Unit  Std.
Number Size Size Min. Max. Qty. Pkg.
590-DC2 1/2" 3/8" 14/2(43") 10/3(61") 50 500
591-DC2 1/2" --- 10/2(54") 8/3(.73") 50 200
592-DC2 3/4" 1/2" 8/3(73") 6/3(.85") 25 100

590-DCI2

Zinc Die Cast / Insulated Throat - 105°C
Flex  AC/MC/MC-PCS

Catalog K.O. Trade Cable Range Unit  Std.
Number Size Size Min. Max. Qty. Pkg.
590-DCI2 1/2" 3/8" 14/2(.43") 10/3 (.61") 50 500
590-DC2 592-DC2
(Back View) @

Bridgeport's E-Z LOCK® Locknut Connectors offers
superior installation speed with minimal tools required.
To install, push the cable into the rear of the fitting,
insert the fitting into the KO and tighten the locknut
handtight plus 1/4 turn. Internal spring steel locking
ring tabs securely clamp the cable in place and ensure
bonding. Ring tabs are shaped to accept cable without
damage to wire insulation. Refer to the cable connector
compatibility charts in the technical guide section for
MCI-A, MC-PCS, and other cables. Patented.

«@u File No. E20534 : 590-DC2, 590-DCI2
@). Listed: 591-DC2, 592-DC2

a2 (E) BRIDGEPORT



Armored/Metal Clad Cable Fittings

Single Screw Type Connectors

Set Screw Connector Zinc Die Cast
Flex = MC/MCI-A/MC-PCS
Catalog K.O. Trade Cable Range Unit  Std.
Number Size  Size Min. Max. Qty. Pkg.

501-DC2 1/2"  3/8" 14/2(.43") 10/3(.61") 100 1000

Used to connect MC/MCI-A/MC-PCS cable to box or
enclosure. Refer to the cable connector compatibility
charts in the technical guide section for MCI-A, MC-PCS,
and other cables.

@) File No. E20534

Single Screw, Zinc Die Cast

ACG90 AC/MC
Strap Type Connectors Catalog K.O. Cable Range Cable Range  Unit Std.

Number Size Min. Max. Min. Max. Qty. Pkg.
545-DC2 1/2" 14/2 (44") 10/3 (.61") 14/2 (44") 10/3(.61") 100 1000

545-DC2

Single screw, hinged strap type connector used to
connect AC/MC/MCI-A/MC-PCS cable to box or
enclosure. CSA Listed for ACG90. Refer to the cable
connector compatibility charts in the technical guide
section for MCI-A, MC-PCS, and other cables.
Patented. US Patent D518,791.

@) File No. E20534
@ File No. LR39354



Armored/Metal Clad Cable Fittings

Single Screw Strap Type Connectors

Single Screw, Zinc Die Cast
Strap Type Connectors Flex ACG90 AC/MC ,
. . . Catalog K.O. Trade Cable Range Cable Range Unit  Std.
with Tri-Drive Screw Number  Size Size  Min. Max. Min. Max. Qty. Pkg.
560-DC2  1/2" 3/8" 14/2(.44") 10/3(.61") 12/2 (.44") 10/4(.61") 50 500

561-DC2  3/4" - 10/3(61") 8/3(87") 10/4(61") 8/3(87") 50 500

Zinc Die Cast / Insulated Throat - 105°C

Flex ACG90 AC/MC
Catalog K.O. Trade Cable Range Cable Range Unit  Std.
Number  Size Size Min. Max. Min. Max. Qty. Pkg.

560-DCI2  1/2" 3/8" 14/2(44") 10/3(61") 12/2(.44") 10/4(.61") 50 500
560-DC2 560-DCI2 561-DCI2  3/4" --- 10/3(61") 8/3(.87") 10/4(.61") 8/3(87") 50 500

Used to connect AC/MC cable to box

or enclosure. Listed for use with MC-PCS.
CSA Listed for ACG90. The 560-DC2 and
560-DCI2 are also listed for flexible metal
conduit. Refer to the cable connector
compatibility charts in the technical guide
section for MCI-A, MC-PCS, and other cables.

. @) File No. E20534

@ File No. LR39354
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Armored/Metal Clad Cable Fittings

Single Screw Strap Type Connectors

Single Screw Zinc Die Cast
ACG90
Strap Connectors Catalog K.O. Flex Cable Range Unit Std.
Number Size Trade Size Min. Max. Qty. Pkg.
BL-17* 1/2" 172" 8/3 8/3 50 200
BL-18 3/4" 3/4" 6/3 6/3 25 100
BL-19 1" 1" 3/3 3/3 10 100

Zinc Die Cast / Insulated Throat - 105°C

ACG90

Catalog K.O. Flex Cable Range Unit Std.

Number Size Trade Size  Min. Max. Qty. Pkg.
The BL-17 is used to connect ACG90 cable, MC-PCS, BL-17I* 1/2" 1/2" 8/3 8/3 50 200
and flexible metal conduit to box or enclosure. Refer BL-18I 3/4" 3/4" 6/3 6/3 25 100
to the cable connector compatibility charts in the BL-19I 1" 1" 3/3 3/3 10 100
technical guide section for MCI-A, MC-PCS, and * Listed for MC-PCS
other cables.
@ File No. E9391, E20534
Single Screw Strap Zinc Die Cast / Insulated Throat - 105°C

AC/MC

Connector for MCI-A Cable Catalog K.O. Cable Range Unit  Std.

Number Size Min. Max. Qty. Pkg.

560-MCIA2  1/2" 14/2(.38") 10/3(.61") 50 500

For connecting AC/MC cable to box or enclosure.
Refer to the cable connector compatibility charts
in the technical guide section for MCI-A and other
cables.

«(@)us File No. E20534
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Armored/Metal Clad Cable Fittings

“U” Shaped Strap Connectors

“U” Shaped Strap Connectors

e )

-Iiﬂ?

." :

e, . [ _,. 4
~

.

Used to connect AC/MC cable or flexible metal
conduit to box or enclosure. Refer to the cable
connector compatibility charts in the technical

guide section for MCI-A and other cables.

@) File No. E20534

Low Profile “U” Shaped
Strap Connectors

570-DC2

570-DCI2 570-DCR2

Used to connect AC/MC cable to box or enclosure.
The 570-DC2 and 570-DCI2 are listed for MC-PCS
cable, and CSA Listed for ACG90. Refer to the cable
connector compatibility charts in the technical guide
section for MCI-A, MC-PCS, and other cables.

@) File No. E20534
@ File No. LR39354: 570-DC2 and 570-DCI2

186

Zinc Plated Steel

Flex AC/MC
Catalog K.O. Trade Cable Range Unit  Std.
Number Size  Size Min. Max. Qty. Pkg.

570-S 172" 3/8" 14/2 (.44") 10/2 (.66") 50 500

Zinc Die Cast

ACG90 AC/MC
Catalog K.O. Cable Range Cable Range  Unit Std.
Number Size Min. Max. Min. Max. Qty. Pkg.

570-DC2* 1/2" 14/2 (42") 10/3 (61") 14/2 (42")10/3 (61") 50 500
570-DCR2 1/2" - - 14/2(43")10/3(61") 50 500

Zinc Die Cast / Insulated Throat - 105°C

ACG90 AC/MC
Catalog K.O. Cable Range Cable Range  Unit Std.
Number Size Min. Max. Min. Max.  Qty. Pkg.

570-DCI2* 1/2" 14/2 (.42") 10/3 (.61") 14/2 (.42")10/3 (.61") 50 500
* Listed for MC-PCS

‘E) BRIDGEPORT



Armored/Metal Clad Cable Fittings

Color Coded “U” Shaped Strap Connectors

HCF Green®
Color-Coded Connectors

&

Suitable for use with AC/MC/MC-PCS cable and
Health Care Facility (HCF) cable. Refer to the cable
connector compatibility charts in the technical guide
section for MCI-A, MC-PCS, and other cables.
Patented. US Patent 6,817,895.

@) File No. E20534

Fire Alarm Cable
Color-Coded Connectors

it

&

r—

Suitable for use with AC/MC/MC-PCS and Fire Alarm
MC Cable. Patented. US Patent 6,817,895.

@) File No. E20534

‘E) BRIDGEPORT

Zinc Die Cast / Insulated Throat - 105°C
AC/MC/MC-PCS

Catalog K.O. Cable Range Unit  Std.

Number Color  Size Min. Max. Qty. Pkg.

570-GI  Green  1/2" 14/2 (.42") 10/3 (.61") 50 500
Zinc Die Cast / Insulated Throat - 105°C

Fire Alarm AC/MC/MC-PCS

Catalog K.O. Cable Range Cable Range Unit Std.
Number Color Size  Min. Max. Min. Max. Qty. Pkg.
570-RI  Red 1/2" 18/2(.38") 12/4 (.61") 14/2 (.42") 10/3 (.61") 50 500

Solid TFN or THHN

18/2 (.41")14/2 (.61")
Solid Twisted Pair

187




Armored/Metal Clad Cable Fittings

“U” Shaped Strap Connectors

“U” Shaped Strap Connectors

571-DC2 571-S

Used to connect AC/MC cable and flexible metal
conduit to box or enclosure. 571-DC2, 571-DCI2

and 571-SlI are listed for use with MC-PCS Cable.

Refer to the cable connector compatibility charts
in the technical guide section.

@) File No. E20534

188

Zinc Die Cast

Flex AC/MC
Catalog K.O. Trade Cable Range Unit  Std.
Number Size Size Min. Max. Qty. Pkg.
571-DC2* 1/2" 1/2" 8/3(.70") 6/3(.85") 50 200
572-DC2 3/4" 3/4" 4/3(94") 3/4(1.04") 25 100
573-DC2 1" 1" 2/3(1.18") 3-2/0(1.35") 10 100
Zinc Die Cast / Insulated Throat - 105°C

Flex AC/MC
Catalog K.O. Trade Cable Range Unit  Std.
Number Size Size Min. Max. Qty. Pkg.
571-DCI2* 1/2" 1/2" 8/3(.70") 6/3(.85") 50 200
572-DCI2 3/4" 3/4" 4/3(.94") 3/4(1.04") 25 100
573-DCI12 1" 1" 2/3(1.18") 3-2/0(1.35") 10 100
Zinc Plated Steel

Flex AC/MC
Catalog K.O. Trade Cable Range Unit  Std.
Number Size Size Min. Max. Qty. Pkg.
571-S 1/2"  1/2" 8/3(70") 6/3(.85") 50 200
572-S 3/4"  3/4" 4/3(.94") 4/3(1.04") 25 100
573-S 1" 1" 2/3(1.18") 3-2/0(1.35") 10 100
Zinc Plated Steel / Insulated Throat - 105°C

Flex AC/MC
Catalog K.O. Trade Cable Range Unit  Std.
Number Size Size Min. Max. Qty. Pkg.
571-SI*  1/2" 1/2" 8/3(.70") 6/3(.85") 50 200
572-8l 3/4"  3/4" 4/3(.94") 4/3(1.04") 25 100
573-SI 1" 1" 2/3(1.18") 3-2/0(1.35") 10 100

* Listed for MC-PCS

‘E) BRIDGEPORT



Armored/Metal Clad Cable Fittings

Duplex Connectors

Duplex E-Z Lock® Zinc Die Cast

Locknut Connectors Flex AC/MC .
Catalog K.O. Trade Cable Range Unit  Std.
Number  Size  Size Min. Max. Qty. Pkg.

3838-DC2 1/2"  3/8" 14/2(.38") 10/2(59") 20 200

Zinc Die Cast / Insulated Throat - 105°C

Flex AC/MC
3838-DC2 3838-DCI2 Catalog K.O. Trade Cable Range Unit  Std.
Number  Size  Size Min. Max. Qty. Pkg.
For connecting 2 AC/MC/FMC cables to a box or 3838-DCI2 1/2"  3/8" 14/2(.38") 10/2(59") 20 200
enclosure. Simply snap cables into connector and
tighten locknut to assemble into electrical box.
Integral internal spring steel locking tabs fasten
cable or conduit. Suitable for maintaining grounding
continuity when installed in accordance with the NEC.
Refer to the cable connector compatibility charts in
the technical guide section for MCI-A and other cables.
«@)us File No. E20534
Duplex Connectors Zinc Die Cast
Flex ACG90 AC/MC
Catalog K.O. Trade Cable Range Cable Range Unit Std.
Number Size Size Min. Max. Min. Max.  Qty. Pkg.
601-DC2 1/2" 3/8" 14/2 (.375") 10/3 (.625") 14/3 (.375") 10/3 (.625") 20 200
621-DC2* 3/4" 3/8" - 14/4 (44") 8/3(70") 25 100
691-DC2 1/2" 3/8"  --- 14/2 (42") 10/3(61") 20 200

* Listed for MC-PCS

601-DC2, 621-DC2 691-DC2

For connecting AC/MC cable and flexible metal
cable to box or enclosure. The 601-DC2 is CSA
Listed for ACG90. Refer to the cable connector
compatibility charts in the technical guide section
for MCI-A, MC-PCS, and other cables.

@) File No. E20534
@ File No. LR39354
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Armored/Metal Clad Cable Fittings

Squeeze Type Connectors

Squeeze Connectors Zinc Die Cast
Catalog K.O. Flex Cable Range Unit  Std.
Number Size Trade Size Min. Max.  Qty. Pkg.
403-DC2  1/2" 3/8" 12/3 (.58")10/3 (.61")* 50 500
407-DC2  1/2" 172" 8/4 (.86") 6/4 (.92")* 50 200

*AC/MC  **AC

Zinc Die Cast / Insulated Throat - 105°C
Catalog K.O. Flex Cable Range Unit  Std.

Used to connect AC/MC cable or flexible metal Number  Size Trade Size Min. Max. Qty. Pkg.
conduit to box or enclosure. Refer to the cable 407-DCI2  1/2" 1/2"  8/4(.86") 6/4(.92") 50 200
connector compatibility charts in the technical
guide section for MCI-A and other cables. Malleable Iron / Insulated Throat - 105°C
«@)us File No. E20534: 403-I Catalog K.O.  Flex Cable Range  Unit  Std.

) Number Size Trade Size Min. Max. Qty. Pkg.
@ File No. E9391: 407-DC2 and 407-DCI2

403-I*  1/2" 3/8" 14/4 (.51") 6/3 (.835") 50 500

¢(U)ws File No. E9391: 403-DC2 ~+ isted for MC-PCS
Squeeze Connectors Zinc Die Cast
with Grounding Lug Flex AC Ground

Catalog K.O. Trade Cable Range LugRange Unit Std.
Number Size Size Min. Max. Min. Max. Qty. Pkg.

407-DC2G 172" 1/2" .86" 92" 14AWG 6AWG 50 200

To connect and bond flexible metal conduit and
AC/HCEF cables to box or enclosure. Refer to the
cable connector compatibility charts in the technical
guide section for MCI-A and other cables. Patented.
US Patent D666,153.

«(@)us File No. E9391

(E) BRIDGEPORT



Armored/Metal Clad Cable Fittings

Two Screw, Strap Type Connectros

Multi-Purpose Connector Zinc Die Cast

TWO Screw Strap Type Flex = Nonmetallic AC/MC
? Catalog K.O. Trade Cable Range Cable Range Unit Std.

Number Size Size Min. Max. Min. Max. Qty. Pkg.

563-DC2 1/4" 3/8" 14/2 12/2 1472 12/2 50 500

Used to connect nonmetallic sheath cable
(NM-B), AC/MC cable or flexible metal conduit

to 1/4" knockout. Will fit 1/4" knockouts with flats,
such as used in lighting applications.

A Recognized UL File No. E9391

Two Screw, Zinc Die Cast
ACG90
Strap Type ConneCtor Catalog K.O. Cable Range Cable Range  Unit Std.
Number Size Min. Max. Min. Max. Qty. Pkg.

565-DC2 1/2" 14/2 (43" 10/3 (53" 14/2 (:38")10/3 (:53") 100 1000
566-DC2 1/2" 14/2 (43" 10/3 (53" 12/2 (.44")10/2 (:53") 100 1000

565-DC2 566-DC2

The 565-DC2 is for connecting MC cable to box or
enclosure. The 566-DC2 is for connecting AC/MC
cable. Both are CSA Listed for ACG90. Refer to the
cable connector compatibility charts in the technical
guide section for MCI-A and other cables.

@) File No. E20534
@B File No. LR39354
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Armored/Metal Clad Cable Fittings

Two Screw, Strap Type Connectors

Two Screw Strap Zinc Die Cast
Flex AC/MC Teck90
Type Connectors Catalog K.O. Trade Cable Range Cable Range Unit Std.
. Number  Size Size Min. Max. Min. Max.  Qty. Pkg.
2 653-DC2* 1/2" 1/2" 8/2(675") 6/4(90") 10/3(.68") 8/3(.85") 25 100
655-DC2 3/4" 3/4" 6/3(85") 4/3(1.10") 8/4(929") 6/3(1.24") 20 100
657-DC2 1" 1" 4/3(1.03") 1/3(1.31") 6/3(1.24") 2/3(1.31") 5 25
*AC/FMC/MC-PCS
Used to connect AC/MC cable or flexible metal
conduit to box or enclosure. Refer to the cable
connector compatibility charts in the technical
guide section for MCI-A, MC-PCS, and other
cables. Also listed for use with Teck90 cable in
Dry Locations Only.
@) File No. E20534
Two Screw Strap Type Connectors  Zinc Die Cast (Round Opening)
Catalog  K.O. MC Cable Range Unit Std.
Number  Size Min. Max. Qty. Pkg.
682-DC2  3/4" 10/3 (.530") 6/4 (.865")* 10 100
683-DC2 1" 6/4 (.875") 4/3 (1.040") 10 100
684-DC2 1 1/4" 4/4 (1.100") 3/4 (1.250") 10 100
685-DC2 11/2" 2/4 (1.250") 3-2/0(1.500") 5 25
686-DC2 2" 4-4/0 (1.750")  4-250 MCM (2.000") 2 10
683-DC2 683-DCI2 683-DCX2 687-DC2 2 1/2" 4-300 MCM (2.000") 4-500 MCM (2.500") 1 5
688-DC2 3" 4-500 MCM (2.375") 4-750 MCM (3.000") 1 5
Used to connect MC cable to box or enclosure. 689-DC2 31/2" 4-600 MCM (2.750) 4-750 MCM (3.500%) 1 5

682-DC2 is listed for AC/MC/MC-PCS.

@) File No. E20534: 682-DC2
(@) File No. E202876: 683-DC2 thru 689-DC2;

*AC/MC /MC-PCS

Zinc Die Cast (Round Opening) / Insulated Throat - 105°C

Catalog  K.O. MC Cable Range Unit Std.
683-DCI2 thru 689-DCI2 and Number  Size Min. Max. Qty. Pkg.
683-DCX2 thru 689-DCX2 683-DCI2 1" 6/4 (.750") 4/3(1.040") 10 100

684-DCI2 1 1/4" 4/4 (1.100") 3/4 (1.250") 10 100

685-DCI2 1 1/2" 2/4 (1.250") 3-2/0 (1.500") 5 25

686-DCI2 2" 4-4/0 (1.750") 4-250 MCM (2.000") 2 10

687-DCI2 2 1/2" 4-300 MCM (2.000") 4-500 MCM (2.500") 1 5

688-DCI2 3" 4-500 MCM (2.375") 4-750 MCM (3.000") 1 5

689-DCI2 3 1/2" 4-600 MCM (2.750") 4-750 MCM (3.500") 1 5

Zinc Die Cast (Rectangular Opening)

Catalog K.O. MC Cable Range Unit Std.

Number Size Min. Max. Qty. Pkg.

683-DCX2 1" 6/4 (.875") 4/3 (1.040") 10 100

684-DCX2 1 1/4" 4/4 (1.100") 3/4 (1.250") 10 100

685-DCX2 1 1/2" 2/4 (1.250") 3-2/0 (1.500") 5 25

686-DCX2 2" 4-4/0 (1.500")  4-250 MCM (1.850") 2 10

687-DCX2 2 1/2" 4-300 MCM (2.000") 4-500 MCM (2.500") 1 5

688-DCX2 3" 4-500 MCM (2.375") 4-750 MCM (3.000") 1 5

689-DCX2 3 1/2" 4-600 MCM (2.750") 4-750 MCM (3.500") 1 5
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Armored/Metal Clad Cable Fittings

Four Screw, Strap Type Connectors

Four Screw Strap Malleable Iron (Rectangular Opening)
Type Connectors Catalog  K.O. MC Cable Range Unit Std.
Number  Size Min. Max. Qty. Pkg.
683-XM 1" 6/4 (.84") 4/4 (1.10") 10 100
684-XM  11/4" 4/4 (1.05") 4-1/0 (1.34") 10 100
685-XM  11/2" 3-1/0 (1.34") 4-2/0 (1.52") 5 25
686-XM 2" 4-3/0 (1.52") 3-350 MCM (1.95") 2 10
687-XM  21/2" 3-350 MCM (1.95") 4-500 MCM (2.50") 1 5
688-XM 3" 4-500 MCM (2.47") 4-750 MCM (2.86") 1 5
689-XM  31/2" 4-500 MCM (2.65") 4-900 MCM (3.20")* 1 5
Used to connect AC/MC cable MC only
to box or enclosure.
«@)us File No. E202876
MC-FLEXFIT™ Zinc Plated Steel
Adjustable MC Connector Catalog K.O. MC Cable Range Unit  Std.
Number Size Min. Max. Qty. Pkg.
683-Ul 1" 6/3 (.78") 1-3(1.12") 5 50
684-Ul 11/4" 2-3(1.00") 3/0-3 (1.46") 5 50
685-Ul 11/2" 2/0-4(1.36") 250-4 (1.77") 5 25
686-Ul 2" 250-4 (1.70") 500-3 (2.20") 2 10
687-Ul 2 1/2" 500-3 (2.10") 750-3 (2.70") 1 5
688-Ul 3" 600-3 (2.63") 750-3 (2.90") 1 5
688-UIX 3" 750-3 (2.90") 750-4 (3.30") 1 5

Bridgeport's new 680-Ul series of adjustable
endstop connectors have an innovative one piece
armor stop and insulated throat that provides
greater conductor protection. These items have a
two position/two screw hinge design which allows
for a large cable range without needing separate
bushings. The heavy duty steel construction
supports large sized MC Feeder Cable.

Patented. US Patent D787,043; 9,373,919.

@. Listed
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Armored/Metal Clad Cable Fittings

JMC/TECK Connectors
Mighty-Seal® PVC

Jacketed MC and TECK

Cable Connectors

CONCRETE-TIGHT RAINTIGHT

For connecting PVC jacketed MC cable (parking deck/lot cable) or TECK cable to box or enclosure. Simply strip 7/8"
to 1" of jacket from end of cable, loosen nut, and push cable into connector until cable reaches end stop. Tighten nut
for raintight connection. Knockout gasket provides positive seal at 1/2" K.O. NPT tapered threads permits installation

in threaded boxes. The 595-DC2C, 596-DC2C and 895-DC2C have a Cor-Shield Polyolefin coating and are listed
for direct burial. Concrete-tight. NPT Thread. Polyethylene gasket. NEMA TYPE 2,3,3R, 4. DC2C versions are also

NEMA TYPE 4X. Patented. US Patent D604,242: 6,737,584.
@) File No. E20534 (except 595-DC2C, 596-DC2C and 895-DC2C)
@). Listed: 595-DC2C, 596-DC2C and 895-DC2C

Zinc Die Cast / Cor-Shield Polyolefin Coating

NPT JMC TECK 90 JMC TECK 90 Unit  Std.
Cat No. Size JMC TECK'90 Armor O.D. Armor O.D. Jacket O.D. Jacket O.D. Qty. Qty.
595-DC2 1/2"  12/2t010/3  14/2to12/2  .500" - .610" .500"-.610" .605"-.710" .650"-.686" 15 60
596-DC2 1/2"  10/4to 8/3 12/3t0 10/3  .645" - .685"  .650-.700" .723"-.795" .710"-.761" 15 60
597-DC2 3/4" 8/4 10 6/3 10/4 - 8/3 793" - .890"  .780" -.900" .893" -.965" .804"-.917" 5 50
895-DC2 12" 12/2t0 10/3 14/2t0 12/2  .500" - .610" .500" - .610" .605" -.710" .650" - .686" 10 40
Zinc Die Cast / Insulated Throat - 105°C

NPT JMC TECK 90 JMC TECK 90 Unit  Std.
Cat No. Size JMC TECK 90 Armor O.D. Armor O.D. Jacket O.D. Jacket O.D. Qty. Qty.
595-DCI2  1/2" 12/2t010/3 14/2t0 12/2  .500" - .610" .500" - .610" .605" -.710" .650" - .686" 15 60
596-DCI2  1/2" 10/4 to 8/3 12/3t0 10/3  .645" - .685" .650 - .700" 723" -.795" 710" -.761" 15 60
895-DCI2  1/2" 12/2t010/3 14/2t012/2  .500" - .610" .500" - .610" .605" -.710" .650" - .686" 10 40
Zinc Die Cast / Cor-Shield Polyolefin Coating

NPT JMC TECK 90 JMC TECK 90 Unit  Std.
Cat No. Size JMC TECK'90 Armor O.D. Armor O.D. Jacket O.D. Jacket O.D. Qty. Qty.
595-DC2C 1/2" 12/2t010/3 14/2t012/2 500" - .610" .500"-.610" .605"-.710" .650" - .686" 10 40
596-DC2C 1/2" 10/4 to 8/3 12/3t0 10/3  .645" - .685" .650 - .700" 723" -.795" 710" -.761" 10 40
895-DC2C 1/2" 12/21t010/3 14/2t012/2 500" - .610" .500" - .610" .605"-.710" .650" - .686" 10 40
194
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Armored/Metal Clad Cable Fittings

JMC/TECK Connectors
Mighty-Seal® Zinc Die Cast
EMT to DUPLEX JMC/TECK Catalog NPT JMC JMC  Unit Std.
Transition Connectors Number  Size JMC Armor 0.D.  Jacket 0.D. Qty. Qty.

695-DC2 3/4" 12/2t010/3 .480"-.640" .580"-.720" 10 40

Catalog NPT TECK 90 TECK 90 TECK90  Unit Std.
Number Size Armor 0.D.  Jacket 0.D. Qty. Qty.

695-DC2 3/4" 12/2to14/4 480" -.640" .580"-.720" 10 40

Bridgeport's 695-DC2 makes it easy to connect multiple
JMC/TECK cables to enclosures in wet locations.

Simply strip 7/8" to 1" of jacket from end of cable, loosen
nut, and push cable into connector until cable reaches end
stop. Knockout gasket provides positive seal at 1/2" K.O.
NPT tapered threads permits installation in threaded boxes.
NEMA TYPE 2,3,3R, 4.

Patented. US Patent D604,242; 6,737,584; 10,059,659.

c@m Listed




Armored/Metal Clad Cable Fittings

90° Connectors

90° Duplex Connector Zinc Die Cast

Flex AC
¥ Catalog K.O. Trade Cable Range Unit  Std.
( A Number Size Size Min. Max. Qty. Pkg.
=
- 830-DC2 1/2" 3/8" 12/2 (44" 10/3(61") 25 100
T
90° fitting with steel cover used to connect
AC cable or flexible metal conduit to box or enclosure.
(@) File No. E20534
90° Connectors Zinc Die Cast
Flex Metal Clad
Catalog K.O. Trade Cable Range Unit Std.
Number Size Size Min. Max. Qty. Pkg.
. 801-DC2* 1/2" 3/8" 14/4(450") 10/4 (625") 25 250
804-DC2 1/2" 1/2" .750" .875" 25 100
806-DC2 3/4" 3/4" .875" 1.000" 10 50
807-DC2 1" 1" 1.187" 1.312" --- 25
808-DC2 1 1/4" 1 1/4" 1.500" 1.625" --- 25
90° fitting with cover for connecting MC cable Zinc Die Cast / Insulated Throat - 105°C
to box or enclosure. Refer to the cable connector
L . . . . Flex Metal Clad
compatibility charts in the technical guide section Catalog K.O. Trade Cable Range Unit Std.
for MCI-A, MC-PCS, and other cables. Number Size Size Min. Max. Qty. Pkg.
@ File No. E9391: 801-DC2 and 801-DCI2 801-DCI2* 1/2"  3/8" 14/4 (.450") 10/4 (.625") 25 250
804-DCI2 1/2" 1/2" .750" .875" 25 100
@) File No. E20534: 804-, 806-, 807-, 808-DC2 & DCI2  806-DCI2 3/4"  3/4" 875" 1.000" 10 50
. 807-DCI2 1" 1 1.187" 1.312" - 25
@ File No. LR39354 808-DCI2 11/4" 11/4" 1500"  1.625" - 25

* Listed for MC-PCS.
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Armored/Metal Clad Cable Fittings

Transitions
Transition Couplings Zinc Die Cast
EMT Flex Nonmetallic AC/MC
Catalog Trade Trade Cable Range Cable Range  Unit Std.
: Number Size Size Min. Max. Min. Max. Qty. Pkg.
Qf - 280-DCX 1/2" 3/8" (2)14/2 (1)10/3 or 14/2 (43") 10/3 (61") 25 100
: #" = () 12/2
' G} 280SP  1/2" 3/8" --- - 14/2(43")10/3(61") 25 100
— 280SPMB 1/2"  3/8" --- -—- 14/2 (.43") 10/3 (.61") 25 100
T 280SP 2B0SPMB 281SPMB 3/4"  --- --- -—- 10/4 (.61") 8/3(.72") 25 100
—~—
Couplings used to join EMT to flexible
metal conduit and AC/MC cable.
The patented 280-DCX has a steel strap.
The 280SP, 280SPMB and 281SPMB
are patented Mighty-Merge® Designs.
The 280SPMB and 281SPMB have set
screw end for EMT and a Snap-In end for
AC/MC cables and flexible metal conduit.
The 280SPMB and 281SPMB has a Push-In
ends for EMT and a Snap-In ends for AC/MC
cables and flexible metal conduit. Patented.
US Patent 8,487,197; 8,274,000; 6,765,143.
Refer to the cable connector compatibility
charts in the technical guide section for
MCI-A and other cables.
«(@)us File No. E9391
Mighty-Merge® Zinc Die Cast
Transition Couplings EMT  Flex AC/MC _
Catalog Trade Trade Cable Range Unit Std.
Number Size  Size Min. Max. Qty. Pkg.

4057-DC  3/4"  3/8" 14/2(.43") 10/3(.61") 25 100
4058-DC  3/4" 1/2" 10/4 (.63") 6/4(.89") 25 100

4057-DC 4058-DC

Couplings used to join EMT to flexible metal
conduit and AC/MC cable. Refer to the cable
connector compatibility charts in the technical
guide section for MCI-A and other cables.
Patented. US Patent D668,618.

@). Listed
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Armored/Metal Clad Cable Fittings

Transitions
Mighty-Merge® Zinc Die Cast
Transition Couplings EMT  Flex AC/MC .
Catalog  Trade Trade Cable Range Unit  Std.
4357-DC Number Size  Size Min. Max. Qty. Pkg.
. 4156-DC  1/2"  3/8" 14/2(43") 12/2(52") 10 40
4157-DC  3/4" 3/8" 14/2(.43") 10/3(61") 25 100
4357-DC 1" 3/8" 14/2 (.43") 10/3 (.61") 5 20
4457-DC 1" 3/8" 14/2 (.43") 10/3 (.61") 5 20
5157-DC  3/4" 3/8" 14/2(.43") 10/3(.61") 25 100

4457-DC 5157-DC

Coupling used to join duplex AC/MC cable or flexible
metal conduit to 3/4" EMT. Set screw type transitional
fitting ideal for commercial and institutional facilities.
A labor savings, compared to the traditional junction
box installation. Simply remove the armor and expose
the length of conductors to reach the device box or

. enclosure. Insert FMC or AC/MC until visible in inspection
holes. Refer to the cable connector compatibility charts
in the technical guide section for MCI-A and other cables.
Patented. US Patent D581,877; D699,195; D755,728;
D750,570; 9,252,577; 7,402,752.

«@)us File No. E20534
@). Listed 4156-DC, 4357-DC, 4457-DC



Armored/Metal Clad Cable Fittings

Straps

Mighty-Hold® el Zinc Plated Steel

Universal "\:anm“‘r Catalog Trgde Unit Std.
Clamp Straps _{ gt 23 Number Size Qty.  Pkg.
P PS Q& ’ dah UCS-5075 1/2" - 3/4" 50 250
2 5 UCS-75100 3/4" - 4" 50 250
o gt UCS-100125 1"-11/4" 25 100
: =" UCS-125150 11/4"-11/2" - 25
. - . UCS-150200 112" -2" - 25
s’
T,
One piece clamp back and strap secures both
cable and conduit. Secures EMT, Rigid, IMC,
Metallic Liquid Tight, Nonmetallic Liquid Tight,
FMC, and Schedule 40 and Schedule 80 PVC
conduit, as well as steel and aluminumAC/MC
cable. Patented. US Patent 9,243,723.
«(@)us File No. E161206
One Hole Straps Zinc Plated Steel
Flex AC/MC
- Catalog Trade Cable Range Unit. Std.
/ ’ Number  Size Min. Max. Qty. Qty.
| 4B 890-MC -  14/2 (475") 12/2(525") 100 1000
f: 891-MC - 14/3(540") 12/3(590") 100 1000
900-F 3/8" 12/4 (.560") 10/3(.610") 100 1000
Snap-on type strap used to support AC/MC
cable or flexible metal conduit.
«(@)us File No. E161206
199
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Armored/Metal Clad Cable Fittings

Universal Straps

Mighty-Hold® Universal Straps Zinc Plated Steel
Flex AC/MC
Catalog Hole Trade Cable Range Unit  Std.
Number Size Size Min. Max. Qty. Pkg.
US-4461 .210" 3/8" 14/2(.425") 10/3(.61") 100 1000
us-6171 - .210" 10/4 (.617") 8/3(.710") 100 1000
For AC/MC/MCI-A cable and flexible metal
conduit. The US-6171 also supports jacketed
MC/MCI-A cable. Secures multiple sizes. Patented.
US Patent D644,613.
«@)us File No. E161206
Mighty-HoIdT'V' Duplex Zinc Plated Steel
Universal Straps Catalog Flex Hole Unit Std.
Number Trade Size Size Qty. Pkg.
- USD-4461 3/8" .210" 100 1000
. [ USD-6171 210" 100 1000
Gt
Y.“"«f ﬂ _
For AC/MC/MCI-A cable and flexible metal
conduit. The USD-6171 also supports jacketed
MC/MCI-A cable. Secures multiple sizes. Patented.
«(@)us File No. E161206
Mighty-Hold® Universal Straps Stainless Steel
Catalog Hole Cable Range Unit Std.
Number Size Min. Max. Qty. Pkg.

USS-6171 210"  12/2(55") 10/3(71") 100 1000

For PVC jacketed steel MCI-A cable. Suitable
for use in wet locations. Supports multiple sizes.
Stainless Steel. Patented.

«(@)us File No. E161206
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Armored/Metal Clad Cable Fittings

Cable Supports

AC/MC Cable Bracket Steel
AC/MC
Catalog Cable Range Unit Std.
Number Min. Max. Qty. Pkg.

895-MC  (4)14/2 (4)12/3 50 500

Positions AC/MC cables. Galvanized steel
construction. Convenient slot and hole for
attaching to stud with nails or screws.

¢()us File No. E161206

Cable Supports Polypropylene
Catalog Cable Range Unit Std.
Number Min. Max. Qty. Pkg.
NMCB-1 6)14/2 (6)10/3NM-B 25 100
Or

(4)14/2  (4) 12/2 AC/MC
NMCB-3  (5)14/2 (5)10/3AC/MC 25 100

NMCB-1 NMCB-3

NMCB-1 positions and supports nonmetallic and
AC/MC cables. Also suitable for use with low voltage
cabling to 3/8" diameter. Furnished with (2) No. 8
screws for use on wood or steel stud. Complies with
NEC Articles 300.4(D) and 320.23(B). Patented.

NMCB-3 is provided with nails for use on wood
studs or 3/4" thick furring strips to position and
support AC/MC cables. May also be attached to
metal studs or enclosures, or concrete block with
No. 6 round head screws. Mounts in either horizontal
or vertical direction. Low profile design and unique
dimpled slots prevent accidental removal of cables.
Patented.

«@)us File No. E161206
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Armored/Metal Clad Cable Fittings

Anti-Short Bushings

Anti-Short Bushings
“Redheads”

“Redheads” prevent damage to wire
insulation when placed between the
wire and armored sheath.

@) File No. E11259
@ File No. LR24719M5

202

Polyethylene - 90°C

Flex

Catalog Trade Trade Cable Unit  Std.
Number  Size Size Size Qty. Pkg.
1000 0 5/16" 14/2,14/3,12/2 50 7000
1001 1 3/8"  14/4,12/3, 6/1, 4/1 50 3500
1002 2 --- 12/4,10/2,10/3,2/1 50 7000
1003 3 1/2" 10/4, 8/2, 8/3, 1/1 20 2000
1004 4 3/4" 8/4, 6/2, 6/3, 20 1600
4/2,4/3, 6/4
1005 5 1" --- 25 100
1006 6 11/4" -—- 10 40
1007 7 11/2" -—- 10 40
1008 8 2"-21/2" -—- 10 40






Transition Fittings

EMT to RIGID

Compression Zinc Die Cast

Transition Couplings Catalog EMT Rigid Unit Std.
Number  Trade Size Trade Size Qty. Pkg.
291-CDC 3/4" 3/4" 15 150
292-CDC 1" 1" 10 100
295-CDC 2" 2" 2 10

Compression type fitting used to join

EMT to rigid or IMC. Concrete-tight.

@. Listed

Set Screw Zinc Die Cast

Transition Couplings Catalog EMT Rigid Unit Std.
Number  Trade Size Trade Size Qty. Pkg.
290-DC 1/2" 1/2" 50 200

. 291-DC 3/4" 3/4" 25 100

292-DC 1" 1" 25 100

Zinc Plated Steel

Catalog EMT Rigid Unit Std.

Number  Trade Size Trade Size  Qty. Pkg.

290-S 1/2" 1/2" 25 100
Set screw type fitting used to join EMT to rigid 291-S /4! /4! 25 100
or IMC. Concrete-tight. Furnished with Tri-Drive 292-S 1 1 10 50

slot/Phillips/Robertson head screws. Patented.
US Patent D600,651.

(@). Listed: 290-DC thru 292-DC
«(@)us File No. E9391: 290-S thru 292-S

‘E) BRIDGEPORT



Transition Fittings

EMT to RIGID

Mighty-Merge® Raintight Zinc Die Cast
mbination lin Catalog EMT Rigid Unit Std.

CO b atio COUp gs Sﬂlﬂﬂ Number Trade Size  Trade Size Qty. Pkg.
290-RT 172" 172" 25 100
291-RT 3/4" 3/4" 25 100
292-RT 1" 1" 10 50
293-RT 11/4" 11/4" 5 25
294-RT 11/2" 11/2" 2 20
295-RT 2" 2" 2 20
299-RT 4" 4" 1 5

Couplings used to transition EMT to rigid for

a secure raintight/wet location seal. Patented.

US Patent 7,390,027.

c@w Listed

Compression Zinc Plated Steel

Transition Coup"ngs Catalog EMT. Rigid. Unit Std.
Number Trade Size Trade Size Qty. Pkg.
290-MS 1/2" 1/2" 25 100
291-MS 3/4" 3/4" 25 100
292-MS 1" 1" 10 50

Used to join rigid or IMC to EMT. Coupling
internally threaded for rigid / IMC. Compression
end for EMT. Concrete-tight.

@ File No. E9391: 292-MS
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Transition Fittings

EMT to AC/MC/FMC

Transition Couplings Zinc Die Cast

EMT Flex Nonmetallic AC/MC
Catalog Trade Trade Cable Range Cable Range  Unit Std.
Number Size Size Min. Max. Min. Max. Qty. Pkg.

280-DC  1/2"  — 142 103 - — 25 100
280-DCX 1/2"  3/8" (2) 14/2 10/3 or 14/2 (.43") 10/3 (.61") 25 100
@) 12/2
280SP  1/2"  3/8" - - 14/2(43") 10/3(61") 25 100
280-DC 280-DCX 281-DC, 282-DC, 282-DCX, ~ 280SPMB 1/2" 3/8" - - 14/2(43") 10/3(61") 25 100
283-DC Thru 286-DC, 281SPMB 3/4" - - - 10/4(61") 8/3(72") 25 100
282-DCR Thru 286-DCR
_ Zinc Die Cast
Q";_ Catalog EMT Flex Unit Std.
$" =5 Number Trade Size Trade Size Qty. Pkg.
&.f 281-DC 1/2" 1/2" 25 250
4 282-DC 3/4" 3/4" 25 100
282-DCX 3/4" 1/2" 25 100
280SP 280SPMB 583-DC 10 4 10 100
Set screw type couplings used to join EMT to AC/MC 284-DC 1174 1174 4 40
and flexible metal conduit. See below. The patented ggg'gg 1 ;/2 1 ;/2 3 58
280-DCX and 280-DC have steel straps. )
The 280SP, 2808PMB and 281SPMB are patented Zinc Die Cast
Mighty-Merge® Designs. The 280SP has a set screw o )
end for EMT and a Snap-In end for AC/MC cables and (NDataItc))g T F;'g"sj_ T g'eé_ g;"t g,t(d'
flexible metal conduit. The 280SPMB and 281SPMB umber  Trade >ize rade Size Y. 9
. have Push-In ends for EMT and a Snap-In ends for 282-DCR /4! /4! 25 100
AC/MC cables and flexible metal conduit. 322'882 ; 1/ ) ; 1/ ) 140 14000
Refer 'to the pable cc?nnector compatibility charts in the 285-DCR 11/o" 11/o" 5 20
technical guide section for MCI-A and other cables. 286-DCR o” on 2 20

280SPMB and 281SPMB are Patented. US Patent
8,487,197; 8,274,000; 6,765,143. 287-XS through 290-XS Zinc Plated Steel
are Patented. US Patent 8,690,194; D691,963; D689,026

Catalog EMT Flex Unit Std.

c@m Listed: 287-XS, 288-XS, 289-XS, 290-XS Number Trade Size Trade Size Qty. Pkg.
287-XS 21/2" 21/2" 1 4
cus File No. E9391: 280-DC, 280-DCX, 280SPMB, 288-XS 3" 3" 1 4
280SP, 281-DC, 282-DC, 283-DC Through 286-DC,  289-XS 31/2" 31/2" --- 2
282-DCR Through 286-DCR 290-XS 4" 4" --- 1
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Transition Fittings

EMT to AC/MC/FMC
Mighty-Merge® Zinc Die Cast
Transition Couplings EMT  Flex AC/MC ,
Catalog  Trade Trade Cable Range Unit Std.
A Number Size  Size Min. Max. Qty. Pkg.
4057-DC  3/4" 3/8" 14/2 (.43") 10/3(.61") 25 100
4058-DC  3/4" 1/2" 10/4 (.63") 6/4 (.89") 25 100
\< ¥
4057-DC 4058-DC
Couplings used to join EMT to flexible metal conduit and
AC/MC cable. Refer to the cable connector compatibility
charts in the technical guidesection for MCI-A and other cables.
Patented. US Patent D668,618.
@. Listed
Mighty-Merge® Zinc Die Cast
Tr