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Extensive Line
n 1¼ in. (31.75mm) bend radius fittings meet TIA/EIA requirements.

n Integral bend radius offers a fixed solution that does not have to be 
installed as an option.

n Large cross sectional area provides for maximum cable capacity 
throughout entire system.

n Available external, internal, flat, tee and entrance end fittings.

n	UL Listed, CSA Certified.

n Available in ivory or gray powder coat finish.

Application Capacity and Flexibility
n Flexible channel divider provides industry leading data capacity in  

the same profile with a 2/3 datacom split.

n By-Pass Divider opening accepts GFCI or surge devices to be  
mounted in 70/30 divided channel.

n Greater capacity offers more room for moves, adds and changes.

n 50/50 split available by utilizing standard divider and divider clips.

n Raceway channel can also be used with no divider  
for maximum cable fill in single service applications.

End Reducing Connector
n Connects HBL4750 Raceway to HBL2400 Raceway through the  

end of HBL4750 Raceway.

n Used to connect two different sized raceway profiles.

Metal Raceway
HBL4750 Series
Features and Benefits

HBL4750 Device Bracket
n HBL4750 Device Bracket Plate provides excellent solution for power, 

data, voice, audio and video applications.

n For use with Hubbell KP plates and Hubbell iSTATION™ modules  
and bezels.

n Provides flush finish with overlap feature to hide potential miscuts.


